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1.
Overall description:
RAN2 would like to thank RAN1 for their LS reply on PDCCH for DL data arrival and random access response format Response (R1-082251 / R2-083061). 

In this LS RAN2 kindly informs RAN1 about the agreements made during RAN2#63 on the topic of PDCCH for DL data arrival:
· RAN2 considered the input from RAN1 indicating that DCI format 1A and 1C are available for DL data arrival and 
· RAN2 decided to use DCI format 1C for DL data arrival 
RAN2 agreed to add means to share a dedicated preamble among several UEs as outlined in the attached R2-084763. This applies to both handover and DL data resuming.
· The above decision was made while taking into account the payload available in format 1C for the various system bandwidth. 
· i.e. when DL bandwidth is 6RBs, only two bits are used to indicate how the dedicated preamble is share. In this case 6bits are used for preamble ID and 2 bits for preamble sharing indication

· In larger bandwidth systems, up to 4 bits are used to indicate how the dedicated preamble is shared

RAN2 will consider stage3 proposals to complete the work in this area during RAN2#63bis meeting.

2.
Actions:
None
3.
Dates of Next TSG RAN WG3 Meetings:

3GPP RAN2#63bis

29 Sep - 3 Oct 2008     
 Prague   
 CZ 
3GPP RAN2#64


10 - 14 Nov 2008     
 Prague   
 CZ 
