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1 Discussion
This document proposes the value range for the DRB identity and the EPS bearer identity. 
Currently the UE supports 8 DRBs. All 8 DRBs can be set up at the same time. Any new DRBs to be set up have to use a different DRB identity. Therefore 16 values for the DRB identity are needed. At RAN2#62bis it was agreed that the maxDRB is 11 in order to be consistent with the SA2 decision. And also considering any future extension, a value range larger than 22 is preferred. We propose the value range of DRB identity is up to 32 identities which is more future proof. Since SRBs have used identity 1 and 2, we propose the DRB identity has the value range INTEGER (3..32).
CT1 has specified that the EPS bearer identity has 4 bits. To align with CT1, we propose the EPS bearer identity is defined as the bit string with 4 bits.    
2 Conclusion

It is proposed that RAN2 agree on the following text proposal to TS 36.331 [1].  
3 References

 [1]
 R2-083795 CR to TS 36.331 v8.2.0 (REL-8)
4 Text Proposal to 36.331

The proposed changes are relative to TS 36.331 [1].
-------------------------------------  Start of Text Proposal ------------------------------------
6.3.2
Radio resource control information elements

–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL,


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL,


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,


transportChannelConfig



CHOICE {



explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL

-- Cond Misc

}

RB-MappingInfo ::=




SEQUENCE {


ul-LogicalChannel-Identity


INTEGER (1),







-- range FFS

dl-LogicalChannel-Identity


INTEGER (1)








-- range FFS
}

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















 -- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL















 -- Cond Setup
}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




BIT STRING (SIZE (4)),









drb-Identity





INTEGER (3..32),









pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rlc-ReestablishmentRequest


ENUMERATED {true}

OPTIONAL,

 
-- Cond Reconf

rb-MappingInfo





RB-MappingInfo


OPTIONAL,

 
-- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL














 
-- Cond Setup
}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (3..32)









}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration table for SRB1. The default choice is only applicable for SRB1.

	MAC-MainConfiguration

The default transport channel configuration is specified in 9.2.1.1 and applies only when the IE is included in the RRCConnectionSetup and RRCConnectionReestablishment messages as well as in the RRCConnectionReconfiguration when only SRB1 is (being) established

	logicalChannelConfig

The default logical channel configuration is specified in 9.2.1.1 and applies only when the IE is included in the RRCConnectionSetup and RRCConnectionReestablishment messages as well as in the RRCConnectionReconfiguration when SRB1 or SRB2 is (being) established


	Conditional presence
	Explanation

	Setup
	The IE is mandatory present if the corresponding SRB/DRB is being setup; otherwise the IE is optionally present, continue.

	Misc
	The IE is mandatory present upon connection establishment, handover and connection re-establishment; otherwise the IE is optionally present, continue.

	Reconf
	The IE is optionally present if the corresponding DRB is being reconfigured; otherwise the IE is not needed.


  -------------------------------------  End of Text Proposal -------------------------------------   
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