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1 Introduction

In this contribution, we propose to revise the procedure description of measurement and handle some descriptions mistakes.
2 Discussion
2.1 Combine the event trigger and the periodical procedure
For the procedures of event trigger and of periodical in measurement report triggering are the same in current 36.331 [1], we propose to merge them.
Proposal 1: Merge the procedure description for event trigger reporting and periodical reporting in 5.5.4.1.
In 5.5.4.1 of current 36.331 [1], the description of periodicalReportingOngoing is as below:
3>
if the reportInterval defined within the VarMeasurementConfiguration for this event is not equal to 0:

4>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to TRUE;
There is no initial value of periodicalReportingOngoing so we can not know what the value really is if it has not been gained in the report triggering procedure. Also in 5.5.5 measurement reporting of current 36.331 [1]:
1>
if the periodicalReportingOngoing defined within the VarEventsTriggered for this event is set to FALSE or

1>
if the numberOfReportsSent as defined within the VarEventsTriggered for this event is equal to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to FALSE;
1>
else:

2>
start a timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this event;

If the initial value is TRUE and has triggered an event with no period, the two conditions to set periodicalReportingOngoing to FALSE are both invalid, then there will be a mistake (e.g. start a timer) in the measurement reporting procedure.
Proposal 2: Clarify the value of periodicalReportingOngoing at the beginning of measurement reporting.
2.2 Update the field description
In R2-083775 [2] we have already got the agreement below:
· Periodical reporting is supported within reportConfigEUTRA and ReportConfigInterRAT rather than at the highest level by means of a RAT independent reportingConfiguration

For the reason above the field description of reportInterval and reportAmount should be revised to apply both periodical reporting and event triggerd periodical reporting criterias. For the periodical information has been separated to RAT independent configuration, ReportConfigPeriodical seems no use in the protocol.
Proposal 3: Update the description of reportInterval and reportAmount to apply both periodical reporting (whatever triggered by event).
Proposal 4: Remove the whole Information Element of ReportConfigPeriodical.
2.3 Index of VarEventsTriggered
The VarEventsTriggered IE was shown as below:
VarEventsTriggered UE variable
-- ASN1START

VarEventsTriggered ::=



SEQUENCE (SIZE (1..maxEventsTriggered)) OF SEQUENCE {


-- List of events that have been triggered


eventId







EvendId,

periodicalReportingOngoing


BOOLEAN,


cellsToReportList




CellsToReportList,


numberOfReportsSent




INTEGER

}

CellsToReportList ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


cellIdentity





PhysicalCellIdentity

}

EvendId ::=



ENUMERATED {eventA1, eventA2, eventA3, eventA4, eventA5, eventB1, eventB2
}
-- ASN1STOP

We could see the only index to find the specific item in the list is the EventId, this means that there can be only one UE variable for every event being reported at the same time. If another cell (belong to another measurement object) triggered the specific event which has already been listed in the variable, it is a problem how to handle with this case. So we propose to use measId in the variable instead of eventId to contain multiple instances, then there could be more than one object trigger the same event at the same time.
Proposal 5: Use measId in the VarEventsTriggered instead of eventId.
3 Conclusion
Proposal 1: Merge the procedure description for event trigger reporting and periodical reporting in 5.5.4.1.
Proposal 2: Clarify the value of periodicalReportingOngoing at the beginning of measurement reporting.
Proposal 3: Update the description of reportInterval and reportAmount to apply both periodical reporting (whatever triggered by event).
Proposal 4: Remove the whole Information Element of ReportConfigPeriodical.
Proposal 5: Use measId in the VarEventsTriggered instead of eventId.
The corresponding text proposal is provided in chapter 5.
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5 Text Proposal to 36.331 [1]
********************* Part 1 begins *************************
5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:

2> set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to FALSE;
2>
if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more cells applicable for this event for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration or
2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available:
3>
if the reportInterval defined within the VarMeasurementConfiguration for this event is not equal to 0:

4>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to TRUE;
3>
set the numberOfReportsSent defined within the VarEventsTriggered for this event to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarEventsTriggered for this event, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;







2>
Upon expiry of the periodical reporting timer for this:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsToReportList defined within the VarEventsTriggered for this event for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsToReportList defined within the VarEventsTriggered for this event;
********************* Part 1 end ***************************
********************* Part 2 begins *************************
5.5.5
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the mobilityMeasResults to include all cells included in the cellsToReportList as defined within the VarEventsTriggered for this event

1>
for each included cell include the measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measurement:
2> include the cells in order of decreasing reportingQuantity, i.e. the best cell is included first.

Editor's note:
It is FFS whether, if multiple cells meet the criteria, ordering is also applied irrespective of the cells carrier frequency

1>
increment the numberOfReportsSent as defined within the VarEventsTriggered for this event by 1;

1>
if the periodicalReportingOngoing defined within the VarEventsTriggered for this event is set to FALSE or

1>
if the numberOfReportsSent as defined within the VarEventsTriggered for this event is equal to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to FALSE;
1>
else:

2>
start a timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this event;

1>
if the measured results are for CDMA:

2>
set the preRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.

Editor's note:
It is FFS which additional cells may be included in a report, e.g. cells of another type (e.g. best inter-frequency cell included in an intra-frequency report.

Editor's note:
It is FFS if, for the case of a SON report of the strongest cell(s) on the carrier, the UE is required to report more than one cell.
********************* Part 2 end ***************************
********************* Part 3 begins *************************
–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





INTEGER (0)



-- value range FFS




},





eventA2







SEQUENCE {






a2-Threshold





INTEGER (0)



-- value range FFS




},





eventA3







SEQUENCE {






a3-Offset






INTEGER (0)









  -- value range FFS but will include positive and negative values




},





eventA4







SEQUENCE {






a4-Threshold





INTEGER (0)



-- value range FFS




},





eventA5







SEQUENCE {






a5-Threshold1





INTEGER (0),


-- value range FFS





a5-Threshold2





INTEGER (0)



-- value range FFS




}




},




hysteresis






INTEGER (0),




-- value range FFS



timeToTrigger





INTEGER (0)





-- value range FFS


},



periodical







SEQUENCE {




reportCGI







BOOLEAN,




t321








INTEGER (0)

OPTIONAL


-- Cond CGI





















-- value range FFS


}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





SEQUENCE {}





OPTIONAL
-- Need OP

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. Value in dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value in seconds.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, UE perform periodical reporting (whatever triggered by event) with the indicated interval. Value in seconds.

	reportAmount
Number of reports in case of periodical reporting or periodical reporting triggered by event (if limited). In case reportCGI is set to ‘TRUE’ only value 1 applies. In case of the reporting configuration concerns a SON report of the strongest cells on the carrier, only value 1 applies. For the latter case, use of other values is FFS.


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional

	CGI
	This IE is mandatory in case reportCGI is set to ‘TRUE’; otherwise it is not needed


********************* Part 3 end ***************************
********************* Part 4 begins *************************
–
ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





INTEGER (0)



-- value range FFS




},





eventB2







SEQUENCE {






b2-Threshold1





INTEGER (0),


-- value range FFS





b2-Threshold2





INTEGER (0)



-- value range FFS




}




},




timeToTrigger




INTEGER (0)






-- value range FFS


},



periodical







SEQUENCE {




reportCGI







BOOLEAN,




t321









INTEGER (0)

OPTIONAL
-- Cond CGI





















-- value range FFS


}


},


maxReportCells





INTEGER (1..maxCellReport),


reportQuantity





SEQUENCE {}





OPTIONAL,
-- Need OP; FFS

reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





SEQUENCE {}





OPTIONAL
-- Need OP

}

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	eventId

Choice of inter-RAT event triggered reporting criteria.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	maxReportCells

Max number of cells to include in the measurement report.

	reportQuantity

Need is FFS.

	reportInterval
If included, UE perform periodical reporting (whatever triggered by event) with the indicated interval.

	reportAmount
Number of reports in case of periodical reporting or periodical reporting triggered by event (if limited). In case reportCGI is set to ‘TRUE’ only value 1 applies. In case of the reporting configuration concerns a SON report of the strongest cells on the carrier, only value 1 applies. For the latter case, use of other values is FFS.


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional

	CGI
	This IE is mandatory in case reportCGI is set to ‘TRUE’; otherwise it is not needed


********************* Part 4 end ***************************
********************* Part 5 begins *************************












	

	


	


	


	



********************* Part 5 end ***************************
******************** Part 6 begins *************************
–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


CDMA2000-SystemTimeInfo,


MeasIdToAddModifyList,


MeasObjectToAddModifyList,


MobilityStateParameters,


PhysicalCellIdentity,


QuantityConfig,


ReportConfigToAddModifyList,

MeasId,

maxCellReport
FROM EUTRA-RRC-Definitions;
-- ASN1STOP

********************* Part 6 end ***************************

********************* Part 7 begins *************************

–
VarEventsTriggered

The UE variable VarEventsTriggered includes information about the events for which the triggering conditions have been met.

VarEventsTriggered UE variable
-- ASN1START

VarEventsTriggered ::=



SEQUENCE (SIZE (1..maxEventsTriggered)) OF SEQUENCE {


-- List of events that have been triggered


measId







MeasId,


periodicalReportingOngoing


BOOLEAN,


cellsToReportList




CellsToReportList,


numberOfReportsSent




INTEGER

}

CellsToReportList ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


cellIdentity





PhysicalCellIdentity

}


-- ASN1STOP

********************* Part 7 end ***************************
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