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1 Introduction

Previously UL information transfer was used to carry both HO preparation initiation messages and other messages such as pre-registration messages.  A new message has now been defined to carry the HO preparation initiation message.   Hence there is no need for this IE anymore.
2 Proposal
It is proposed to remove the cdma2000-MessageType from ULInformationTransfer.  

Additionally, the field description for cdma2000-DedicatedInfo that was missing has been updated.
2.1 Text proposal

	****First change *****


5.6.2.3
Actions related to transmission of ULInformationTransfer message

The UE shall set the contents of the ULInformationTransfer message as follows:

1>
If there is a need to transfer NAS information:

2>
Set the informationType to nas3GPP. 

2>
Include the NAS-DedicatedInformation. 

1>
If there is a need to transfer CDMA2000 information:

2>
Set the informationType to cdma2000;


2>
Include the cdma2000-Type and the cdma2000-DedicatedInfo;

	****next change *****


–
ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of dedicated NAS information.

Signalling radio bearer: SRB2 or SRB1(only if SRB2 not established yet)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULInformationTransfer message
-- ASN1START

ULInformationTransfer ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransfer-r8


ULInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

ULInformationTransfer-r8-IEs ::=
SEQUENCE {


informationType





CHOICE {



nas3GPP







NAS-DedicatedInformation,



cdma2000






SEQUENCE {




cdma2000-Type





CDMA2000-Type,





cdma2000-DedicatedInfo



OCTET STRING



}


},


...

}

-- ASN1STOP

	ULInformationTransfer field descriptions

	nas3GPP

Field description is FFS.

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	


	cdma2000-DedicatedInfo

This IE is used to transfer UE specific CDMA2000 information between the network and the UE. The RRC layer is transparent for this information.


