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To minimize the useless forwarding, RLC status reporting need to be done before the handover is executed. 
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5.5.4
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the mobilityMeasResults to include all cells included in the cellsToReportList as defined within the VarEventsTriggered for this event

1>
for each included cell include the measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measurement;

1> include the cells in order of decreasing reportingQuantity, i.e. the best cell is included first.

Editor's note:
It is FFS whether, if multiple cells meet the criteria, ordering is also applied irrespective of the cells carrier frequency

1>
increment the numberOfReportsSent as defined within the VarEventsTriggered for this event by 1;

1>
if the periodicalReportingOngoing defined within the VarEventsTriggered for this event is set to FALSE or

1>
if the numberOfReportsSent as defined within the VarEventsTriggered for this event is equal to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
set the periodicalReportingOngoing defined within the VarEventsTriggered for this event to FALSE;
1>
else:

2>
start a timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this event;

1>
if the measured results are for CDMA:

2>
set the preRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1> if the measurement reporting is triggered by event A3;


2> inform  the RLC AM entities mapped to DRB to trigger RLC STATUS REPORT.

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.
Editor's note:
It is FFS which additional cells may be included in a report, e.g. cells of another type (e.g. best inter-frequency cell included in an intra-frequency report.
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