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8.4.1.11.1
Traffic volume measurement
When performing cell reselection in CELL_FACH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "traffic volume" stored in the variable MEASUREMENT_IDENTITY; 
2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
if variable READY_FOR_COMMON_EDCH is set to FALSE before state transition and set to TRUE after cell reselection:

4>
stop measurement reporting;

4>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state, or after cell reselection.

2>
if variable READY_FbOR_COMMON_EDCH is set to TRUE before state transition and set to FALSE after cell reselection:

3>
resume measurement reporting.
<ASN.1 changes, first correction>
CommonEDCHSystemInfo ::=


SEQUENCE {


prach-PreambleForEnhancedUplink


PRACH-PreambleForEnhancedUplink,

common-E-DCH-MAC-d-Flows



Common-E-DCH-MAC-d-Flows,


initialServingGrantValue



INTEGER (0..37),


e-dch-TTI







E-DCH-TTI,


e-agch-Information





E-AGCH-Information,

harq-Info







ENUMERATED { rv0, rvtable },

ul-DPCHpowerControlInfoForCommonEDCH
UL-DPCHpowerControlInfoForCommonEDCH,

e-dpcch-Info






E-DPCCH-Info-r7,


e-dpdch-Info






E-DPDCH-Info-r7

additional-E-DCH-TransmitBackoff 

INTEGER (0..15),


max-CCCH-ResourceAllocation



ENUMERATED { 












tti8 , tti12 , tti16 , tti24 , tti32 , 













tti40 , tti80 , tti120 },


max-PeriodForCollisionResolution

INTEGER (8..24),


e-dch-TransmitContinuationOffset

ENUMERATED { 













tti0 , tti8 , tti16 , tti24 , 













tti40 , tti80 , tti120 , infinity },


measurement-Feedback-Info



Measurement-Feedback-Info



OPTIONAL,


common-E-DCH-ResourceInfoList


SEQUENCE (SIZE (1..maxEDCHs)) OF












Common-E-DCH-ResourceInfoList
}

<ASN.1 changes, second correction>
SysInfoType5-v8xyext-IEs ::= SEQUENCE {


commonEDCHSystemInfo




CommonEDCHSystemInfo


OPTIONAL,


hs-dsch-DrxCellfach-info



HS-DSCH-DrxCellfach-info

OPTIONAL
}
<ASN.1 changes, third correction>
UL-DPCHpowerControlInfoForCommonEDCH ::=
SEQUENCE {

-- TABULAR: TPC step size nested inside PowerControlAlgorithm

powerControlAlgorithm





PowerControlAlgorithm,


deltaACK








DeltaACK




OPTIONAL,


deltaNACK








DeltaNACK




OPTIONAL,


ack-NACK-repetition-factor




ACK-NACK-repetitionFactor
OPTIONAL
}
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