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1 discussion
LS from RAN1 in [1] indicate two ACK NACK feedback modes are agreed and both used for PUCCH and PUSCH. and these two feedback mode is UE specific parameter which is configured in higher layer.
This document provide TP to reflect this parameter in IE “physicalConfigDedicated” which will be included in RRC connection setup, RRC connection re-establishment and RRC connection reconfiguration message.
2 References
 [1] R2-08xxxx (R1-083465) LS on support of TDD ACK/NACK multiplexing in Rel-8
3 Text proposal in 36.331 
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element
-- ASN1START

PhysicalConfigDedicated ::=


SEQUENCE {


acknackFeedbackMode




ENUMERATED{bundling,multiplexing} OPTIONAL, DEFAULT bundling

pdsch-Configuration




PDSCH-ConfigDedicated,






-- need FFS


pucch-Configuration




PUCCH-ConfigDedicated


OPTIONAL,

-- need OC


uplinkPowerControl




UplinkPowerControlDedicated

OPTIONAL,

-- need OC


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need OC

tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Configuration 

OPTIONAL,

-- need OC


cqi-Reporting





CQI-Reporting




OPTIONAL,

-- need OC


soundingRsUl-Config




SoundingRsUl-ConfigDedicated
OPTIONAL,

-- need OC


antennaInformation




CHOICE {



explicit






AntennaInformationDedicated,



default







NULL


}

OPTIONAL,
















-- need OC


schedulingRequestConfig



SchedulingRequest-Configuration OPTIONAL, 

-- need OC

...

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	antennaInformation

The default antenna configuration is described in section 9.2.3

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22]. If the IE is not present and no tpc-PDCCH-ConfigPUCCH has been configured, then the function remains disabled. 

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22]. If the IE is not present and no tpc-PDCCH-ConfigPUSCH has been configured, then the function remains disabled. 

	acknackFeedbackMode
ACK/NACK feedback mode for PDSCH in TDD mode, see TS 36.213 [23] section 7.3
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