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1 Introduction
During the discussion of [1] at RAN2#63 the following issues came up:
1. Why are sub-frames 1 & 6 not allowed to be used for MBSFN in TDD?

2. What is the relationship between MBSFN subframes and subframes that are candidates for paging?
This contribution discusses the above questions and has some related proposals.

2 Discussion

Regarding the first question, section 6.11.1.2 of [2] states:
“For frame structure type 2, the primary synchronization signal shall be mapped to the third OFDM symbol in subframes 1 and 6. Resource elements 
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are reserved and not used for transmission of the primary synchronization signal.”
Therefore subframes 1 & 6 cannot be used for MBSFN in TDD.
2.1 MBSFN subframes and paging subframes
The issue of exactly how to ensure that paging and MBSFN do not map to the same sub-frames was briefly discussed in RAN2#63. As noted during the discussion the general understanding in RAN2 is that sub-frames that are candidates for paging cannot be used for paging. The currently agreed definition of MBSFN subframe configuration in 36.331 (from [3]) is inline with this general understanding for TDD but there seems to be an error in how this is applied to FDD:
“subframeAllocation

Number of MBSFN subframes within a radio frame carrying MBSFN. The MBSFN subframes are allocated from the beginning of the radio-frame in consequtive order with the restriction that only those subframes that may carry MBSFN are allocated: subframes 0 and 5 are not allocated; subframe 4 is not allocated (FDD); subframes 1, 6 and uplink subframes are not allocated (TDD)”
So it is proposed that the restriction for FDD is captured correctly; that is, sub-frames 4 & 9 are excluded from the MBSFN subframe configuration. This also reduces the length of the subframe allocation to 6 bits instead of 7 bits. 
3 Conclusion
RAN2 is requested to discuss above details and agree to the attached text proposal.
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5 Text Proposal
5.1.1.1 –
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE 1:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

NOTE 2:
It is FFS whether Uplink EARFCN should be moved to SIB 1. This relates to the discussion on UE capability for variable TX-RX frequency separation.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OD



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OD


}

OPTIONAL,
















-- Need OD


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwitdh





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1},



additionalSpectrumEmission


INTEGER (0..31)


},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL,

...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




INTEGER (1..6)

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

Default value determined from default TX-RX frequency separation defined in [36.101]

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on

	additionalSpectrumEmission

Defined in [36.101]

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on 

	subframeAllocation

Number of MBSFN subframes within a radio frame carrying MBSFN. The MBSFN subframes are allocated from the beginning of the radio-frame in consecutive order with the restriction that only those subframes that may carry MBSFN are allocated: subframes 0 and 5 are not allocated; additionally subframes 4 and 9 are not allocated (FDD); additionally subframes 1, 6 and uplink subframes are not allocated (TDD)
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