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1
Introduction

For HO to 1x from LTE, the MME puts together the A.21 Air interface signalling  message.  Most of the information is available at the MME already or is available in the eNB and provided to the MME.  A couple of IEs are not however available at the eNB and must be obtained from the UE.  

One of the information required is the UE bandclass information.  It is proposed that this information is provided by the UE coded as in A.21 as part of the UE capability information.  This is then handled as any other UE capability – that is passed on to the MME for storage and passed back to the eNB.  It is also proposed to be able to specifically query this similar to the other inter-RAT capability.
2
Text proposal
5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

1>
set the contents of UECapabilityInformation message as follows:

2>
If the ue-RadioAccessCapRequest includes E-UTRA:

3>
include the UE-EUTRA-Capability within a ueCapabilitiesRAT-Container and with the rat-Type set to eutra;

2>
If the UE radio access capability request includes GERAN:

3>
include the UE radio access capabilities for GERAN within a ueCapabilitiesRAT-Container and with the rat-Type set to geran;

2>
If the UE radio access capability request includes UTRA:

3>
include the UE radio access capabilities for UTRA within a ueCapabilitiesRAT-Container and with the rat-Type set to utran;
2>
If the UE radio access capability request includes CDMA2000-1xRTT Bandclass:

3>
include the UE band class radio access capabilities for CDMA 2000 within a ueCapabilitiesRAT-Container and with the rat-Type set to cdma2000-1xrttBandClass;
1> submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.
	**** Next Change ****


–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {


rat-Type






RAT-Type,


ueCapabilitiesRAT-Container


OCTET STRING,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UECapabilityInformation field descriptions

	ueCapabilitesRAT-Container

Container for the UE capabilities of the indicated RAT. The encoding is defined in the specification of each RAT:

For E‑UTRA: the encoding of UE capabilities is defined in IE UE-EUTRA-Capability.

For UTRA: the encoding of UE capabilities is defined in IE [FFS] TS 25.331 [19].

For GERAN: the encoding of UE capabilities is defined in IE [FFS] [24.008 and/or 44.018; FFS].
For CDMA2000-1xRTT Bandclass: the encoding of UE capabilities is defined in IE [A.S0008;  FFS]


Editor's note:
The structure of the CDMA2000-1xRTT Bandclass is specified in A.S0008 but the information to be included will be captured in FFS PP2 spec..

	**** Next Change ****


–
ULHandoverPreparationTransfer (CDMA2000)

The ULHandoverPreparationTransfer  message is used for the uplink transfer of handover related CDMA2000 information when requested by the higher layers.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULHandoverPreparationTransfer  message
-- ASN1START

ULHandoverPreparationTransfer ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulHandoverPreparationTransfer-r8

ULHandoverPreparationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions





SEQUENCE {}


}

}

ULHandoverPreparationTransfer-r8-IEs ::= SEQUENCE {


cdma2000-Type





CDMA2000-Type,


cdma2000-MEID





BIT STRING (SIZE (56))
OPTIONAL,
-- Cond cdma2000-Type


cdma2000-DedicatedInfo



OCTET STRING,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULHandoverPreparationTransfer field descriptions

	cdma2000-Type

Type of CDMA2000 network: 1xRTT or HRPD.

	cdma2000-DedicatedInfo

This IE is used to transfer UE specific CDMA2000 information between the network and the UE. The RRC layer is transparent for this information..

	cdma2000-MEID

The 56 bit mobile identification number provided by the CDMA Upper layers. 


	Conditional presence
	Explanation

	cdma2000-Type
	The IE is mandatory present if the cdma2000-Type = type1XRTT; otherwise it is not needed.


	**** Next Change ****


–
RAT-Type
The IE RAT-Type is used to indicate the type of radio access technology (RAT), including E‑UTRA.

RAT-Type information element
-- ASN1START

RAT-Type ::=





ENUMERATED {











eutra, utran, geran, cdma2000-1xrttBandClass, spare4, spare3, spare2, spare1, ...}

-- ASN1STOP

	RAT-Type field descriptions

	Void




	**** For Information ****


–
UE-RadioAccessCapRequest
The IE UE-RadioAccessCapRequest lists the RATs for which the UE is requested to transfer the UE radio access capabilities i.e. E‑UTRA and/or other RATs, e.g., UTRA, GERAN or CDMA2000.
UE-RadioAccessCapRequest information element
-- ASN1START

UE-RadioAccessCapRequest ::=

SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF RAT-Type

-- ASN1STOP

	UE-RadioAccessCapRequest field descriptions

	%fieldIdentifier%




