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3
Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Configured set (FDD only): The set of cells which have been configured at the UE. For single carrier operation, the configured set and the active set are equal. For dual carrier operation, the configured set contains the additional information needed for enhanced serving cell change operation.
Common E-DCH resource: Common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode.

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
E-DCH active set (FDD only): The set of cells which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.

Enhanced Uplink in CELL_FACH state and Idle mode: combines the REL99 random access power ramping phase with E-DCH transmission. The procedure can be started in idle mode and RRC Connected mode, but not in CELL_DCH state.

HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers).

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

MBSFN mode: Transmission mode where a set of synchronized cells transmit exactly the same data for provision of MBMS service.
Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.

Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.
Secondary Carrier: Carrier of the Secondary serving HS-DSCH cell. For this release, the secondary carrier is adjacent to the carrier of the serving HS-DSCH cell.

Secondary HS-DSCH serving cell: A cell that is synchronous with the serving HS-DSCH cell and transmitted on another carrier. 
Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler. A UE has one Serving E-DCH cell.

Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).
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8.3.4
Active set update
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Figure 8.3.4-1: Active Set Update procedure, successful case
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Figure 8.3.4-2: Active Set Update procedure, failure case

8.3.4.1
General
The purpose of the active set update procedure is to update the configured active set of the connection between the UE and UTRAN. This procedure shall be used in CELL_DCH state. The UE should keep on using the old RLs while configuring the new RLs. Also the UE should keep the transmitter turned on during the procedure. This procedure is only used in FDD mode.

8.3.4.2
Initiation
The procedure is initiated when UTRAN orders a UE in CELL_DCH state, to make the following modifications of the active set of the connection:

a)
Radio link addition;

b)
Radio link removal. When a secondary carrier is present, the radio links on both carriers are removed simultaneously;

c)
Combined radio link addition and removal; 

d)
Addition of a radio link to the E-DCH active set;

e)
Removal of a radio link from the E-DCH active set.

The procedure also allows the addition or removal of a radio link on a secondary carrier. Radio links on the secondary carrier are not part of the active set.

In case a) and c), UTRAN should:

1>
prepare new additional radio link(s) in the UTRAN prior to the command to the UE.

In all cases, UTRAN should:

1>
send an ACTIVE SET UPDATE message on downlink DCCH using AM or UM RLC;

1>
create active sets that contain at least one common radio link across a DPCH or F-DPCH frame boundary as the result of one or multiple (parallel) active set update procedures.

UTRAN should include the following information:

1>
IE "Radio Link Addition Information": Downlink DPCH information and other optional parameters relevant for the radio links to be added along with the IE "Primary CPICH info" used for the reference ID to indicate which radio link to add. This IE is needed in cases a) and c) listed above;

1>
IEs  “Secondary HS-DSCH cell information” and " Secondary Radio link addition information ": Downlink optional parameters relevant to operation on a secondary carrier;
1>
IE "Radio Link Removal Information": IE "Primary CPICH info" used for the reference ID to indicate which radio link to remove. This IE is needed in cases b) and c) listed above; 

1>
IE "E-DCH reconfiguration information": IE "Primary CPICH info" used for the reference ID along with the IE "E-HICH information" to indicate which radio link to add to the E-DCH active set. This IE is needed in case d) above, when the RL added to the E-DCH active set is already in the DCH active set;

1>
IE "E-DCH reconfiguration information": IE "Primary CPICH info" used for the reference ID along with the IE "E-HICH release indicator" to indicate which radio link to remove from the E-DCH active set. This IE is needed in case e) above, when the RL removed from the E-DCH active set remains in the DCH active set.

8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE
Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1>
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

1>
perform the physical layer synchronisation procedure B as specified in [29];

1>
if the IE "E-HICH information" is included:

2>
store this E-HICH configuration for the concerning radio link.

1>
if the IE "E-RGCH information" is included:

2>
store this E-RGCH configuration for the concerning radio link, if included.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;
1>
if the IE "MAC-es/e reset indicator" is included in the IE "UL 16QAM configuration":

2>
reset the MAC-es/e / MAC-is/i entity [15].

NOTE 1:
If the IE "MAC-es/e reset indicator" is not included in the IE "UL 16QAM configuration" and 16QAM operations starts or stops, the UE behaviour is unspecified.

1>
if the IE "UL 16QAM settings" is not included in the IE "16QAM configuration":

2>
indicate to lower layers to stop any operation in 16QAM mode.
NOTE 2:
If the IE "UL 16QAM configuration" is not included and 16QAM mode operation is currently ongoing, the UE behaviour is unspecified.

1>
if the IEs "E-TFCI Boost Info" and/or "E-DPDCH power interpolation" are present, act on the received information elements;
1>
if the IEs "E-DPCCH/DPCCH power offset" and/or "Reference E-TFCI PO" are included in the IE "E-DCH reconfiguration information same serving cell", act on the received information elements;

NOTE 3:
If E-TFCI boost is signalled to the UE and a reference E-TFCI <= E-TFCI Boost is signalled to the UE with a Reference E-TFCI PO of value 30 or 31, the UE behaviour is unspecified.

1>
if the radio link currently considered to be the serving HS-DSCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving HS-DSCH radio link;
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if "Serving HS-DSCH cell information" IE is present, act on received information elements as specified in subclause 8.6:

2>
if the IEs "(ACK", "(NACK", and "HARQ_preamble_mode" are present, act on the received information elements;

2>
if the new H-RNTI and "Primary CPICH info" are included:

3>
consider the cell indicated in Primary CPICH as serving HS-DSCH cell and no longer consider any other radio link as serving HS-DSCH cell. If the “Secondary HS-DSCH cell information” is included for a cell associated with the serving HS-DSCH cell, consider that cell a secondary serving HS-DSCH cell, using the configuration in the associated IE “Secondary Radio link addition information”.
2>
if the IE "MAC-hs reset indicator" is included:

3>
reset the MAC-hs/ehs entity [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the IE "E-DCH reconfiguration information"  is included:

2>
if the IE "E-DCH RL Info other cells" is present:

3>
if the IE "E-HICH Information" is present:

4>
store the E-HICH and E-RGCH information (if present), contained therein, for the indicated radio link.

3>
if the IE "E-HICH release indicator" is present:

4>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

3>
if the IE "E-RGCH release indicator" is set present:

4>
delete the stored E-RGCH configuration for this RL.

2>
if the IE "E-DCH RL Info new serving cell" is present:

3>
consider the cell indicated in "Primary CPICH info" as serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link;

3>
store the E-HICH and E-RGCH information (if present), contained therein, for the new serving E-DCH radio link;

3>
if the IE "E-RGCH release indicator" is present:

4>
delete the stored E-RGCH configuration for this RL.

3>
store the newly received E-AGCH configuration;

3>
if the IE "Serving Grant" is included, and if the IE "Serving Grant Value" is not included:

4>
the UE behaviour is not specified.

2>
if the IEs "E-DPCCH/DPCCH power offset" and/or "Reference E-TFCI PO" and/or "Power offset for scheduling info" are present, act on the received information elements.

2>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

3>
if the IE "New Primary E-RNTI" is not included:

4>
clear the Primary E-RNTI stored in the variable E_RNTI.

3>
if the IE "New Secondary E-RNTI" is not included:

4>
clear the Secondary E-RNTI stored in the variable E_RNTI.

1>
if the radio link currently considered to be the serving E-DCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving E-DCH radio link.
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the completion of the Physical Layer synchronisation B, as specified in [29];

1>
the procedure ends on the UE side.

8.3.4.4
Unsupported configuration in the UE
If UTRAN instructs the UE to use a configuration that it does not support, the UE shall:

1>
keep the active set as it was before the ACTIVE SET UPDATE message was received;

1>
transmit an ACTIVE SET UPDATE FAILURE message on the DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE FAILURE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to "configuration unsupported";

1>
when the ACTIVE SET UPDATE FAILURE message has been submitted to lower layers for transmission:

2>
the procedure ends on the UE side.

8.3.4.5
Invalid configuration
If any of the following conditions are valid:

-
a radio link indicated by the IE "Downlink DPCH info for each RL" in the IE "Radio link addition information" has a different spreading factor than the spreading factor for the radio links in the active set that will be established at the time indicated by the IE "Activation time"; and/or

-
a radio link in the IE "Radio link addition information" is also present in the IE "Radio Link Removal Information"; and/or

-
the IE "Radio Link Removal Information" contains all the radio links which are part of or will be part of the active set at the time indicated by the IE "Activation time"; and/or

-
the IE "TX Diversity Mode" is not set to "none" and it indicates a diversity mode that is different from the one currently used (<STTD> or <closed loop mode1>) in all or part of the active set; and/or

-
a radio link indicated by the IE "Radio Link Removal Information" does not exist in the active set; and/or

-
after the removal of all radio links indicated by the IE "Radio Link Removal Information" and the addition of all radio links indicated by the IE "Radio Link Addition Information" the active set would contain more than the maximum allowed number of radio links; and/or

-
after the addition of all radio links indicated by the IE "Radio Link Addition Information" the active set would contain radio links indicated by the IE "Downlink DPCH info for each RL" and radio links indicated by the IE "Downlink F-DPCH info for each RL"; and/or

-
the variable INVALID_CONFIGURATION is set to TRUE:

the UE shall:

1>
keep the active set as it was before the ACTIVE SET UPDATE message was received;

1>
transmit an ACTIVE SET UPDATE FAILURE message on the DCCH using AM RLC;

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE FAILURE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
set the IE "failure cause" to "Invalid configuration";

1>
When the ACTIVE SET UPDATE FAILURE message has been submitted to lower layers for transmission:

2>
the procedure ends on the UE side.

If the following condition is valid:

-
the active set update procedure results in active sets that do not contain at least one common radio link before and after a DPCH or F-DPCH frame boundary:

the UE behaviour is not specified.
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8.4.0
Measurement related definitions
UTRAN may control a measurement in the UE either by broadcast of SYSTEM INFORMATION and/or by transmitting a MEASUREMENT CONTROL message.

The following information is used to control the UE measurements and the measurement results reporting:

1.
Measurement identity: A reference number that should be used by the UTRAN when setting up, modifying or releasing the measurement and by the UE in the measurement report.

2.
Measurement command: One out of three different measurement commands.

-
Setup: Setup a new measurement.

-
Modify: Modify a previously defined measurement, e.g. to change the reporting criteria.

-
Release: Stop a measurement and clear all information in the UE that are related to that measurement.

3.
Measurement type: One of the types listed below describing what the UE shall measure.

Presence or absence of the following control information depends on the measurement type

4.
Measurement objects: The objects on which the UE shall measure measurement quantities, and corresponding object information.

5.
Measurement quantity: The quantity the UE shall measure on the measurement object. This also includes the filtering of the measurements.

6.
Reporting quantities: The quantities the UE shall include in the report in addition to the quantities that are mandatory to report for the specific event.
7.
Measurement reporting criteria: The triggering of the measurement report, e.g. periodical or event-triggered reporting.

8.
Measurement Validity: Defines in which UE states the measurement is valid.

9.
Measurement reporting mode: This specifies whether the UE shall transmit the measurement report using AM or UM RLC.

10.
Additional measurement identities: A list of references to other measurements. When this measurement triggers a measurement report, the UE shall also include the reporting quantities for the measurements referenced by the additional measurement identities.

All these measurement parameters depend on the measurement type and are described in more detail in clause 14.

The different types of measurements are:

-
Intra-frequency measurements: measurements on downlink physical channels at the same frequency as the active set. A measurement object corresponds to one cell. Detailed description is found in subclause 14.1.

-
Inter-frequency measurements: measurements on downlink physical channels at frequencies that differ from the frequency of the active set. A measurement object corresponds to one cell. Detailed description is found in subclause 14.2.

-
Inter-RAT measurements: measurements on downlink physical channels belonging to another radio access technology than UTRAN, e.g. GSM. A measurement object corresponds to one cell. Detailed description is found in subclause 14.3.

-
Traffic volume measurements: measurements on uplink traffic volume. A measurement object corresponds to one cell. Detailed description is found in subclause 14.4.

-
Quality measurements: Measurements of downlink quality parameters, e.g. downlink transport block error rate. A measurement object corresponds to one transport channel in case of BLER. A measurement object corresponds to one timeslot in case of SIR (TDD only). Detailed description is found in subclause 14.5.

-
UE-internal measurements: Measurements of UE transmission power and UE received signal level. Detailed description is found in subclause 14.6.

-
UE positioning measurements: Measurements of UE position. Detailed description is found in subclause 14.7.
The UE shall support a number of measurements running in parallel as specified in [19] and [20]. The UE shall also support that each measurement is controlled and reported independently of every other measurement.

Cells that the UE is monitoring are grouped in the UE into three mutually exclusive categories:

1.
Cells, which belong to the active set. User information is sent from all these cells. In FDD, the cells in the active set are involved in soft handover. In TDD the active set always comprises one cell only. The UE shall only consider active set cells included in the variable CELL_INFO_LIST for measurement; i.e. active set cells not included in the CELL_INFO_LIST shall not be considered in any event evaluation and measurement reporting.

2.
Cells, which are not included in the active set, but are included in the CELL_INFO_LIST belong to the monitored set.
3.
Cells detected by the UE, which are neither in the CELL_INFO_LIST nor in the active set belong to the detected set. Reporting of measurements of the detected set is only applicable to intra-frequency measurements made by UEs in CELL_DCH state.

If the IE "Cells for measurement" has been included in a MEASUREMENT CONTROL message, only monitored set cells explicitly indicated for a given intra-frequency (resp. inter-frequency, interRAT) measurement by the IE "Cells for measurement" shall be considered for measurement. If the IE "Cells for measurement" has not been included in a MEASUREMENT CONTROL message, all of the intra-frequency (resp. inter-frequency, inter RAT) cells stored in the variable CELL_INFO_LIST shall be considered for measurement. The IE "Cells for measurement" is not applicable to active set cells e.g. when the triggering condition refers to active set cells, the UE shall consider all active set cells in the CELL_INFO_LIST for measurement irrespective if these cells are explicitly indicated by the IE "Cells for measurement".
8.4.1
Measurement control
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Figure 8.4.1-1: Measurement Control, normal case
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Figure 8.4.1-2: Measurement Control, failure case

8.4.1.1
General
The purpose of the measurement control procedure is to setup, modify or release a measurement in the UE.

In subclause 8.4.1 and its subclauses references to System Information Block type 11 mean the merge of System Information Block Type 11 and System Information Block type 11bis, if scheduled on BCH.
8.4.1.2
Initiation
The UTRAN may request a measurement by the UE to be setup, modified or released with a MEASUREMENT CONTROL message, which is transmitted on the downlink DCCH using AM RLC.

The UTRAN should take the UE capabilities into account when a measurement is requested from the UE.

When a new measurement is created, UTRAN should set the IE "Measurement identity" to a value, which is not used for other measurements. UTRAN may use several "Measurement identity" for the same "Measurement type". In case of setting several "Measurement identity" within a same "Measurement type", the measurement object or the list of measurement objects can be set differently for each measurement with different "Measurement identity ".

When a current measurement is modified or released, UTRAN should set the IE "Measurement identity" to the value, which is used for the measurement being modified or released. In case of modifying IEs within a "Measurement identity", it is not needed for UTRAN to indicate the IEs other than modified IEs, and the UE continues to use the current values of the IEs that are not modified. UTRAN should not use "modify" to change the type of measurement stored in the variable MEASUREMENT_IDENTITY for a given measurement identity.

8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type and after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY; or

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements on at least one supported band of that measurement type:

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

NOTE:
The UE is not required to perform measurements on cells for which it needs compressed mode but a suitable compressed mode pattern is not activated.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
2>
for measurement type "UE positioning measurement":

3>
if the UE is in CELL_FACH state:

4>
if IE "Positioning Method" is set to "OTDOA":

5>
if IE "Method Type" is set to "UE assisted":

6>
if IE "UE positioning OTDOA assistance data for UE assisted" is not included:

7>
if System Information Block type 15.4 is broadcast:

8>
read System Information Block type 15.4.

7>
act as specified in subclause 8.6.7.19.2.

5>
if IE "Method Type" is set to "UE based":

6>
if IE "UE positioning OTDOA assistance data for UE based" is not included:

7>
if System Information Block type 15.5 is broadcast:

8>
read System Information Block type 15.5.

7>
act as specified in subclause 8.6.7.19.2a.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.

1>
if the IE "Measurement command" has the value "modify":

2>
for all IEs present in the MEASUREMENT CONTROL message:

3>
if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by the IE "measurement identity":

4>
if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
if measurement type is set to "intra-frequency measurement", for any of the optional IEs "Intra-frequency measurement objects list", "Intra-frequency measurement quantity", "Intra-frequency reporting quantity", "Measurement Validity", "report criteria" and "parameters required for each event" (given "report criteria" is set to "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-frequency measurement", for any of the optional IEs "Inter-frequency measurement quantity", "Inter-frequency reporting quantity", "Measurement Validity", "Inter-frequency set update" and "parameters required for each event" (given "report criteria" is set to either "inter-frequency measurement reporting criteria" or "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-RAT measurement", for any of the optional IEs "Inter-RAT measurement objects list", "Inter-RAT measurement quantity", and "Inter-RAT reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning OTDOA assistance data" is present, for any of the optional IEs "UE positioning OTDOA neighbour cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-based", "UE positioning OTDOA neighbour cell info for UE-based" and "UE positioning" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning GANSS ionospheric model", "UE positioning GANSS UTC model", "UE positioning GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE positioning GANSS Time model", "UE positioning GANSS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "traffic volume measurement", for any of the optional IEs "Traffic volume measurement Object", "Traffic volume measurement quantity", "Traffic volume reporting quantity", and"Measurement Validity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "quality measurement", for the optional IE "Quality reporting quantity" if it is present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE internal measurement", for any of the optional IEs "UE internal measurement quantity", and "UE internal reporting quantity" that are present in the MEASUREMENT CONTROL message:

5>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

5>
leave all other stored information elements unchanged in the variable MEASUREMENT_IDENTITY.

3>
otherwise:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if measurement type is set to "inter-frequency measurement":

3>
if "report criteria" is set to "intra-frequency measurement reporting criteria" and "reporting criteria" in "inter-frequency measurement quantity" is set to "intra-frequency reporting criteria":

4>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

4>
for 1.28 Mcps TDD, if the UE only uses one frequency:

5>
leave the currently stored "inter-frequency measurement reporting criteria" within "report criteria" and "inter-frequency reporting criteria" within "inter-frequency measurement quantity" unchanged, and continue to act on the information stored in these variables.

NOTE:
If the UTRAN wants to modify the inter-frequency cell info list for an inter-frequency measurement configured with event based reporting without repeating any IEs related to the configured events, one possibility is to set the IE "report criteria" to "intra-frequency measurement reporting criteria", not include the IE "parameters required for each event", and set the IE "reporting criteria" in the IE "inter-frequency measurement quantity" to "intra-frequency reporting criteria".

4>
for 1.28 Mcps TDD, if the UE uses multiple frequencies:

5>
use the content of MEASUREMENT CONTROL to replace the IEs related to MEASUREMENT_IDENTITY which have stored;

5>
not delete the unchanged values.
2>
for measurement types "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency, or that require measurements on another RAT:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type and after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY; or

3>
if, according to its measurement capabilities, the UE does not require compressed mode, on at least one supported band of that measurement type, to perform the measurements:

4>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume measurements according to the new stored control information for this measurement identity.

2>
for any other measurement type:

3>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-RAT measurement":

3> if "report criteria" is set to "inter-RAT measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "inter-RAT measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "inter-RAT measurement reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "inter-RAT measurement reporting criteria":

4>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "UE positioning measurement":

3>
if "reporting criteria" is set to "UE positioning reporting criteria":

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE positioning reporting criteria", or;

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE positioning reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "reporting criteria" is not set to "UE positioning reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "traffic volume measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "quality measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message;

3>
if "report criteria" is set to "quality measurement reporting criteria":

4>
if the value of "BLER reporting" in any instance of the IE "Quality reporting quantity" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message is set to TRUE:

5>
the UE behaviour is unspecified.

2>
for measurement type "UE internal measurement":

3>
if "report criteria" is set to "UE internal measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE internal measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE internal measurement reporting criteria" and if the IE "Parameters sent for each UE internal measurement event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "UE internal measurement reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

1>
if the IE "measurement command" has the value "release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identitifed in IE "TGPSI" in the received message.

1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and the variable UE_CAPABILITY_TRANSFERRED has the DL "Measurement capability" for "FDD measurements" set to TRUE (the UE requires DL compressed mode in order to perform measurements on FDD):

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.6.

1>
and the procedure ends.
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8.5.25
Actions related to HS_DSCH_RECEPTION variable
The variable HS_DSCH_RECEPTION shall be set to TRUE only when all the following conditions are met:

1>
for FDD and 1.28 Mcps TDD:

2>
the UE is in CELL_DCH state.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD:

2>
a dedicated physical channel is allocated to the UE in the uplink.

1>
the variable H_RNTI is set;

1>
the UE has a stored IE "HS-SCCH info";

1>
the UE has a stored IE "HARQ info";

1>
for FDD:
2>
one of the radio links in the active set is configured as the serving HS-DSCH radio link;

2>
the UE has stored the following IEs:

-
IE "Measurement Feedback Info";

-
IE "Uplink DPCH Power Control Info" including stored ACK,  NACK  and Ack-NACK Repetition factor.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD, the UE has stored the IE "HS-PDSCH Timeslot Configuration" and either of the following conditions are met:

2>
a dedicated physical channel is allocated to the UE in the downlink;

2>
the UE has stored Dhs-sync.

1>
for 1.28 Mcps TDD, the UE has stored the IE "HS-PDSCH Midamble Configuration" and either of the following conditions are met:

2>
a dedicated physical channel is allocated to the UE in the downlink;

2>
the UE has stored "PLCCH Info".

1>
there is at least one RB mapped to HS-DSCH;

1>
at least for one of the RBs mapped to HS-DSCH, there is either:
2>
at least one MAC-hs queue (including the IE "MAC-d PDU size Info") configured for the concerning MAC-d flow; or

2>
at least one MAC-ehs reordering queue configured for the associated logical channel.
NOTE 1:
For TDD and for FDD in CELL_DCH, to enable or disable HS-DSCH reception, the UTRAN has the possibility to add/remove the concerning HS-DSCH related RB mapping options, add/remove the concerning MAC-d flows or, for FDD, add/remove the concerning MAC-ehs reordering queue, add/remove the serving HS-DSCH radio link or, for TDD add/remove H-RNTI upon hard handover.

NOTE 2:
For TDD and for FDD in CELL_DCH, if HS_DSCH_RECEPTION is set to TRUE and a reconfiguration, an inter-RAT handover from UTRAN, or a cell change order procedure is initiated, the UE checks the conditions only when the reconfiguration, inter-RAT handover from UTRAN, or cell change order procedure is successfully completed. Doing so ensures that, in case of failure in the reconfiguration, inter-RAT handover from UTRAN, or cell change order procedure, the UE can return to the old configuration as if the message was not received, e.g. without performing a MAC-HS reset.

If any of the above conditions is not met and the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION to FALSE;

1>
for TDD and for FDD in CELL_DCH:

2>
set the variable HS_DSCH_RECEPTION_GENERAL to FALSE;

2>
stop any HS_SCCH reception procedures;

2>
stop any HS-DSCH reception procedures;

2>
clear the variable H_RNTI and remove any stored H-RNTI;
2>
reset the MAC-hs/ehs entity [15];
2>
release all HARQ resources;

2>
no long consider any radio link to be the HS-DSCH serving radio link.

1>
for 3.84 Mcps TDD or 7.68 Mcps TDD, if no downlink DPCH is assigned the UE shall clear the uplink DPCH configuration and initiate the Cell Update procedure according to subclause 8.3.1, cause "radio link failure".

NOTE 3:
If configured for HS-DSCH and not explicitly indicated as being cleared, the UE will have still stored the IEs "HARQ info", "Added or Reconfigured MAC-d flow", "Added or Reconfigured MAC-ehs reordering queue", "RB mapping Info" and "Downlink HS-PDSCH information".
Whenever the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

1>
perform HS_SCCH reception procedures according to the stored HS-SCCH configuration as stated in:

2>
subclause 8.6.6.33 for the IE "HS-SCCH Info".

2>
for 1.28 Mcps TDD, when performing reception on signalling radio bearer before RAB has been established, the UE shall use the lowest HSDPA capability category, as specified in [35], to read the DL control information on HS-SCCH.

NOTE 4:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the lowest HSDPA capability category, as specified in [35], when performing scheduling and signalling the control information on HS-SCCH, as it is not possible for Node B to be aware of the UE's HSDPA capability category during this period.
1>
perform HS-DSCH reception procedures according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info".

1>
use the relevant CQI reporting table as stated in subclause 8.5.44.

For TDD and for FDD in CELL_DCH, whenever the variable HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS-SCCH reception procedures;

1>
not perform HS-DSCH reception procedures.

For FDD in CELL_DCH, determine the value for the SECONDARY_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.50.
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8.5.49
CELL_FACH HS-DSCH DRX operation (FDD only)

The CELL_FACH HS-DSCH DRX operation determines the occasions in which the UE is allowed to discontinuously receive HS-DSCH in CELL_FACH state.

If the HS_DSCH_DRX_CELL_FACH_STATUS is set to TRUE, the UE shall:

1>
if E-DCH resource index information is received from lower layers:

2>
stop the timer T321, if it is ongoing;

2>
continuously receive HS-DSCH.

1>
if E-DCH enhanced random access process termination information is received from lower layers:

2>
start the timer T321.

1>
if the value of the IE "DRX Interruption by HS-DSCH data" received from System Information Block Type 5 or System Information Block Type 5bis is equal to "DrxInterruptionConfigured":

2>
if the UE does not have an E-DCH resource assigned and data is received on HS-DSCH:

3>
(re)start the timer T321;

3>
continuously receive HS-DSCH.
Upon timer T321 expiry, the UE shall receive HS-DSCH during the frame(s) with the SFN value fulfiling the following inequality:


(SFN  H-RNTI) mod DRX_cycle < Rx_burst

where:

-
H-RNTI is the value stored in the variable H_RNTI;

-
DRX_cycle is the length of the DRX cycle in radio frames, signalled by the IE "HS-DSCH DRX cycleFACH";

-
Rx burst is the period in frames within the DRX cycle, in which the UE receives HS-DSCH, signalled by the IE "HS-DSCH Rx burstFACH".
For FDD when in CELL_FACH state, when the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE and the variable HS_DSCH_DRX_CELL_FACH_STATUS is set to TRUE, 
then the UE in FDD mode shall perform measurements as specified in subclauses 8.4.1.6 and 8.4.1.9, according to the requirements in [19].
8.5.50
Actions related to SECONDARY_HS_DSCH_RECEPTION variable
The variable SECONDARY_HS_DSCH_RECEPTION shall be set to “1” only when all the following conditions are met:

1>
The UE is operating in FDD;

1>
HS_DSCH_RECEPTION is set to TRUE;

1> For the cell on the secondary frequency which is associated with the serving HS-DSCH cell (i.e. the secondary serving HS-DSCH cell):

2>
the UE has a stored IE "HS-SCCH info";

2>
the UE has a stored IE "HARQ info";

2> the UE has a stored IE "Uplink DPCH Power Control Info" including stored ACK,  NACK  and Ack-NACK Repetition factor.
1>
In the IE “Secondary Radio link addition information”, the “DPCH info” choice is “None”;

1>
In the IE “Secondary Downlink information for each radio link”, the “DPCH info” and “mode” choices are “None”;

If any of the following IEs are not included for the secondary serving HS-DSCH cell, the UE shall assume it is identical same as the equivalent IE associated with the primary serving HS-DSCH cell:

1>
Primary CPICH info 

1>
New H-RNTI;

If any of the above conditions is not met and the variable SECONDARY_HS_DSCH_RECEPTION is not set to “0”, the UE shall:

1>
set the variable SECONDARY_HS_DSCH_RECEPTION to “0”;

Whenever the variable SECONDARY_HS_DSCH_RECEPTION is not set to “0”, the UE shall:

1>
perform HS_SCCH reception procedures on the secondary carrier according to the stored HS-SCCH configuration as stated in:

2>
subclause 8.6.6.33 for the IE "HS-SCCH Info".

1>
perform HS-DSCH reception procedures on the secondary carrier according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info".

For FDD in CELL_DCH, whenever the variable HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS-SCCH reception procedures on the secondary carrier;

1>
not perform HS-DSCH reception procedures on the secondary carrier.

8.6
Generic actions on receipt and absence of an information element
8.6.1
CN information elements
[….deleted text….]

8.6.3.1b
H-RNTI

If an IE "New H-RNTI" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the value in the variable H_RNTI;

1>
determine the value(s) for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
determine the value for the SECONDARY_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.50.

If the message that triggers the HS_DSCH_RECEPTION variable to change value from FALSE to TRUE does not contain the IE "New H-RNTI"; and

if, before receiving that message, the UE is not in CELL_FACH or CELL_PCH state or the variable H_RNTI is not set:

1>
the UE behaviour is not defined.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer. 

If the message that triggers the SECONDARY_HS_DSCH_RECEPTION variable to change value from “0” to “1” does not contain the IE "New H-RNTI" for a cell on the secondary frequency; and

if, before receiving that message, the UE is not in CELL_FACH or CELL_PCH state or the variable H_RNTI is not set:

1>
the UE behaviour is not defined.

When the variable SECONDARY_HS_DSCH_RECEPTION is set to “1” the UE shall:

1>
use the value of the variable H_RNTI associated with the secondary serving HS-DSCH cell as UE identity in the HS-SCCH reception procedure in the physical layer on that cell.

In FDD, if the IE "New H-RNTI" is included and the UE will be in CELL_FACH state after completion of this procedure, the UE shall:

1>
store the value in the variable H_RNTI;

1>
determine the value for the HS_DSCH_RECEPTION_CELL_FACH_STATE variable and take the corresponding actions as described in subclause 8.5.36.

When the variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE the UE shall:

1>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer.

In FDD, if the IE "New H-RNTI" is included and the UE will be in CELL_PCH state after completion of this procedure, the UE shall:

1>
store the value in the variable H_RNTI.
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8.6.5.6b
HARQ Info

If the IE "HARQ Info" is included, the UE shall:

1>
store the received configuration;


1>
determine the value for the HS_DSCH_RECEPTION_CELL_FACH_STATE variable and take the corresponding actions as described in subclause 8.5.36.

When the variable HS_DSCH_RECEPTION or variable HS_DSCH_RECEPTION_CELL_FACH_STATE is set to TRUE the UE shall:

1>
configure the MAC-hs/ehs entity with the number of HARQ processes indicated in IE "Number of Processes";

1>
assign to each of these HARQ processes IDs going from 0 to "Number of Processes" – 1;

1>
if the IE "Memory Partitioning" is set to 'Implicit':

2>
partition the soft memory buffer in the MAC-hs/ehs entity equally among the processes configured above. In the event that the division of the soft memory buffer results in a non-Integer value the partition memory size is rounded down to the nearerst Integer value.

1>
if the IE "Memory Partitioning" is set to 'Explicit':

2>
if the UE capability "Total number of soft channel bits in HS-DSCH", as specified in [35], is exceeded with this configuration:

3>
set the variable INVALID_CONFIGURATION to TRUE.

2>
else:

3>
partition the soft memory buffer in the MAC-hs/ehs entity according to the IE "Process memory size" assuming that the order in the list follows the order in the HARQ process IDs.
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8.6.6.24
Tx Diversity Mode
If the IE "Tx Diversity Mode" is included the UE shall:

1>
if the value of the IE "Tx Diversity Mode" is STTD:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, ignoring the actual value of IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is closed loop mode 1:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, using the actual value of the IE "Closed loop timing adjustment mode".

1>
if the value of the IE "Tx Diversity Mode" is "none":

2>
configure the Layer 1 not to use Tx diversity for all radio links in the E-DCH active set.

If the IE "Tx Diversity Mode" is not included, the UE shall:

1>
continue to use the already configured Tx diversity mode;

1>
in case no Tx diversity mode has been configured:

2>
do not apply Tx diversity.

For F-DPCH the UE shall:

1>
if the IE "STTD indication" is included in the IE "Downlink F-DPCH info for each RL":

2>
use STTD for F-DPCH on the radio links for which the IE "STTD indication" is set to TRUE.

For HS-SCCH, the UE shall:

1>
if the DPCH associated with a HS-SCCH is using either open or closed loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH;

1>
if the F-DPCH associated with an HS-SCCH is using open loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell:

2>
use STTD for this HS-SCCH.

1>
otherwise:

2>
not use Tx diversity for this HS-SCCH.

For E-AGCH, E-RGCH, and E-HICH from the same cell, the UE shall:

1>
for each radio link:

2>
if the DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using either open or closed loop transmit diversity:

3>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

2>
if the F-DPCH associated with E-AGCH, E-RGCH, and E-HICH from the same cell is using open loop transmit diversity:

3>
use STTD for these E-AGCH, E-RGCH, and E-HICH.

2>
otherwise: 

3>
not use Tx diversity for these E-AGCH, E-RGCH, and E-HICH.
[….deleted text….]

8.6.6.33
HS-SCCH Info

If the IE "HS-SCCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the received configuration.

1>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

When the variable HS_DSCH_RECEPTION is set to TRUE the UE shall:

1>
in the case of FDD:

2>
receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".

1>
in the case of TDD:

2>
receive the HS-SCCH(s) according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
transmit the HS-SICH according to the IEs "Timeslot Number", "Channelisation Code" and Midamble configuration IEs.

2>
for HS-SCCH power control the UE shall use the "BLER target" signalled in the first occurrence of the "HS-SCCH Set Configuration", and the UE shall also use the IE "Power Control GAP" for 1.28 Mcps TDD.

2>
in 3.84 Mcps TDD and 7.68 Mcps TDD:

3>
use the parameters specified in the IE "HS-SICH power control info" for open loop power control as defined in subclause 8.5.7.

2>
in 1.28 Mcps TDD:

3>
use the IE " PRXHS-SICH " to calculate and set an initial uplink transmission power;

3>
use the IE " TPC step size" upon reception of TPC commands for closed loop power control;

3>
perform closed loop power control on HS-SICH within the interval indicated in the IE "Power Control GAP";

3>
use the IE "Pathloss compensation switch" to determine if the pathloss compensation from the beacon channel estimation should be taken into account for closed loop power control on HS-SICH;
3>
use default value of "Uplink synchronisation frequency" and same value of "Uplink synchronisation step size" in "Uplink DPCH info" for HS-SICH upon reception of SS commands for closed loop uplink synchronisation on HS-SICH.
When the variable SECONDARY_HS_DSCH_RECEPTION is set to “1” the UE shall:

1>
in the case of FDD:

2>
receive the HS-SCCH(s) according to the IE "HS-SCCH channelisation code" on the secondary serving HS-DSCH radio link applying the scrambling code as received in the IE "DL Scrambling code".

8.6.6.34
Measurement Feedback Info

 [….deleted text….]

10.2.1
ACTIVE SET UPDATE
NOTE:
Only for FDD.

This message is used by UTRAN to add, replace or delete radio links in the active set of the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now".
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Phy CH information elements
	
	
	
	
	

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b

	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing "maximum UL TX power.
	

	Downlink radio resources
	
	
	
	
	

	Radio link addition information
	OP
	1 to <maxRL-1>
	
	Radio link addition information required for each RL to add
	

	>Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	<<<Default is by order of appearance in this list +1 >>>
	REL-8

	>Secondary Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	
	REL-8

	>Secondary HS-DSCH cell information
	MP
	
	Serving HS-DSCH cell information 10.3.6.74a
	
	REL-8

	Radio link removal information
	OP
	1 to <maxRL>
	
	Radio link removal information required for each RL to remove
	

	>Radio link removal information
	MP
	
	Radio link removal information 10.3.6.69
	
	

	TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the TX diversity mode currently used in all or part of the active set.
	

	DPC Mode
	OP
	
	Enumerated (Single TPC, TPC triplet in soft)
	"Single TPC" is DPC_Mode=0 and "TPC triplet in soft" is DPC_mode=1 in [29].
	REL-5

	Serving HS-DSCH cell information
	OP
	
	Serving HS-DSCH cell information 10.3.6.74a
	
	REL-6

	E-DCH reconfiguration information
	OP
	
	E-DCH reconfiguration information 10.3.6.69a
	
	REL-6

	UL 16QAM configuration
	OP
	
	UL 16QAM configuration 10.3.6.86o
	
	REL-7

	E-DCH reconfiguration information same serving cell
	OP
	
	E-DCH reconfiguration information same serving cell 10.3.6.69b
	This IE is not present if the serving E-DCH cell is changed with this message.


	REL-7

	E-TFC Boost Info
	OP
	
	E-TFC Boost Info 10.3.6.106
	Absence of this IE means that boosting of E-DPCCH is disabled
	REL-7

	E-DPDCH power interpolation
	OP
	
	Boolean
	True means E-DPDCH power interpolation formula is used, False means E-DPDCH power extrapolation formula is used for the computation of the gain factor ed  according to [29]
	REL-7


[….deleted text….]

10.2.8
CELL UPDATE CONFIRM
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Wait time
	OP
	
	Wait time 10.3.3.50
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB information elements
	
	
	
	
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.


 [….deleted text….]

10.2.16a
HANDOVER TO UTRAN COMMAND
This message is sent to the UE via other system to make a handover to UTRAN.


RLC-SAP: N/A (Sent through a different RAT)


Logical channel: N/A (Sent through a different RAT)


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	New U-RNTI
	MP
	
	U-RNTI Short 10.3.3.48
	
	

	Ciphering algorithm
	OP
	
	Ciphering algorithm 10.3.3.4
	
	

	RNC support for change of UE capability
	MP
	
	Boolean
	
	REL-7

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	CHOICE specification mode
	MP
	
	
	
	

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	MP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	MP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH information
	MP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	Phy CH information elements
	
	
	
	
	

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info 10.3.6.88
	
	

	>>E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	>>Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-6

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links

10.3.6.24
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	>>Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>>>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>>>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>>>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	>Preconfiguration
	
	
	
	
	

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	

	>>>Predefined configuration 
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	>>>>HSPA info
	OP
	
	HSPA info 10.3.6.36f
	
	REL-8

	>>RAB info
	OP
	
	RAB info Post 10.3.4.9
	One RAB is established
	

	>>Uplink DPCH info 
	MP
	
	Uplink DPCH info Post 10.3.6.89
	
	

	Downlink radio resources
	
	
	
	
	

	>>Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links Post 10.3.6.25
	
	

	>>Downlink information per radio link
	MP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up.

In TDD MaxRL is 1.
	

	>>>Downlink information for each radio link
	MP
	
	Downlink information for each radio link Post

10.3.6.28
	
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	(no data)
	

	>>>TDD
	
	
	
	
	

	>>>>Primary CCPCH Tx Power
	MP
	
	Primary CCPCH Tx Power 10.3.6.59
	
	

	Frequency info
	MP
	
	Frequency info

10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power

10.3.6.39
	
	


 [….deleted text….]

10.2.22
PHYSICAL CHANNEL RECONFIGURATION
This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


 [….deleted text….]

10.2.27
RADIO BEARER RECONFIGURATION
This message is sent from UTRAN to reconfigure parameters related to a change of QoS or to release and setup a radio bearer used for ptp transmission of MBMS services of the broadcast type. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RAB information for MBMS ptp bearer list
	OP
	1 to < maxMBMSservSelect >
	
	
	REL-6

	>>>RAB information for MBMS ptp bearer
	MP
	
	RAB information for MBMS ptp bearer 10.3.4.9a
	
	REL-6

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


 [….deleted text….]

10.2.30
RADIO BEARER RELEASE
This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels. It can simultaneously indicate release of a signalling connection when UE is connected to more than one CN domain.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation.
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Signalling Connection release indication
	OP
	
	CN domain identity 10.3.1.1
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to release list
	MP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	
	REL-5

	>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	MBMS RB list released to change transfer mode
	OP
	1 to <maxRB>
	
	
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


[….deleted text….]

10.2.33
RADIO BEARER SETUP
This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	In this version of the specification, only this value is specified
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


 [….deleted text….]

10.2.40
RRC CONNECTION SETUP
This message is used by the network to accept the establishment of an RRC connection for a UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	MP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Capability update requirement
	MD
	
	Capability update requirement 10.3.3.2
	Default value is defined in subclause 10.3.3.2
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RNC support for change of UE capability
	MP
	
	Boolean
	
	REL-7

	RB Information Elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	3 to 4
	
	
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH
 information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	REL-5

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	REL-5

	>>>Default configuration
	
	
	
	
	REL-5

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	REL-5

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH information 10.3.6.23a
	
	REL-6

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <MaxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8


 [….deleted text….]

10.2.50
TRANSPORT CHANNEL RECONFIGURATION
This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Secondary carriers
	OP
	1 to <maxSecCarriers>
	
	For the purpose of radio link association on different carriers, the secondary carriers are numbered (Secondary Carrier Index) starting from secondary carrier number 1,  according to the order that they are contained in this IE.
	REL-8

	>Secondary Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Secondary Carrier Index
	MD
	
	Enumerated (1 to < maxSecCarriers >)
	
	REL-8

	>Secondary Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Secondary Downlink HS-PDSCH Information
	MP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.
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10.3.3.37yy
Secondary Carrier info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	For REL-8, the secondary carrier is adjacent to the carrier of the serving HS-DSCH cell.
	REL-8


[….deleted text….]

10.3.5.7a
HARQ Info

This IE is used in relation to the HS-DSCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Number of Processes
	MP
	
	Integer

(1..8,
	
	REL-5

	
	
	
	12, 14, 16)
	NOTE 1, NOTE 2
	REL-7

	CHOICE Memory Partitioning
	MP
	
	
	
	REL-5

	>Implicit
	
	
	
	UE shall apply memory partitioning of equal size across all HARQ processes
	REL-5

	>Explicit 
	
	
	
	
	REL-5

	>>Memory size
	MP
	<1 to MaxHProcesses>
	
	
	REL-5

	>>>Process Memory size
	MP
	
	Integer(800 .. 16000 by step of 800, 17600 .. 32000 by step of 1600, 36000 .. 80000 by step of 4000, 88000 .. 160000 by step of 8000, 176000 .. 304000 by step of 16000)
	Maximum number of soft channel bits available in the virtual IR buffer [27]
	REL-5

	>>Additional memory sizes for MIMO
	OP
	<1 to MaxHProcesses>
	
	NOTE 2
	REL-7

	>>>Process Memory size
	MP
	
	Integer (800 .. 16000 by step of 800, 17600 .. 32000 by step of 1600, 36000 .. 80000 by step of 4000, 88000 .. 160000 by step of 8000, 176000 .. 304000 by step of 16000)
	Maximum number of soft channel bits available in the virtual IR buffer [27]
	REL-7

	>>Additional memory sizes for multi carrier operation
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for secondary frequencies 
	

	>>>Memory size
	MP
	<1 to MaxHProcesses>
	
	
	REL-8

	>>>>Process Memory size
	MP
	
	Integer(800 .. 16000 by step of 800, 17600 .. 32000 by step of 1600, 36000 .. 80000 by step of 4000, 88000 .. 160000 by step of 8000, 176000 .. 304000 by step of 16000)
	Maximum number of soft channel bits available in the virtual IR buffer [27]
	REL-8

	NOTE 1:
If the IE “Number of processes" is not set to one of the values 12, 14 or 16 and the IE “MIMO operation” (10.3.6.41a) is included and set to either “start” or “continue”, the UE behaviour is unspecified.

	NOTE 2:
The values of the IE “Number of processes" greater than 8 and the IE "Additional memory sizes for MIMO" are not needed in SIB type 5 and SIB type 5bis.
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10.3.6.27
Downlink information for each radio link
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	
	Not-Secondary-MP
	
	
	
	REL-8

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	>>Serving HS-DSCH radio link indicator
	MP
	
	Boolean
	The value TRUE indicates that this radio link is the serving HS-DSCH radio link
	REL-5

	
	Not-Secondary-MP
	
	Boolean
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	>>Serving E-DCH radio link indicator
	MP
	
	Boolean
	The value TRUE indicates that this radio link is the serving E-DCH radio link
	REL-6

	
	Not-Secondary-MP
	
	Boolean
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	>>New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-8

	>TDD
	
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	CHOICE DPCH info
	OP
	
	
	
	REL-6

	>DPCH
	
	
	
	
	

	>>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	This IE is not present for the secondary downlink HS-PDSCH information.
	

	>F-DPCH
	
	
	
	
	

	>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-DPCH info for each RL 10.3.6.23ob
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-6

	>None
	MP
	
	
	
	REL-8

	E-AGCH Info
	OP
	
	E-AGCH Info 10.3.6.100
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-6

	CHOICE mode
	
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>CHOICE E-HICH Information
	OP
	
	
	
	REL-6

	>>>E-HICH Information
	MP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	>>>E-HICH release indicator
	
	
	
	(no data)
	REL-6

	>>CHOICE E-RGCH Information
	OP
	
	
	
	REL-6

	>>>E-RGCH Information
	MP
	
	E-RGCH Info

10.3.6.102
	
	REL-6

	>>>E-RGCH release indicator
	
	
	
	(no data)
	REL-6

	>TDD
	
	
	
	(no data)
	REL-7

	>>E-HICH Information
	OP
	
	E-HICH Info

10.3.6.101
	
	REL-7

	>None
	
	
	
	
	REL-8


	Condition
	Explanation

	Not-Secondary-MP
	This IE is mandatory present when this IE is included for a non Secondary Frequency and not needed otherwise.
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10.3.6.36f
HSPA Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH info
	MP
	
	E-DCH Info 10.3.6.97
	
	REL-8

	Downlink information common for all radio links
	MP
	
	Downlink information common for all radio links 10.3.6.24
	
	REL-8

	Downlink information per radio link list
	MP
	1 to <maxRL>
	
	
	REL-8

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	REL-8

	>Downlink HS-PDSCH Information
	Serving-MP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-8

	Downlink information per secondary carrier
	OP
	1 to <maxSecCarriers>
	
	Send downlink information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	

	>Frequency info
	OP
	
	Frequency info 10.3.6.36
	For REL-8, the secondary carrier is adjacent to the carrier of the serving HS-DSCH cell
	REL-8

	>Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-8


	Condition
	Explanation

	Serving-MP
	This IE is mandatory present when this IE is included for a non Secondary Frequency and not optional otherwise.
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10.3.6.40a
Measurement Feedback Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-5

	>FDD
	
	
	
	
	REL-5

	>>Measurement Power Offset
	MP
	
	Real (-6 .. 13 by step of 0.5)
	The measurement power offset, (, in dB, as described in [29].
	REL-5

	
	CV-Not-Secondary-MP-OP
	
	
	This IE may not be present for the secondary downlink HS-PDSCH information. In which case use the corresponding value on the other carrier of the serving HS-DSCH cell
	REL-5

	>>CQI Feedback cycle, k
	MP
	
	Integer

(0, 2, 4, 8, 10, 20, 40, 80, 160,
	In milliseconds.
	REL-5

	
	
	
	16, 32, 64)
	In milliseconds. 
	REL-7

	
	CV-Not-Secondary-MP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	>>CQI repetition factor
	MP
	
	Integer

(1..4)
	
	REL-5

	
	CV-Not-Secondary-MP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	>>CQI
	MP
	
	Integer (0..8)
	Refer to quantization of the power offset in [28] 
	REL-5

	
	CV-Not-Secondary-MP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	>TDD
	
	
	
	(no data)
	REL-5


	Condition
	Explanation

	Not-Secondary-MP-OP
	This IE is mandatory present when this IE is included for a non Secondary Frequency and optional otherwise.

	Not-Secondary-MD
	This IE is mandatory present when this IE is included for a non Secondary Frequency and mandatory default otherwise.
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10.3.6.68
Radio link addition information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	
	CV-Not Secondary MD
	
	
	The default is the Primary CPICH info included on the carrier of the serving HS-DSCH cell
	REL-8

	Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	CHOICE DPCH info
	MP
	
	
	
	REL-6

	>DPCH
	
	
	
	
	

	>>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	>FDPCH
	
	
	
	
	

	>>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-F-DPCH info for each RL 10.3.6.23ob
	
	REL-6

	>None
	MP
	
	
	
	REL-8

	E-HICH Information
	OP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	E-RGCH Information
	OP
	
	E-RGCH Info

10.3.6.102
	
	REL-6


	Condition
	Explanation

	Not-Secondary-MD
	This IE is mandatory present when this IE is included for a non Secondary Frequency and mandatory default otherwise.
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10.3.6.74a
Serving HS-DSCH cell information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	(ACK
	OP
	
	Integer(0..8)
	

	REL-6

	
	CV-Not-Secondary-OP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information
	REL-8

	(NACK
	OP
	
	Integer(0..8)
	Refer to quantization of the power offset in [28]


	REL-6

	
	CV-Not-Secondary-OP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information
	REL-8

	HARQ_preamble_mode
	MP
	
	Integer(0, 1)
	1 indicates that preamble and postamble are used on the HS-DPCCH – see [29]
	REL-6

	
	CV-Not Secondary MD
	
	
	This IE is not present for the secondary downlink HS-PDSCH information.
	REL-8

	Primary CPICH info
	OP
	
	Primary CPICH info 10.3.6.60
	Indicate the new HS-DSCH serving cell


	REL-6

	
	CV-Not-Secondary-OP
	
	
	This IE is not be present for the secondary downlink HS-PDSCH information.
	REL-8

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-6

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-6

	MAC-hs reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-hs/ehs entity needs to be reset.

	REL-6

	
	Not-Secondary-OP
	
	
	This IE is not present for the secondary downlink HS-PDSCH information, and for cells other than the serving HS-DSCH cell.
	REL-8


	Condition
	Explanation

	Not-Secondary-MD
	This IE is mandatory present when this IE is included for a non Secondary Frequency and not needed otherwise.

	Not-Secondary-OP
	This IE is optional when this IE is included for the serving HS-DSCH cell and not needed otherwise.
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10.3.10
Multiplicity values and type constraint values
The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxFreqBandsEUTRAFDD
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	[TBD]
	REL-8

	maxFreqBandsEUTRATDD
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	[TBD]
	REL-8

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	maxCommonHRNTI
	Maximum number of common H-RNTI per cell
	4
	REL-7

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxCommonQueueID
	Maximum number of common Mac-ehs queues
	2
	REL-7

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxHS-SCCHLessTrBlk
	Maximum number of HS-DSCH Transport Block Sizes used for HS-SCCH-less operation
	[4]
	REL-7

	maxTDD128Carrier
	The maximum number of carriers for 1.28 Mcps TDD
	6
	REL-7

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	maxEDCHs
	Maximum number of common E-DCH resources in a cell
	32
	REL-8

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (TDD)
	4
	REL-7

	maxNumE-HICH
	Maximum number of E-HICHs (1.28 Mcps TDD)
	4
	REL-7

	maxSecCarriers
	Maximum number of secondary carriers
	1
	REL-8

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxNumPrio
	Maximum number of priorities to store
	[TBD]
	REL-8

	maxPrio
	Maximum number of RAT or Frequency Priority levels
	[8]
	REL-8

	maxEUTRACellperFreq
	Maximum number of E-UTRA cells per frequency
	[TBD]
	REL-8

	maxSat
	Maximum number of satellites to measure
	16
	

	maxGANSSSat
	Maximum number of GANSS satellites to measure
	64
	REL-7

	maxGANSS
	Maximum number of GANSS supported
	8
	REL-7

	maxSgnType
	Maximum number of additional signals in GANSS to measure
	8
	REL-7

	maxSatClockModels
	Maximum number of clock models in a GANSS
	4
	REL-7

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	maxNumEUTRAFreqs
	Maximum number of EUTRA centre frequencies to store
	[8]
	REL-8

	maxEUTRACellperFreq
	Maximum number of E-UTRA cells per frequency
	[TBD]
	REL-8

	maxEUTRATargetFreqs
	Maximum number of target E-UTRA frequencies
	[TBD]
	REL-8

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6

	maxMBMS-Services
	Maximum number of MBMS services the UE stores in the variable MBMS_ACTIVATED_SERVICES
	64
	REL-6

	maxMBSFNclusters
	Maximum number of MBSFN clusters indicated in system information
	16
	REL-7


 [….deleted text….]

13.4.8o
H_RNTI

This variable stores the assigned H-RNTIs for this UE when in CELL_DCH, CELL_FACH (FDD only) or CELL_PCH (FDD only) state, and when an HS-DSCH transport channel has been allocated.
This variable is considered to be set when there is at least one H-RNTI defined in this structure. Clearing this variable clears all the entries in this structure.
When the UE is in CELL_FACH (FDD only) or CELL_PCH (FDD only) state, there is only one element in this structure.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	H_RNTI list per carrier
	OP
	1 to <maxSecCarriers>
	
	H-RNTI information for cells on  secondary frequencies associated with the serving HS-DSCH cell
	REL-8

	>Carrier Info
	OP
	
	Secondary Carrier Info 10.3.3.37yy
	
	REL-8

	>H-RNTI
	OP
	
	H-RNTI
10.3.3.14a
	Cleared when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Cleared when leaving UTRA RRC connected mode.
	REL-5


[….deleted text….]

13.4.20oo
SECONDARY_HS_DSCH_RECEPTION
This variable indicates whether HS-SCCH and HS-DSCH reception procedures are ongoing on a secondary carrier. See subclause 8.5.45 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary HS-DSCH reception
	MP
	
	Integer (0..1)
	“1”: HS-DSCH reception is ongoing on a secondary carrier.

Set to “0” when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Set to “0” when leaving UTRA RRC connected mode.
	REL-5


[….deleted text….]

14.2.1
Inter-frequency reporting events
Within the measurement reporting criteria field in the MEASUREMENT CONTROL message UTRAN notifies the UE which events should trigger the UE to send a MEASUREMENT REPORT message. The listed events are the toolbox from which the UTRAN can choose the reporting events that are needed for the implemented handover evaluation function, or other radio network functions.

All events are evaluated with respect to one of the measurement quantities given in subclause 14.2.0a. The measurement quantities are measured on the monitored primary common pilot channels (CPICH) in FDD mode and the monitored primary common control channels (PCCPCH) in TDD mode of the cell defined in the measurement object. A "non-used frequency" is a frequency that the UE has been ordered to measure upon but is not used for the connection. A "used frequency" is a frequency that the UE has been ordered to measure upon and is also currently used for the connection. An exception to the definition of used and non-used frequency is the secondary frequency which shall be treated as a non-used frequency for measurement purposes.
The "monitored set on non-used frequency" consists of cells in "cells for measurement" (or all cells in CELL_INFO_LIST if "cells for measurement" is not present) that are not part of the virtual active set on that non-used frequency.

When one inter-frequency measurement identity corresponds to multiple inter-frequency events with identical event identities, the UE behaviour is not specified.

[….deleted text….]
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