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1. Introduction
In current 36.331, there is a description about Actions upon (re-)entry of service area while T311 is running in reestablishment procedure, the description is not suitable. In this contribution, we try to clarify it. 
2. Discussion

In the section of reestablishment procedure, there is a description about Actions upon (re-)entry of service area while T311 is running.
	5.3.7.3
Actions upon (re-)entry of service area while T311 is running
Upon (re-)entry of service area while T311 is running, the UE shall:

1>
Upon selecting an E-UTRA cell:

2>
stop timer T311;

2>
start timer T301;

2>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

2> NOTE 1:
The criteria for re-entry of service area specified in 5.3.11.4.

3> NOTE 2:
This procedure applies also if the UE returns to the source cell

1>
Upon selecting an inter-RAT cell:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.


We think the concept of (re-)entry of service area shall be deleted from TS 36.331 because:
1. As we know, in-service/out-of-service is only used for IDLE/PCH/FACH mode monitoring in UMTS.  But in LTE, we have not this concept in current specification.
2. In current TS36.331, the concept of (re-)entry of service area is used in re-establishment procedure. For RLF/ handover failure case, the UE loses connection with eNB for a period of time. maybe we can use this concept to describe the situation when UE can connection with eNB again. But for RRC connection reconfiguration failure/ integrity failure case, the concept is unsuitable since there is no radio link problem.
So we propose:
Proposal: using “Actions upon selecting a suitable cell while T311 is running” instead of “Actions upon (re-)entry of service area while T311 is running”.
3. Conclusion
In this contribution, we try to clarify the reestablishment procedure, and propose that:

Proposal: using “Actions upon selecting a suitable cell while T311 is running” instead of “Actions upon (re-)entry of service area while T311 is running”.
A text proposal to TS 36.331 is provided at the end of this document and we propose the RAN2 agrees to this text proposal.
4. Reference
 [1]
TS 36.331 V8.3.0
5. Text Proposal to 36.331

The proposed changes are relative to TS 36.331 V8.3.0.

1st change

5.3.7.3
Actions upon selecting a suitable cell while T311 is running

Upon selecting a suitable cell while T311 is running, the UE shall:

1>
Upon selecting an E-UTRA cell:

2>
stop timer T311;

2>
start timer T301;

2>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;


NOTE1:
This procedure applies also if the UE returns to the source cell

1>
Upon selecting an inter-RAT cell:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.

End
2nd change



End
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