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3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:
Acceptable Cell: A cell that satisfies certain conditions as specified in 4.3. A UE can always attempt emergency calls on an acceptable cell, but restriction as in 5.3.3 apply.

Available PLMN(s): One or more PLMN(s) for which the UE has found at least one cell and read its PLMN identity(ies).
Barred Cell: A cell a UE is not allowed to camp on.
Blacklisted Cell: A cell which is not a candidate for cell reselection.
Camped on a cell: UE has completed the cell selection/reselection process and has chosen a cell. The UE monitors system information and (in most cases) paging information.
Camped on any cell: UE is in idle mode and has completed the cell selection/reselection process and has chosen a cell irrespective of PLMN identity.
CSG: A closed subscriber group identifies subscribers which are allowed to use a number of E-UTRAN cells belonging to the PLMN of an operator but having restricted access (“CSG cells”).

CSG cell: A cell which indicates being a CSG cell and provides a CSG identity. A CSG cell is only suitable for a UE if its CSG ID is in the UE’s “CSG whitelist”.

CSG identity: The identity of a CSG cell or a group of CSG cells. 

CSG whitelist: A UE/USIM [FFS] maintained list of CSG IDs for CSG cells where a particular UE is allowed to camp.
DRX cycle: Individual time interval between monitoring Paging Occasion for a specific UE.

Equivalent PLMN list: List of PLMNs considered as equivalent by the UE for cell selection, cell reselection and handover according to the information provided by the NAS.

Home PLMN: A PLMN where the Mobile Country Code (MCC) and Mobile Network Code (MNC) of the PLMN identity are the same as the MCC and MNC of the IMSI or the defined equivalent HPLMN (EHPLMN).

Location Registration (LR): UE registers its presence in a registration area, for instance regularly or when entering a new tracking area.

Process: A local action in the UE invoked by a RRC procedure or an Idle Mode procedure.
Radio Access Technology: Type of technology used for radio access, for instance E-UTRA, UTRA, GSM, CDMA2000 1xEV-DO (HRPD) or CDMA2000 1x (1xRTT).


Registered PLMN: This is the PLMN on which certain Location Registration outcomes have occurred [5].
Registration Area: (NAS) registration area is an area in which the UE may roam without a need to perform location registration, which is a NAS procedure.
Reserved Cell: A cell on which camping is not allowed, except for particular UEs, if so indicated in the system information.

Restricted Cell: A cell on which camping is allowed, but access attempts are disallowed for UEs whose access classes are indicated as barred.
Selected PLMN: This is the PLMN that has been selected by the NAS, either manually or automatically.

Serving cell: The cell on which the UE is camped.

Strongest cell: The cell on a particular carrier that is considered strongest according to the layer 1 cell search procedure [6], [7].
Suitable Cell: This is a cell on which an UE may camp. For a E-UTRA cell, the criteria are defined in subclause 4.3, for a UTRA cell in [8], and for a GSM cell the criteria are defined in [9].
5.2.4.5

E-UTRAN Inter-frequency and inter-RAT Cell Reselection criteria

Criteria 1: the SnonServingCell,x of a cell on evaluated frequency is greater than Threshx, high during a time interval TreselectionRAT;
Cell reselection to a cell on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:

-
A cell of a higher priority E-UTRAN frequency or inter-RAT frequency fulfills criteria 1; and
· more than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on a lower priority E-UTRAN frequency or inter-RAT frequency than serving frequency shall be performed if:
-
No cell on serving frequency or on a higher priority E-UTRAN frequency or inter-RAT frequency than serving frequency fulfills the criteria 1; and
-
SServingCell < Threshserving, low and the SnonServingCell,x of a cell of a lower priority E-UTRAN frequency or inter-RAT frequency is greater than Threshx, low  during a time interval TreselectionRAT; and
-
more than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority E-UTRAN frequency shall be based on ranking for Intra-frequency Cell Reselection as defined in sub-clause 5.2.4.6. 

SnonServingCell,x is the Srxlev-value of a evaluated cell. In all the above criteria the value of TreselectionRAT is scaled when the UE is in the medium or high mobility state as defined in subclause 5.2.4.6. If more than one cell meets the above criteria, the UE shall reselect a cell ranked as the best cell among the cells meeting the criteria on the highest priority RAT or the highest priority frequency if the highest priority RAT is E-UTRA. The UE shall not perform cell reselection to a blacklisted cell. 
Note:
It is FFS what the definition is for SnonServingCell,x for cdma2000 RATs.
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