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1 Introduction

This contribution aims to correct/ clarify a number of measurement related issues. The main issues addressed concern the event triggered reporting (‘entry condition met for a new/subsequent cell’ and ‘leaving condition met for the last cell’, alignment regarding the use of the purpose of EUTRA and inter-RAT reporting configurations and the stlyle used in the section on measurement filtering (which is aligned with the common style for normative sections).

2 Discussion
2.1 Event triggered for subsequent cell
New cell meets entry condition

When the original text for event triggered periodical reporting was introduced, it was agreed that when a new cell meets the entry condition for an event for event triggered reporting is ongoing, the behaviour should be as follows:

· Apply a common counter for the number of reports sent, that is reset whenever a new cell ‘enters’ i.e. there is no cell specific counting (as in UTRA)

· In UTRA, event triggered reporting may be stopped earlier i.e. when the cell for which the the reportAmount has not yet been met is removed
It has been suggested that in the specification, separate bullets are introduced for this case i.e. separate from the case of the first cell meeting the entry condition.

Proposal 1
Introduce separate bullets in 5.5.4.1 for the case a new cell meets the entry condition. The behaviour is not changed i.e. the numberOfReportsSent is set to 0 (no change)
Cell meets leaving condition

When the leave condition is met for the last cell in the cellsToReportList currently no action is specified other than that the cell is removed from the concerned list. It is our understanding that this reflects the agreement that the behaviour should be as follows (as in UTRA):

· the measurement configuration is kept unchanged,
· if the same cell subsequently meets the entry condition, it again triggers the event.
· it seems desirable to stop any event triggered periodical reporting that may still continue

Proposal 2
Introduce separate bullets in in 5.5.4.1 for the case the last cell in the cellsToReportList meets the leaving condition. The behaviour is not changed, apart from the following: stop any event triggered periodical reporting, remove the corresponding entry within the variable VarMeasurementReports
2.2 Align the specification of the purpose of periodical reporting
Currently the indication of the purpose of periodical reporting is indicated differently for E-UTRA and for inter-RAT reporting configurations. Since this increases the risk of errors (there are some already), the proposal is to align the specification of the two cases.

Proposal 3
Align the reportingConfigEUTRA to the reportingConfigInterRAT w.r.t. how to indicate the purpose of the periodical reporting (reportStrongestCells, reportCGI). Affected sections: 5.5.2.6, 5.5.2.7 and ReportConfigEUTRA.
2.3 Measurement filtering text
The text in the section on measurement filtering does not follow the normal style for normative sections (‘the ‘UE shall’) which introduces some ambiguity regarding the actual UE requirements. Attached is a text proposal trying to resolve this. As part of the exercise, some sentences have been removed i.e.

· Informative sentences not including any new requirements e.g. about the sampling

· Sentences including statements already reflected in the information structure (i.e. E-UTRAN can only configure a single filter per quantity)

Proposal 4
Apply the style normally used for normative sections also for the section on measurement filtering (5.5.2.8).
2.4 Miscellaneous editors notes/ FFS

Report of strongest cells for SON

Currently there is an FFS in 5.5.5 whether RRC should support reporting of multiple cells for the case of reporting of strongest cells for SON. For the case of E-UTRA, there is no distinction between normal periodic reporting and periodical reporting for SON. Hence, for E-UTRA measurements it is not possible to specify a constraint regarding how E-UTRA shall set the reporAmount when using the measurement for SON. Although such an E-UTRA constraint could be specified for the inter-RAT case, there does not seem to be a big gain.

Proposal 5
Do not introduce E-UTRAN constraints w.r.t. setting the number of reports E-UTRAN can configure for periodic reporting for reporting the strongest cells for SON purposes.

Other
The specification includes various other editors’ notes that can be removed due to (recent) agreements e.g.
· No in-bound mobility to CSG cells of home deployment type (and hence no additional mechanisms w.r.t. measurement gaps for this purpose)

· A measurementReport is limited to a single measId (and hence to a single frequency)

3 Conclusion & recommendation
This paper includes the following proposals, that RAN2 is requested to conclude:

Proposal 1
Introduce separate bullets in 5.5.4.1 for the case a new cell meets the entry condition. The behaviour is not changed i.e. the numberOfReportsSent is set to 0 (no change)
Proposal 2
Introduce separate bullets in in 5.5.4.1 for the case the last cell in the cellsToReportList meets the leaving condition. The behaviour is not changed, apart from the following: stop any event triggered periodical reporting, remove the corresponding entry within the variable VarMeasurementReports
Proposal 3
Align the reportingConfigEUTRA to the reportingConfigInterRAT w.r.t. how to indicate the purpose of the periodical reporting (reportStrongestCells, reportCGI). Affected sections: 5.5.2.6, 5.5.2.7 and ReportConfigEUTRA.
Proposal 4
Apply the style normally used for normative sections also for the section on measurement filtering (5.5.2.8).
Proposal 5
Do not introduce E-UTRAN constraints w.r.t. setting the number of reports E-UTRAN can configure for periodic reporting for reporting the strongest cells for SON purposes.

4 References

[1] 
TS 36.300 E-UTRA RRC specification v810
5 Text proposal (Annex)
5.5
Measurements

5.5.1
Introduction

The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED state by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration message.
The UE can be requested to perform the following types of measurement:

-
Intra-frequency measurements: measurements at the downlink carrier frequency of the serving cell.

-
Inter-frequency measurements: measurements at frequencies that differ from the downlink carrier frequency of the serving cell.

-
Inter-RAT measurements of UTRA frequencies.

-
Inter-RAT measurements of GERAN frequencies.

-
Inter-RAT measurements of CDMA2000 HRPD or 1xRTT frequencies.

The measurement configuration includes the following parameters:

1.
Measurement objects: The objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets and a list of ‘blacklisted’ cells. Blacklisted cells are not considered in event evaluation or measurement reporting. 

-
For inter-RAT UTRA measurements a measurement object is a set of cells on a single UTRA carrier frequency.

-
For inter-RAT GERAN measurements a measurement object is a set of GERAN carrier frequencies.

-
For inter-RAT CDMA2000 measurements a measurement object is a set of cells on a single (HRPD or 1xRTT) carrier frequency.

2.
Reporting configurations: A list of reporting configurations where each reporting configuration consists of the following: 

-
Reporting criteria: The criteria that triggers the UE to send a measurement report. This can either be periodical or a single event description.

-
Reporting format: The quantities that the UE includes in the measurement report and associated information (e.g. number of cells to report). 

3.
Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is used as a reference number in the measurement report.

4.
Quantity configurations: One quantity configuration is configured for intra-frequency measurements, one for inter-frequency measurements and one per RAT type. The quantity configuration defines the measurement quantities and associated filtering used for all event evaluation and related reporting of that measurement type. One filter can be configured per measurement quantity.
5.
Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled. 
E-UTRAN only configures a single Measurement object for a given frequency, i.e. it is not possible to configure two or more Measurement objects for the same frequency with different associated parameters, e.g. different offsets and/ or blacklists. E-UTRAN may configure multiple instances of the same event e.g. by configuring two reporting configurations with different thresholds.

The Measurement objects are specified per RAT type, with the E-UTRA measurement object list including both the intra-frequency object (i.e. the object corresponding to the serving frequency) and the inter-frequency object(s). The Reporting configuration includes separate lists for E-UTRA, Inter-RAT, and for periodical reporting configurations. The E-UTRA reporting configuration list includes both intra- and inter-frequency reporting configurations (and events). There is a single Measurement identities list. Any E-UTRA measurement object can be linked to any E-UTRA reporting configuration. Some E-UTRA reporting configurations may not be linked to a measurement object.

The measurement procedures distinguish the following types of cells:

1.
The serving cell.
2.
Listed cells - these are cells listed within the measurement object(s).
3.
Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s).
For E-UTRA, the UE measures and reports on the serving cell, listed cells and detected cells. For Inter-RAT UTRA the UE measures and reports on listed cells. For Inter-RAT GERAN the UE measures and reports on detected cells. For Inter-RAT CDMA2000 the UE measures and reports on listed cells.

NOTE:
This specification is based on the assumption that CSG cells of home deployment type are not indicated within the neighbour list. Furthermore, the assumption is that for non-home deployments, the physical layer identity is unique within the area of a large macro cell (i.e. as for UTRAN).


5.5.2
Measurement configuration

5.5.2.1
General

E-UTRAN applies the procedure as follows:

-
to configure at most one measurement identity using a reporting configuration with the purpose set to ‘reportCGI’;

The UE shall:

1>
if the received measurementConfiguration includes the measObjectToRemoveList:

2>
perform the Measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measurementConfiguration includes the measObjectToAddModifyList:

2>
perform the Measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measurementConfiguration includes the reportConfigToRemoveList:

2>
perform the Reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measurementConfiguration includes the reportConfigToAddModifyList:

2>
perform the Reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measurementConfiguration includes the measIdToRemoveList:

2>
perform the Measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measurementConfiguration includes the measIdToAddModifyList:

2>
perform the Measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measurementConfiguration includes the quantityConfig:

2>
perform the Quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measurementConfiguration includes the measGapConfig:

2>
perform the Measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measurementConfiguration includes the s-Measure:

2>
set the parameter s-Measure within VarMeasurementConfiguration to the received value of s-Measure;

1>
if the IE hrpd-PreRegistrationInfo is included:

2>
forward the hrpd-PreRegistrationInfo to CDMA upper layers;

1>
if the received measurementConfiguration includes the mbsfn-NeighbourCellConfig:

2>
set the parameter mbsfn-NeighbourCellConfig within VarMeasurementConfiguration to the received value of mbsfn-NeighbourCellConfig;

1>
if the received measurementConfiguration includes the speedDependentParameters:

2>
set the parameter speedDependentParameters within VarMeasurementConfiguration to the received value of speedDependentParameters;

5.5.2.2
Measurement identity removal

The UE shall:

1>
for each measId value included in the measIdToRemoveList:

2>
remove the entry, from the parameter measIdList within VarMeasurementConfiguration, with the corresponding measId value;

2>
remove the entry within the VarMeasurementReports for this measId, if included;


5.5.2.3
Measurement identity addition/ modification

E-UTRAN applies the procedure as follows:

-
configure a measId only if the corresponding measurement object and corresponding reporting configuration are configured;

The UE shall:

1>
for each measId value included in the measIdToAddModifyList:

2>
if an entry is included in the parameter measIdList within VarMeasurementConfiguration with the corresponding measId value:

3>
set the entry with the corresponding measId value within VarMeasurementConfiguration to the corresponding entry of the received parameter measIdToAddModifyList;

2>
else:

3>
add the entry with the corresponding measId value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter measIdToAddModifyList;


5.5.2.4
Measurement object removal

The UE shall:

1>
for each measObjId value included in the MeasObjectToRemoveList:

2>
remove, from the parameter MeasObjectList within VarMeasurementConfiguration, the entry with the corresponding measObjId value;

2>
remove, from the parameter measIdList within VarMeasurementConfiguration, the entry(ies) with the corresponding measObjId value, if included;

2>
if an entry is removed from the measIdList within VarMeasurementConfiguration:
3>
remove the entry within the VarMeasurementReports for this measId, if included;

5.5.2.5
Measurement object addition/ modification

The UE shall:

1>
for each measObjId value included in the measObjectToAddModifyList:

2>
if an entry is included in the parameter measObjectList within VarMeasurementConfiguration with the corresponding measObjId value:

3>
for all IEs, other than the cellsToAddModifyList, the blacklistedCellsToAddModifyList, the cellsToRemoveList and the blackListedCellsToRemoveList of the corresponding measurement object within VarMeasurementConfiguration:

4>
set the entry with the corresponding measObjId value within VarMeasurementConfiguration to the corresponding entry of the received parameter measObjectToAddModifyList;

3>
if the concerned received measurement object includes the cellsToRemoveList:

4>
for each cellIndex value included in the cellsToRemoveList:

5>
remove, from the parameter cellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration, the entry with the matching cellIndex value;

3>
if the concerned received measurement object includes the cellsToAddModifyList:

4>
for each cellIndex value included in the cellsToAddModifyList:

5> if an entry is included in the parameter cellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration with the corresponding cellIndex value:

6>
set the entry with the corresponding cellIndex value within the corresponding cellsToAddModifyList within VarMeasurementConfiguration to the corresponding entry of the received parameter cellsToAddModifyList;

5> else:

6>
add the entry with the corresponding cellIndex value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter cellsToAddModifyList;

3>
if the concerned received measurement object includes the blacklistedCellsToRemoveList:

4>
for each cellIndex value included in the blacklistedCellsToRemoveList:

5>
remove, from the parameter blacklistedCellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration, the entry with the matching cellIndex value;

3>
if the concerned received measurement object includes the blacklistedCellsToAddModifyList:

4>
for each cellIndex value included in the blacklistedCellsToAddModifyList:

5> if an entry is included in the parameter blacklistedCellsToAddModifyList of the concerned measurement object within VarMeasurementConfiguration with the corresponding cellIndex value:

6>
set the entry with the corresponding cellIndex value within the corresponding blacklistedCellsToAddModifyList within VarMeasurementConfiguration to the corresponding entry of the received parameter blacklistedCellsToAddModifyList;

5> else:

6> add the entry with the corresponding cellIndex value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter blacklistedCellsToAddModifyList;

2>
else:

3>
add the entry with the corresponding measObjId value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter measObjectToAddModifyList;

5.5.2.6
Reporting configuration removal

The UE shall:

1>
for each reportConfigId value included in the reportConfigToRemoveList:

2>
remove, from the parameter reportConfigList within VarMeasurementConfiguration, the entry with the corresponding reportConfigId value;

2>
if the removed entry included purpose set to ‘reportCGI’:

3>
Stop timer T321, if running;

2>
remove, from the parameter measIdList within VarMeasurementConfiguration, the entry(ies) with the corresponding reportConfigId value, if included;

2>
if an entry is removed from the measIdList within VarMeasurementConfiguration:
3>
remove the entry within the VarMeasurementReports for this measId, if included;

5.5.2.7
Reporting configuration addition/ modification

The UE shall:

1>
for each reportConfigId value included in the reportConfigToAddModifyList:

2>
if an entry is included in the parameter reportConfigList within VarMeasurementConfiguration with the corresponding reportConfigId value:

3>
set the entry with the corresponding reportConfigId value within VarMeasurementConfiguration to the corresponding entry of the received parameter reportConfigToAddModifyList;

2>
else:

3>
add the entry with the corresponding reportConfigId value to the VarMeasurementConfiguration and set it to the corresponding entry of the received parameter reportConfigToAddModifyList;

2>
if the entry included in the received reportConfigToAddModifyList includes purpose set to ‘reportCGI’:

3>
Stop timer T321, if running

3>
If reportConfigToAddModifyList includes reportConfigEUTRA:

4>
Start timer T321 with the timer value set to 1 second;
3>
else:

4> Start timer T321 with the timer value set to 8 seconds.
5.5.2.8
Quantity configuration


The UE shall:

1>
if the quantityConfig is included within VarMeasurementConfiguration:

2>
for each measId for which the UE performs measurements according to 5.5.3:

3>
If a filterCoefficient has been configured for the concerned quantity, filter the measurement information, before using the information for measurement report triggering or for measurement reporting, as follows:

4>
apply the following formula:
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The variables in the formula are defined as follows:

Fn is the updated filtered measurement result

Fn-1 is the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements, the unit used for Mn is the same unit as the reported unit in the MeasurementReport message or the unit used in the event evaluation.

a = 1/2(k/4), where k is the parameter received in the filterCoefficent field of the IE QuantityConfig. 
NOTE 1:
if k is set to 0 that will mean no layer 3 filtering.

F0 is set to M1 when the first measurement result from the physical layer measurement is received.

NOTE 2:
For further details about he physical layer measurement handling, see TS 36.133 [16].


4>
apply the filtering in the same domain as used for the measurement reporting, i.e. logarithmic filtering for logarithmic measurements.

5.5.2.9
Measurement gap configuration

The UE shall:

1>
if  gapActivation is set to activate 

2>
if a measurement gap configuration is active, deactivate the measurement gap configuration;

2>
activate the measurement gap configuration indicated by the received gapPattern at the SFN and subframe number indicated by the parameters startSFN and startSubframeNumber.

1>
else

2>
deactivate the measurement gap configuration.

5.5.3
Performing measurements

The UE supports measurement using a reporting configuration with the purpose set to ‘reportCGI’, if the network provides sufficient idle periods.

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
If measurement gaps are active or

2>
the UE does not require measurement gaps to perform the concerned measurement or

2>
the UE should attempt to perform the concerned measurement during idle periods:

3>
If s-Measure is not configured or

3>
If s-Measure is configured and the serving cell quality (RSRP value) is lower than this value:

4>
If for the concerned measurement purpose is included in the reportConfig and set to ‘reportCGI’:

5>
If timer T321 is running:

6>
determine the global cell identity of the cell indicated by the cellForWhichToReportCGI included in the associated measurement object by acquiring the relevant system information from the concerned cell;

4>
else:

5>
Perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject and

5>
Perform the evaluation of reporting criteria as specified in section 5.5.4;

5.5.4
Measurement report triggering

5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’ consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list) or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event) or:

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available:


3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells not included in the cellsToReportList for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
Upon expiry of the periodical reporting timer for this:
3>
if the triggerType is set to ‘periodical’:

4>
clear the cellsToReportList defined within the VarMeasurementReports for this measId and include the applicable cell(s) in the cellsToReportList;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsToReportList defined within the VarMeasurementReports for this measId for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsToReportList defined within the VarMeasurementReports for this measId;

3>
if the cellsToReportList defined within the VarMeasurementReports for this measId is empty:
4>
remove the entry within the VarMeasurementReports for this measId;

4>
stop the periodical reporting timer for this event, if running;
<Cut until the next modified section>
5.5.5
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the mobilityMeasResults to include all cells included in the cellsToReportList as defined within the VarMeasurementReports for this measId
1>
for each included cell include the filtered measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measId, ordered as follows:

2>
If for E-UTRA the reportQuantity is set as ‘both’:

3>
 include the E-UTRA cells in order of decreasing triggerQuantity, i.e. the best cell is included first;

2>
else:

3> include the cells in order of decreasing reportQuantity, i.e. the best cell is included first.


1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1>
if the measured results are for CDMA:

2>
set the preRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;

1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.



<Cut until the next modified section>
6.3.5
Measurement information elements

–
QuantityConfig
The IE QuantityConfig specifies the measurement quantities and filtering coefficients.

QuantityConfig information element
-- ASN1START

QuantityConfig ::=




SEQUENCE {

quantityConfigEUTRA




QuantityConfigEUTRA




OPTIONAL,
-- Need OC


quantityConfigUTRA




QuantityConfigUTRA




OPTIONAL,
-- Need OC


quantityConfigGERAN




QuantityConfigGERAN




OPTIONAL,
-- Need OC


quantityConfigCDMA2000



QuantityConfigCDMA2000



OPTIONAL,
-- Need OC


...

}

QuantityConfigEUTRA ::=



SEQUENCE {

filterCoefficientRSRP



FilterCoefficient




OPTIONAL,

-- FFS

filterCoefficientRSRQ



FilterCoefficient




OPTIONAL

-- FFS
}

QuantityConfigUTRA ::=



SEQUENCE {

measQuantityUTRA




SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




measQuantityUTRA-FDD



ENUMERATED {cpich-RSCP, cpich-EcN0}



},




tdd 







SEQUENCE {




measQuantityUTRA-TDD



ENUMERATED {pccpch-RSCP}



}


}

},


filterCoefficient




FilterCoefficient
}

QuantityConfigGERAN ::=



SEQUENCE {

measQuantityGERAN




ENUMERATED {rssi},


filterCoefficient




FilterCoefficient
}

QuantityConfigCDMA2000 ::=


SEQUENCE {

measQuantityCDMA2000



ENUMERATED {pilotStrength}

}

FilterCoefficient ::=




ENUMERATED {












fc0, fc1, fc2, fc3, fc4, fc5,












fc6, fc7, fc8, fc9, fc11, fc13, 












fc15, fc17, fc19, spare1, ...}

-- ASN1STOP

	QuantityConfig field descriptions

	quantityConfigEUTRA

Specifies filter configurations for E‑UTRA measurements.

	quantityConfigUTRA

Specifies quantity configurations for UTRA measurements.

	measQuantityUTRA

Measurement quantity used for UTRA measurements.

	quantityConfigGERAN

Specifies quantity configurations for GERAN measurements.

	measQuantityGERAN

Measurement quantity used for GERAN measurements.

	quantityConfigCDMA2000

Specifies quantity configurations for CDMA2000 measurements.

	measQuantityCDMA2000

Measurement quantity used for CDMA2000 measurements.

	filterCoefficient

Specifies the filtering coefficient.

	filterCoefficientRSRP

Specifies the filtering coefficient used for RSRP.

	filterCoefficientRSRQ

Specifies the filtering coefficient used for RSRQ.


–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





INTEGER (0)



-- value range FFS




},





eventA2







SEQUENCE {






a2-Threshold





INTEGER (0)



-- value range FFS




},





eventA3







SEQUENCE {






a3-Offset






INTEGER (0)









  -- value range FFS but will include positive and negative values




},





eventA4







SEQUENCE {






a4-Threshold





INTEGER (0)



-- value range FFS




},





eventA5







SEQUENCE {






a5-Threshold1





INTEGER (0),


-- value range FFS





a5-Threshold2





INTEGER (0)



-- value range FFS




},





...




},




hysteresis






INTEGER (0),




-- value range FFS



timeToTrigger





INTEGER (0)





-- value range FFS


},



periodical







SEQUENCE {





purpose








CHOICE {





reportStrongestCells




NULL,





reportCGI







NULL



}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





SEQUENCE {}





OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. Value in dBm or dB, each corresponding to the case triggerQuantity is rsrp or rsrq, respectively

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. Value in dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value in seconds.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports in case of periodical reporting (if limited). Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case reportCGI is set to ‘TRUE’ only value 1 applies.


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional


–
ReportConfigId
The IE ReportConfigId is used to identify a measurement reporting configuration.

ReportConfigId information element
-- ASN1START

ReportConfigId ::=




INTEGER (1..maxReportConfigId)

-- ASN1STOP

	ReportConfigId field descriptions

	Void




–
ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

The b1 and b2 event thresholds for CDMA are the CDMA pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5db, see [25] for details.

ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





CHOICE {







b1-Threshold-CDMA2000



INTEGER (0..63),







b1-Threshold-UTRA




INTEGER (0),

-- value range FFS






b1-Threshold-GERAN




INTEGER (0)


-- value range FFS





}





},





eventB2







SEQUENCE {






b2-Threshold1





INTEGER (0),


-- value range FFS





b2-Threshold2





CHOICE { 











b2-Threshold2-CDMA2000



INTEGER (0..63),







b2-Threshold2-UTRA




INTEGER (0),

-- value range FFS






b2-Threshold2-GERAN




INTEGER (0)


-- value range FFS





}





},





...




},




timeToTrigger




INTEGER (0)






-- value range FFS


},



periodical







SEQUENCE {




purpose








CHOICE {





reportStrongestCells




NULL,





reportStrongestCellsForSON



NULL,





reportCGI







NULL



}



}


},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





SEQUENCE {}





OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	eventId

Choice of inter-RAT event triggered reporting criteria.

	bN-ThresholdM
Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M. Value in dBm or dB, depending on the measurement quantity of the inter RAT cell.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	purpose

reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to ‘measObjectUTRA’ or ‘measObjectCDMA2000’

	maxReportCells

Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports in case of periodical reporting (if limited). Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case purpose is set to ‘reportCGI’ only value 1 applies.


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional
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