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1. Introduction
The cell reselection procedure is updated in [1]. However, there exists ambiguity in the value and unit of some parameters used in inter-RAT cell reselection. In this contribution, we’d like to present related issues for discussion and clarification.
2. Discussion
In section 5.3.4.5 of TS 36.304 [1], the SnonServingCell,x is defined as the Srxlev-value of a evaluated cell. In the case of E-UTRAN inter-frequency cell reselection, Srxlev-value should be calculated according to the cell selection criteria as follows:
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where the unit of Srxlev is dB. When performing cell reselection to a UTRAN cell, in our understanding, Srxlev-value should be calculated according to TS 25.304 [2]:
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where the unit of Srxlev is dB as well. The same principle should be adopted in the case of cell reselection to a GERAN cell. 
In the description of inter-RAT cell reselection criteria (5.3.4.5 of TS 36.304), SnonServingCell,x is compared with Threshx, high and Threshx, low, based on the assumption that the unit of SnonServingCell,x, Threshx, high and Threshx, low are the same, i.e. dB. In SIB6 and SIB7 of 36.331, however, the unit of Threshx, high and Threshx, low are dBm [3]. Therefore, it seems either the unit of Threshx, high, Threshx, low in SIB6, 7 should be corrected or the meaning of Srxlev-value for inter-RAT reselection to UTRAN and GERAN should be clarified in 36.304.
If correction or clarification is needed after RAN2 discussion, we’re glad to prepare corresponding CR or TP.
3. Conclusion
In this contribution, the ambiguity among Srxlev-value, Threshx, high and Threshx, low for inter-RAT reselection to UTRAN and GERAN are described for RAN2 discussion and clarification.
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Srxlev = Qrxlevmeas – (Qrxlevmin – Qrxlevminoffset) - Pcompensation
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Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset) - Pcompensation












