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1. Introduction & Discussion
It has been agreed that pre-registration shall be supported for 1xRTT as for HRPD but 1xRTT preregistration status doesn’t need to report to eNB, so some clarification and correction are needed.  
2. Conclusion
It is proposed to agree on following text proposal for 1x RTT measurement.

The text for TS 36.331 is proposed as:
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Text Proposal for TS 36.331
1st change begin
5.5.5
Measurement reporting

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measuredResults within the MeasurementReport message as follows:

1>
set the IE measId to the measurement identity that triggered the measurement reporting;

1>
set the mobilityMeasResults to include all cells included in the cellsToReportList as defined within the VarMeasurementReports for this measId
1>
for each included cell include the filtered measured results in accordance with the reportConfigList defined in variable VarMeasurementConfiguration for that measId, ordered as follows:

2>
If for E-UTRA the reportQuantity is set as ‘both’:

3>
 include the E-UTRA cells in order of decreasing triggerQuantity, i.e. the best cell is included first;

2>
else:

3> include the cells in order of decreasing reportQuantity, i.e. the best cell is included first.

Editor's note:
It is FFS whether, if multiple cells meet the criteria, ordering is also applied irrespective of the cells carrier frequency

1>
increment the numberOfReportsSent as defined within the VarMeasurementReports for this measId by 1;

1>
if the numberOfReportsSent as defined within the VarMeasurementReports for this measId is less than to reportAmount as defined within the reporting configuration for this event as defined in variable VarMeasurementConfiguration:

2>
start the periodical reporting timer with the value of reportInterval as defined within the VarMeasurementConfiguration for this measId;

1> if the measured results are for CDMA HRPD:
2>
set the hrpdPreRegistrationStatus to the UE’s cdma upper layer’s HRPD preRegistrationStatus;
1> if the measured results are for CDMA 1xRTT:

2> set the hrpdPreRegistrationStatus to `0’;
1>
submit the MEASUREMENT REPORT message to lower layers for transmission, upon which the procedure ends.


1st change end
2nd change begin
MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {}






OPTIONAL,
-- Need OP






















  -- FFS if MP


mobilityMeasResults




CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


},


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




GlobalCellId-EUTRA


 

OPTIONAL,
-- Need OP


measResultEUTRA





SEQUENCE {



rsrpResult






INTEGER (0..97)




OPTIONAL,



rsrqResult






INTEGER (0..33)




OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


utra-CellIdentity




CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




GlobalCellId-UTRA


 

OPTIONAL,
-- Need OP


measResultUTRA





SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (0..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,




...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (0..91),




...




}








-- FFS


}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


geran-CarrierInfo




SEQUENCE {},









-- FFS


geran-CellIdentity




GERAN-CellIdentity,


globalCellIdentity




GlobalCellId-GERAN


 

OPTIONAL,
-- Need OP


measResultGERAN





SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus



BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000
}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


cdma2000-CellIdentity



CDMA2000-CellIdentity,


measResultCDMA2000




SEQUENCE {



pilotStrength





INTEGER (0..63),



...


}

}

-- ASN1STOP

	MeasuredResults field descriptions

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResultServing

Measured result of the serving cell. FFS if mandatory or optional.

	measResultListEUTRA

List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity.

	measResultEUTRA

Measured result of an E‑UTRA cell.

	RSRPResult

Measured RSRP result of an E‑UTRA cell. Integer value according to mapping table in [16], 30 spare values needed.

The RSRPResult is only reported if configured by the eNB.

	RSRQResult

Measured RSRQ result of an E‑UTRA cell Integer value according to mapping table in [16], 30 spare values needed.

The RSRQResult is only reported if configured by the eNB.

	measResultListUTRA

List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultUTRA

Measured result of a UTRA cell.

	measResultListGERAN

List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultGERAN

Measured result of a GERAN cell or frequency.

	measResultsCDMA2000
Contains the HRPD pre-registration status and the list of CDMA2000 measurements.

	hrpdPreRegistrationStatus

Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. This can be ignored by eNB for 1xRTT.

	measResultListCDMA2000

List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	cdma2000-CellIdentity

Identity of the CDMA2000 cell the results are for.

	measResultCDMA2000

Measured result of a CDMA2000 cell. This is the CDMA Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA Forward or Reverse Channel. The UE CDMA Upper layers shall set this field to

min (max (| -2 × 10 log10 PS |, 0), 64)

where PS is the strength of the CDMA2000 pilot channel for the identified cell, see [34].

	cpich-RSCP

According to CPICH_RSCP in [27]. Thirty-six spare values.

	cpich-EcN0

According to CPICH_Ec/No in [27]. Fourteen spare values.

	pccpch-RSCP 

According to P-CCPCH_RSCP_LEV in [29]. Thirty-six spare values.

	rssi

GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.


2nd change end
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