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----------------------------------1st change------------------------------------

10.3.7.13
Inter-frequency cell info list
Contains the information for the list of measurement objects for an inter-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Inter-frequency cell removal
	OP
	
	
	
	

	>Remove all inter-frequency cells
	
	
	
	No data
	

	>Remove some inter-frequency cells
	
	
	
	
	

	>>Removed inter-frequency cells
	MP
	1 .. <maxCellMeas>
	
	
	

	>>>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>No inter-frequency cells removed
	
	
	
	No data
	

	New inter-frequency cells 
	OP
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MD
	
	Integer(0 .. <maxCellMeas>-1)
	
	

	>Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the value of the previous "frequency info" in the list.

NOTE:
The first occurrence is then MP.
	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	
	

	>Intra-SecondaryFrequency Indicator
	OP
	
	Boolean
	For 1.28 Mcps TDD only

TRUE means the inter frequency neighbour cell has a secondary frequency which is the same as the current working frequency of UE.
	REL-7

	Cells for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	
	

	>Inter-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	
	


	Condition
	Explanation

	BCHopt
	This IE is not needed when sent in SYSTEM INFORMATION. Otherwise, the IE is Optional


----------------------------------2nd change------------------------------------

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


/ .. /

-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementIdentity,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


/ .. /
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of "RRC transaction identifier" (MSP),





-- "RRC transaction identifier" = rrc-TransactionIdentifier-MSP * 4 + 





-- rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}



}


}


}

}


/ .. /
MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}
11.3
Information element definitions

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

/ .. /

NewInterFreqCell ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfo

}

NewInterFreqCell-r4 ::=



SEQUENCE {


interFreqCellID





InterFreqCellID





OPTIONAL,


frequencyInfo





FrequencyInfo





OPTIONAL,


cellInfo






CellInfo-r4

}

NewInterFreqCell-v7b0ext ::=

SEQUENCE {


intraSecondaryFreqIndicator


BOOLEAN

}

NewInterFreqCellList ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCell

NewInterFreqCellList-r4 ::=


SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCell-r4

-- The order of the list corresponds to the order of cells in newInterFreqCellList

NewInterFreqCellList-v7b0ext ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF











NewInterFreqCell-v7b0ext

/ .. /
-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************


/ .. /
SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}






OPTIONAL







}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL
}

SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information




v7b0NonCriticalExtensions

SEQUENCE {




SysInfoType11bis-v7b0ext

SysInfoType11bis-v7b0ext-IEs,




nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}






OPTIONAL

}
SysInfoType11bis-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL
}


/ . /
SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {








sysInfoType12-v7b0ext


SysInfoType12-v7b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}






OPTIONAL





}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType12-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}

SysInfoType12-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

----------------------------------the end of change------------------------------------

