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Discussion and decision
1 Introduction

This contribution captures agreements on a number of connection control related issues including ordering of steps upon handover, use of the common configuration and the handling of some failures when security is not active.

2 Discussion
2.1 Agreements from R2-085653

2.1.1 Order of steps upon handover

Original changes

· The new L1/L2/L3 configuration should not be used in the source cell i.e. it should not be used prior to synchronising to the DL of the target cell. In fact, synchronising to the DL of the target cell seems to be the first step i.e. even PDCP re-establishment seems to be done only after that. Hence, it is proposed to move all re-configuration actions so they are placed after synchronising to the DL of the target cell

· The statements regarding application of PUCCH-Config and SoundingRS-Config should apply regardless of whether the IE is included in the HO message (assuming we have delta signalling, see following section)

· Move the deactivation of SPS resources upon HO to the handover procedure i.e. together with the handling of PUCCH and Sounding RS
· Some renaming of procedures and Ies within radio resource configuration (to consistently use the mac-MainConfig rather than the transportChannelConfig)

Changes compared to the previous version

· To clarify that reconfiguration may be performed prior to completion of the synchronisation to the target cell, the sentence was slightly changed: ‘start synchronising to the DL of the target cell..’ 
· Changes related to the renaming of the MAC-MainConfiguration have been removed (should be covered in R2-085758)

· The same changes have been introduced for inter-RAT HO to E-UTRA

2.1.2 Use of physical layer configuration (common, dedicated)
Original changes

· Add a clarification in the section ‘action upon reception of a SIB’ related to the application of common channel configuration and discarding of a common configuration previously received via dedicated signalling.

· In the section ‘actions upon reception of SIB2, add clarification regarding the application of specified logical channel configurations

· Add clarification in the SRB establishment section regarding the application of specified configurations defined for SRBs

Changes compared to the previous version

· PCCH configuration is applied upon SIB2 reception

· BCCH configuration is applied upon 

· Application of specified CCCH configuration is not included (already covered by R2-085821)
2.1.3 Failures prior to security activation

Proposed changes

· Within the reconfiguration failure section, add that when security is not activated the UE performs the actions upon moving from connected to idle
2.2 Agreements from R2-085641
Agreed changes

· In section 5.4.2.3, the possibility of not having physicalConfigDedicated  is removed (as done for handover within E-UTRA)

· In the field description, clarify that physicalConfigDedicated  is mandatory to include upon handover to E-UTRA

3 Conclusion & recommendation
This paper includes a several proposals, all related to connection control. Attached is a corresponding text proposal. RAN2 is requested to review and endorse the attached text proposals

4 References

[1] 
TS 36.331 E-UTRA RRC specification v830

5 Text proposal (Annex)
5.2.2.4
System information acquisition by the UE

The UE shall

1>
apply the specified BCCH configuration defined in 9.1.1.1;
1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
1>
if the procedure is triggered by an ETWS primary notification:
2>
start acquiring the ETWS primary notification immediately, i.e., without waiting until the beginning of the next modification period;
1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>
acquire the system information required in RRC_IDLE, as defined in 5.2.3.

1>
following successful handover completion to a cell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire the system information required in RRC_CONNECTED, as defined in 5.2.3;
Editor's note:
It has been agreed that the time critical information, i.e. the information required to continue the user plane in the target cell, shall be included in the handover command. The UE obtains the other information, e.g. the modification period, from system information.

1>
following a request from CDMA upper layers: 
2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
Editor's note:
It is FFS if there is a need to explicitly specify which operations the UE is not required to perform prior to receiving the required system information i.e. this may be implied from the other, not time critical, configuration information. 

1>
not initiate the RRC connection establishment or RRC connection re-establishment procedure if it does not have a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3. 

The UE may apply the received SIBs immediately i.e. the UE does not need to delay using a SIB until all SI messages have been received.

<Cut until the next modified section>
5.2.2.6
Actions upon reception of the MasterInformationBlock message

Upon receiving the MasterInformationBlock message the UE shall:

1>
apply the radio resource configuration included in the phich-Configuration
To be completed

Editor's note:
The aim is to specify only a minimum of specific behaviour in these sections

<Cut until the next modified section>
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if a (UE specific) paging cycle was received (signalling details FFS):

Editor's note:
It is FFS is the UE specific DRX value is signalled by NAS or AS.
2>
Apply the lowest of the paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;
1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>
if the IE mbsfn-SubframeConfiguration is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the IE mbsfn-SubframeConfiguration:

1>
apply the radio resource configuration included in the radioResourceConfigCommon;

NOTE
This implies that the UE discards the radio resource configuration included in the radioResourceConfigCommon previously received in a dedicated message, if any.
1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
TBS

<Cut until the next modified section>
5.3.5.4
Reception of a RRCConnectionReconfiguration including the mobilityControlInformation by the UE (handover)

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

If the RRCConnectionReconfiguration message includes the mobilityControlInformation and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310 and T312, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInformation;







1>
if the eutra-CarrierFreq is included:

2>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
else:

2>
consider the target cell to be one on the current frequency with a physical cell identity indicated by the targetCellIdentity;

1>
start synchronising to the DL of the target cell;
NOTE:
The UE applies the new configuration, resulting after the following actions, upon switching to the target cell.

1>
request PDCP to initiate the PDCP Re-establishment procedure for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the L2 re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
set the C-RNTI to the value of the newUE-Identity;

1>
if the dl-Bandwidth is included:

2>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
else:

2>
for the target cell, apply the same downlink bandwidth as for the current cell;

1>
if the ul-Bandwidth is included:

2>
for the target cell, apply the uplink bandwidth indicated by the ul-Bandwidth;

1>
else:

2>
for the target cell, apply the same uplink bandwidth as for the current cell;

1>
 configure lower layers in accordance with the received radioResourceConfigCommon;

1>
If the RRCConnectionReconfiguration message includes the radioResourceConfiguration: 

2>
perform the Radio resource configuration procedure as specified in 5.3.10;
1>
If the RRCConnectionReconfiguration message includes the securityConfiguration: 

2>
apply the AS-derived keys associated with the AS-base key indicated by the keyIndicator;

2>
configure lower layers to apply the indicated integrity protection algorithm, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

2>
configure lower layers to apply the indicated ciphering algorithm, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
If the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the Measurement configuration procedure as specified in 5.5.2;


1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
If MAC successfully completes the random access procedure: 

2>
stop timer T304;


2>
If the UE needs the SFN of the target cell to apply the PUCCH and Sounding RS configuration:

3>
apply the new PUCCH and Sounding RS configuration upon acquiring the SFN of the target cell;

2>
else:
3>
apply the new PUCCH and Sounding RS configuration;
2>
if SPS resource is activated:

3>
deactivate SPS resource;

2> indicate to PDCP to complete the PDCP Re-establishment procedure for all DRBs that are established, if any;

2>
the procedure ends.
Editor's note:
It has been agreed that the UE is not required to determine the SFN of the target cell by acquiring system information from that cell before performing RACH access in the target cell.

Editor’s note
The handling of the radio configuration is covered by the general reconfiguration procedure. It has been agreed that the configuration used in the target cell may either be specified as a delta to the one used in the serving cell or by providing the full configuration (signalling details are FFS)

Editor’s note
Currently it is specified that the keyIndicator always needs to be provided upon handover as a result of which the securityConfiguration becomes mandatory in case of handover. If however the securityConfiguration would be optional in case of handover, the case the IE is not included needs to be covered also.

5.3.5.5
Reconfiguration failure

The UE shall:

1>
If the UE is unable to comply with (part of) the configuration included in the RRCConnectionReconfiguration message: 

2>
continue using the configuration used prior to the reception of RRCConnectionReconfiguration message;

2>
If security is not activated:

3>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the connection reconfiguration procedure ends.

NOTE:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration i.e. there is no partial success/ failure.

<Cut until the next modified section>
5.3.10.1
SRB addition/ modification

The UE shall:

1>
if the received radioResourceConfiguration includes the srb-ToAddModifyList:

2>
for each srb-Identity value included in the srb-ToAddModifyList that is not part of the current UE configuration (SRB establishment):

3>
apply the specified configuration defined in 9.1.2 or the corresponding SRB;

3>
if the rlc-Configuration is set to ‘explicit’:

4>
establish an RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
establish an RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
establish a DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
establish a DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1;

2>
for each srb-Identity value included in the srb-ToAddModifyList that is part of the current UE configuration (SRB reconfiguration):

3>
if the rlc-Configuration is set to ‘explicit’:

4>
reconfigure the RLC entity in accordance with the received RLC-Configuration IE;

3>
else if the rlc-Configuration is set to ‘default’:

4>
reconfigure the RLC entity in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1.1;

3>
if the logicalChannelConfig is set to ‘explicit’:

4>
reconfigure the DCCH logical channel in accordance with the received LogicalChannelConfig IE;

3>
else if the logicalChannelConfig is set to ‘default’:

4>
reconfigure the DCCH logical channel in accordance with the default configuration applicable for this srb-identity as specified in 9.2.1.1;

NOTE
‘Infinity’ is the only applicable value for the prioritizedBitRate for SRB1 and SRB2

<Cut until the next modified section>
5.3.10.5
Physical channel reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the physicalConfigDedicated:

2>
if the current UE configuration does not include a physical channel configuration (physical channel establishment):

3>
establish the physical channel configuration in accordance with the received physicalConfigDedicated;

2>
else:

3>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
apply the default configuration applicable for the antennaInformation as specified in 9.2.3, until explicitly receiving a configuration;




<Cut until the next modified section>
5.4.2.3
Reception of the RRCConnectionReconfiguration by the UE
If the UE is able to comply with the configuration included in the RRCConnectionReconfiguration message, the UE shall:

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInformation;



1>
consider the target cell to be one on the frequency indicated by the eutra-CarrierFreq with a physical cell identity indicated by the targetCellIdentity;

1>
start synchronising to the DL of the target cell;
NOTE:
The UE applies the new configuration, resulting after the following actions, upon switching to the target cell.

1>
set the C-RNTI to the value of the newUE-Identity;

1>
for the target cell, apply the downlink bandwidth indicated by the dl-Bandwidth;

1>
for the target cell, apply the uplink bandwidth indicated by the ul-Bandwidth;

Editor's note:
It is FFS if a keyIndicator is used to indicate if the UE shall apply the AS-derived keys associated either with the last used or an unused/ cached Kasme;

1>
perform the Radio resource configuration procedure as specified in 5.3.10;
1>
configure lower layers to apply the indicated integrity protection algorithm immediately, i.e. the indicated integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the indicated ciphering algorithm immediately, i.e. the indicated ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
If the RRCConnectionReconfiguration message includes the measurementConfiguration:

2>
perform the Measurement configuration procedure as specified in 5.5.2;


1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission using the new configuration;

1>
If MAC successfully completes the random access procedure: 

2>
stop timer T304;


2>
If the UE needs the SFN of the target cell to apply the PUCCH and Sounding RS configuration:

3>
apply the new PUCCH and Sounding RS configuration upon acquiring the SFN of the target cell;

2>
else:
3>
apply the new PUCCH and Sounding RS configuration;

2>
enter E-UTRA RRC_CONNECTED, upon which the procedure ends.

Editor's note:
It is FFS if 36.331 needs to include a timer to supervise the RA procedure or whether for all cases there are timers running in the other RATs that already provide the required functionality.

Editor's note:
It has been agreed that the UE is not required to determine the SFN of the target cell by acquiring system information from that cell.

Editor's note:
The handling of outstanding signalling/ data may need to be clarified.

Editor's note:
There may be a need to re-map information regarding e.g. EPS bearers, security context, initialisation of variables
<Cut until the next modified section>
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL,


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL,


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,


transportChannelConfig



CHOICE {




explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

DTCH-LogicalChannelIdentity ::=


INTEGER (3..10)

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















 -- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,















 -- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15),


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup-HO


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rb-MappingInfo





DTCH-LogicalChannelIdentity
OPTIONAL,

-- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,














 
-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration table for SRB1. The default choice is only applicable for SRB1.

	MAC-MainConfiguration

The default transport channel configuration is specified in 9.2.1.1 and applies only when the IE is included in the RRCConnectionSetup and RRCConnectionReestablishment messages as well as in the RRCConnectionReconfiguration when only SRB1 is (being) established

	logicalChannelConfig

The default logical channel configuration is specified in 9.2.1.1 and applies only when the IE is included in the RRCConnectionSetup and RRCConnectionReestablishment messages as well as in the RRCConnectionReconfiguration when SRB1 or SRB2 is (being) established

	DTCH-LogicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	Setup
	The IE is mandatory present if the corresponding SRB/DRB is being setup; otherwise the IE is optionally present, continue.

	Setup-HO
	The IE is mandatory present if the corresponding DRB is being setup and optionally present in case of handover, continue; otherwise the IE is not needed and the current configuration is maintained.

	Misc
	The IE is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the IE is optionally present, continue.
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