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1
Introduction

In the RAN2 #63 meeting, it was agreed that some clarification is need on how to handle dedicated physical resource configuration during the HO and the RRC Connection Re-establishement. This contribution tries to clarify the usage of radio resources configured by radioResourceDedicated during HO and durin RRC Connection Re-establishement prodecure.
2
Discussion
According to the agreement, in case of RRC Connection Re-establishement procedure, UE shall stop using radio resources configuration configured by physicalConfigDedicated until it receives RRC Connection Reconfiguration message to invoke these configurations.
3
Conclusion

It is proposed to agree on the TP attached.
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5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 operation and the re-activation of security. 

A UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. If security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.
E-UTRAN applies the procedure as follows:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate security without changing algorithms.

5.3.7.2
Initiation

The UE shall only initiate the procedure when security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
after having detected radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon integrity failure indication from lower layers; or
1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5.

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
start timer T311;

1>
request PDCP to initiate the PDCP Re-establishment procedure for all RBs that are established;

NOTE 1:
The handling of the radio bearers after the successful completion of the L2 re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in [8].

1>
reset MAC and re-establish RLC for all RBs that are established;

1> stop using the physical radio resources configured by the physicalConfigDedicated until a subsequent RRCConnectionReconfiguration message is received;
1>
select a suitable cell in accordance with the cell selection process as specified in [4];

5.3.7.3
Actions upon (re-)entry of service area while T311 is running

Upon (re-)entry of service area while T311 is running, the UE shall:

1>
Upon selecting an E-UTRA cell:

2>
stop timer T311;

2>
start timer T301;

2>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE 1:
The criteria for re-entry of service area specified in 5.3.11.4.

NOTE 2:
This procedure applies also if the UE returns to the source cell

1>
Upon selecting an inter-RAT cell:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.
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