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Introduction

Based on discussion in R2-085090, it was agreed that UE is only required to take update SIBs into account after ongoing RRC procedure is finished. Text proposal to capture this agreement is included below.
Text proposal
5.2.2.4
System information acquisition by the UE

The UE shall

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
1>
if the procedure is triggered by an ETWS primary notification:
2>
start acquiring the ETWS primary notification immediately, i.e., without waiting until the beginning of the next modification period;
1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>
acquire the system information required in RRC_IDLE, as defined in 5.2.3.

1>
following successful handover completion to a cell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire the system information required in RRC_CONNECTED, as defined in 5.2.3;
Editor's note:
It has been agreed that the time critical information, i.e. the information required to continue the user plane in the target cell, shall be included in the handover command. The UE obtains the other information, e.g. the modification period, from system information.

1>
following a request from CDMA upper layers: 
2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
Editor's note:
It is FFS if there is a need to explicitly specify which operations the UE is not required to perform prior to receiving the required system information i.e. this may be implied from the other, not time critical, configuration information. 

1>
not initiate the RRC connection establishment or RRC connection re-establishment procedure if it does not have a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3. 

The UE may apply the received SIBs immediately i.e. the UE does not need to delay using a SIB until all SI messages have been received. UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message e.g. an ongoing random access procedure.






