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DISCUSSION
Measurements for ICIC were discussed offline breifly. The simple proposal to add measurement reporting trigger on the leaving condition for event A3, instead of adding a new event, was agreed as a way forward

Text Proposal implementing this change is attached. 

TEXT PROPOSAL for TS 36.331 8.3.0
5.5.4
Measurement report triggering

5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’ consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list) or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration or:

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available:

3>
if the VarMeasurementReports does not include an entry for this measId:

4>
include an entry within the VarMeasurementReports for this measId;

4>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsToReportList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
Upon expiry of the periodical reporting timer for this:
3>
if the triggerType is set to ‘periodical’:

4>
clear the cellsToReportList defined within the VarMeasurementReports for this measId and include the applicable cell(s) in the cellsToReportList;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsToReportList defined within the VarMeasurementReports for this measId for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
if reportOnLeave is set for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
remove the concerned cell(s) in the cellsToReportList defined within the VarMeasurementReports for this measId;

–
ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





INTEGER (0)



-- value range FFS




},





eventA2







SEQUENCE {






a2-Threshold





INTEGER (0)



-- value range FFS




},





eventA3







SEQUENCE {






a3-Offset






INTEGER (0),








  -- value range FFS but will include positive and negative values





reportOnLeave




BOOLEAN




},





eventA4







SEQUENCE {






a4-Threshold





INTEGER (0)



-- value range FFS




},





eventA5







SEQUENCE {






a5-Threshold1





INTEGER (0),


-- value range FFS





a5-Threshold2





INTEGER (0)



-- value range FFS




},





...




},




hysteresis






INTEGER (0),




-- value range FFS



timeToTrigger





INTEGER (0)





-- value range FFS


},



periodical







SEQUENCE {




reportCGI







BOOLEAN



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





SEQUENCE {}





OPTIONAL,
-- Cond Periodic


reportAmount





SEQUENCE {}





OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. Value in dBm or dB, each corresponding to the case triggerQuantity is rsrp or rsrq, respectively

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. Value in dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value in seconds.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value in seconds.

	reportAmount
Number of measurement reports in case of periodical reporting (if limited). Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case reportCGI is set to ‘TRUE’ only value 1 applies. In case of the reporting configuration concerns a SON report of the strongest cells on the carrier, only value 1 applies. For the latter case, use of other values is FFS.


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional
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