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1. Introduction

In RAN2#63bis, it was agreed that uplink and downlink direct transfer is not allowed to be sent on SRB1 before SRB2 is resumed during RRC connection re-establishment procedure [2]

 REF _Ref210611183 \r \h 
[3]. This document aims to propose a text proposal for that agreement.
Reference

[1] R2-085636, Miscellaneous corrections and clarifications, Samsung (Rapporteur)
[2] R2-085101, SRB for NAS message during RRC connection re-establishment, Panasonic

[3] R2-085217, Clarification of NAS Message Transfer, CATT
Text proposal to 36.331

	Start of Modification in 6.2.1


6.2.1 General message structure
…
–
DLInformationTransfer
The DLInformationTransfer message is used for the downlink transfer of dedicated NAS information.

Signalling radio bearer: SRB2 or SRB1 (only if SRB2 not established yet)

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

NOTE

If SRB2 is suspended, E-UTRAN does not send this message until SRB2 is resumed. 

DLInformationTransfer message
-- ASN1START

DLInformationTransfer ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




dlInformationTransfer-r8


DLInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

DLInformationTransfer-r8-IEs ::=
SEQUENCE {


informationType





CHOICE {



nas3GPP







NAS-DedicatedInformation,



cdma2000






SEQUENCE {




cdma2000-Type





CDMA2000-Type,




cdma2000-DedicatedInfo



OCTET STRING



}


},


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

-- ASN1STOP

…
–
ULInformationTransfer
The ULInformationTransfer message is used for the uplink transfer of dedicated NAS information.

Signalling radio bearer: SRB2 or SRB1(only if SRB2 not established yet)

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN
NOTE

If SRB2 is suspended, the UE does not send this message until SRB2 is resumed. 

ULInformationTransfer message
-- ASN1START

ULInformationTransfer ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransfer-r8


ULInformationTransfer-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

ULInformationTransfer-r8-IEs ::=
SEQUENCE {


informationType





CHOICE {



nas3GPP







NAS-DedicatedInformation,



cdma2000






SEQUENCE {




cdma2000-Type





CDMA2000-Type,




cdma2000-DedicatedInfo



OCTET STRING



}


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP
	End of Modification in 6.2.1
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