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3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Active Time: time during which the UE monitors the PDCCH for a PDCCH-subframe according to the DRX rules  specified in subclause 5.7.

Contention Resolution Timer: Specifies the number of consecutive PDCCH-subframe(s) during which the UE shall monitor the PDCCH after the uplink message containing the C-RNTI MAC control element or the uplink message associated with UE Contention Resolution Identity submitted from higher layer is transmitted.
DRX Cycle: Specifies the periodic repetition of the On Duration followed by a possible period of inactivity (see figure 3.1-1 below). 
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Figure 3.1-1: DRX Cycle

DRX Inactivity Timer: Specifies the number of consecutive PDCCH-subframe(s) after successfully decoding a PDCCH indicating an initial UL or DL user data transmission for this UE.

DRX Retransmission Timer: Specifies the maximum number of consecutive PDCCH-subframe(s) for as soon as a DL retransmission is expected by the UE.

DRX Short Cycle Timer: This parameter specifies the number of consecutive subframe(s)the UE shall follow the short DRX cycle after the DRX Inactivity Timer has expired. 
HARQ information: HARQ information consists of New Data Indicator (NDI), Redundancy Version (RV), Transport Block (TB) size. For DL-SCH transmissions the HARQ info also includes HARQ process ID.
HARQ RTT Timer: This parameter specifies the minimum amount of subframe(s) before a DL HARQ retransmission is expected by the UE.
On Duration Timer: Specifies the number of consecutive PDCCH-subframe(s) at the beginning of a DRX Cycle.

RA-RNTI: The Random Access RNTI is used on the PDCCH when Random Access Response messages are transmitted. It unambiguously identifies which time-frequency resource was utilized by the UE to transmit the Random Access preamble.

PDCCH-subframe: For FDD UE operation, this represents any subframe; for TDD, only downlink subframes.
NOTE: 
A timer is running once it is started, until it is stopped or until it expires.
NOTE:
When defining On Duration Timer, DRX Inactivity Timer, DRX Retransmission Timer and Contention Resolution Timer, PDCCH-subframes and subframes including DwPTS are considered as subframes where the timer, if running, shall be updated.
Next Modified Section

5.3.1
DL Assignment reception
Downlink assignments transmitted on the PDCCH indicate if there is a transmission on the DL-SCH for a particular UE and provide the relevant HARQ information.
Editor’s note:
A downlink assignment can relate to one or two (MIMO) TBs. It is FFS how this information is presented to MAC.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI or RA-RNTI, the UE shall for each TTI during which PDCCH monitoring is required:

-
if a downlink assignment for this TTI has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.
-
else, if a downlink assignment for this TTI has been received on the PDCCH for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate a downlink assignment and the associated HARQ information to the HARQ entity for this TTI.

-
else, if the NDI in the received HARQ information is 0:

-
store the downlink assignment and the associated HARQ information as configured downlink assignment;

-
initialise (if not active) or re-initialise (if already active) the configured downlink assignment to start in this TTI and to recur with the periodicity configured via RRC;

-
set the HARQ Process ID to [the HARQ Process ID associated with this TTI]; 
-
consider the NDI bit to have been toggled;

-
indicate the presence of a configured downlink assignment and the stored HARQ information to the HARQ entity for this TTI.

-
else, if [PDCCH condition for deactivation of SPS]:
-
clear the configured downlink assignment (if any).
-
else, if a downlink assignment for this TTI has been configured:

-
instruct the physical layer to receive, in this TTI, transport(s) block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

-
set the HARQ Process ID to [the HARQ Process ID associated with this TTI]; 
-
consider the NDI bit to have been toggled;
-
indicate the presence of a configured downlink assignment and the stored HARQ information to the HARQ entity for this TTI.

When the UE needs to read BCCH, the UE shall:

-
if a downlink assignment for this TTI has been received on the PDCCH for the SI-RNTI; 

-
indicate a downlink assignment for the dedicated broadcast HARQ process to the HARQ entity for this TTI.

NOTE:
Downlink assignments for both C-RNTI and SI-RNTI can be received in the same TTI.

Editor’s note:
L1 is configured, as needed, by upper layers or MAC [FFS] to monitor PDCCH for C-RNTI, and by MAC to monitor PDCCH for Temporary C-RNTI and RA-RNTI.

Next Modified Section

5.4.1
UL Grant reception

In order to transmit on the UL-SCH the UE must have a valid uplink grant (except for non-adaptive HARQ retransmissions) which it may receive dynamically on the PDCCH or in a Random Access Response or which may be configured semi-persistently. To perform requested transmissions, the MAC layer receives HARQ information from lower layers.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during which PDCCH monitoring is required:

-
if an uplink grant for this TTI has been received on the PDCCH for the UE’s C-RNTI, Semi-Persistent Scheduling C-RNTI or Temporary C-RNTI; or
-
if an uplink grant for this TTI has been received in a Random Access Response:

-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.
-
else, if an uplink grant for this TTI has been received on the PDCCH for the UE’s Semi-Persistent C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate a valid uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else if the NDI in the received HARQ information is 0:

-
store the uplink grant and the associated HARQ information as configured uplink grant;

-
initialise (if not active) or re-initialise (if already active) the configured uplink grant to start in this TTI and to recur with the periodicity configured via RRC;

-
consider the NDI bit to have been toggled;
-
indicate a configured uplink grant, valid for new transmission, and the associated HARQ information to the HARQ entity for this TTI.
-
else, if [PDCCH condition for deactivation of SPS]:
-
clear the configured uplink grant (if any).
-
else, if an uplink grant for this TTI has been configured:
-
consider the NDI bit to have been toggled;
-
deliver the configured a configured uplink grant, and the associated HARQ information to the HARQ entity for this TTI.

NOTE:
The period of configured uplink grants is expressed in TTIs.

NOTE:
If the UE receives both a grant for its RA-RNTI and a grant for its C-RNTI, the UE may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI.

Next Modified Section

5.7
Discontinuous Reception (DRX)

DRX is a functionality that controls UE's PDCCH monitoring activity for the UE's C-RNTI and Semi-Persistent Scheduling C-RNTI, if configured. When DRX is not configured, the UE shall monitor the PDCCH continuously. But when configured, DRX allows the UE to monitor the PDCCH discontinuously.
DRX operation is based on a Long DRX cycle, a DRX Inactivity Timer, a HARQ RTT Timer, a DRX Retransmission Timer and optionally a Short DRX Cycle and a DRX Short Cycle Timer, all defined in subclause 3.1.
When a DRX cycle is configured, the Active Time includes the time while: 

-
the On Duration Timer or the DRX Inactivity Timer or a DRX Retransmission Timer or the Contention Resolution Timer (as described in subclause 5.1.5) is running; or

-
a Scheduling Request sent on PUCCH is pending (as described in subclause 5.4.4); or

-
an uplink grant for a pending HARQ retransmission can occur; or

-
a PDCCH indicating a new transmission addressed to the C-RNTI of the UE has not been received after successful reception of a Random Access Response for the explicitly signalled preamble (as described in subclause 5.1.4).

When DRX is configured, the UE shall for each subframe:

-
If the Short DRX Cycle is used and [(SFN * 10) + subframe number] modulo (Short DRX Cycle) = DRX Start Offset; or
-
if the Long DRX Cycle is used and [(SFN * 10) + subframe number] modulo (Long DRX Cycle) = DRX Start Offset:

-
start the On Duration Timer.

-
if a HARQ RTT Timer expires in this subframe and the data in the soft buffer of the corresponding HARQ process was not successfully decoded:

-
start the DRX Retransmission Timer for the corresponding HARQ process.

-
if a DRX Command MAC control element is received:

-
stop the On Duration Timer;

-
stop the DRX Inactivity Timer.

-
if the DRX Inactivity Timer expires or a DRX Command MAC control element is received in this subframe:

-
if the short DRX cycle is configured:
-
start or restart the DRX Short Cycle Timer;

-
use the Short DRX Cycle.

-
else:

-
use the Long DRX cycle.

-
if the DRX Short Cycle Timer expires in this subframe:

-
use the long DRX cycle.

-
during the Active Time, for a PDCCH-subframe except if the subframe is required for uplink transmission for half-duplex FDD UE operation and except if the subframe is part of a configured measurement gap:

-
monitor the PDCCH;

-
if the PDCCH indicates a DL transmission or if a DL assignment has been configured for this subframe:

-
start the HARQ RTT Timer for the corresponding HARQ process;

-
stop the DRX Retransmission Timer for the corresponding HARQ process.

-
if the PDCCH indicates a new transmission (DL or UL):

-
start or restart the DRX Inactivity Timer.

-
when not in Active Time, CQI/SRS/PMI/RI shall not be reported.

Regardless of whether the UE is monitoring PDCCH or not the UE receives and transmits HARQ feedback when such is expected.











































































































































































































































































































































































































































































































































_1256730299.vsd
￼


UE shall monitor PDCCH


On Duration


DRX Cycle


Opportunity for DRX



