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1
Introduction

In the RAN2 #63bis meeting, it was agreed to include specific IEs in the MobilityFromEUTRACommand message for cell change order instead of using GERAN messages. This contribution introduces IE to indicate GERAN target cell for CCO as well as SI/PSIs in the MobilityFromEURACommand message. 
2
Discussion
According to Cell Change Order From UTRAN message in TS25.331, the following parameters are needed for CCO to GSM and they are needed for CCO from eUTRAN as well. This is also well explained in [1].

One difference is that NC mode is renamed as networkControlOrder and the size of networkControlOrder is Bit string(2) as defined in TS 44.060.
	>>GSM
	
	
	
	
	

	>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	

	>>>Band Indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	

	>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	

	>>>NC mode
	OP
	
	Bit string(3)
	Includes bits b1-b3 of the NC mode IE specified in [43].

b1 is the least significant bit.

NOTE:
The Bit string should be extended to 4 bits in a later version of the message.
	

	>>>CHOICE GERAN System Info type
	OP
	
	
	
	REL-5

	>>>>SI
	
	
	GERAN system information

10.3.8.4f
	See [44]
	REL-5

	>>>>PSI
	
	
	GERAN system information

10.3.8.4f
	See [44]
	REL-5


Also some procedure text are added to explain the usage of the IEs

3
Conclusion and Proposal
It is proposed to agree on the text proposal attached.
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1
Scope

The present document specifies the Radio Resource Control protocol for the UE-E-UTRAN radio interface.

The scope of the present document also includes:

-
the radio related information transported in a transparent container between source eNB and target eNB upon inter eNB handover;

-
the radio related information transported in a transparent container between a source or target eNB and another system upon inter RAT handover.2
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Beginning of 2nd Text Proposal

5.4.3
Mobility from E-UTRA

5.4.3.1
General


[image: image1.emf] 
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Figure 5.4.3.1-1: Mobility from E-UTRA, successful

The purpose of this procedure is to move a UE in RRC_CONNECTED to a cell using another Radio Access Technology (RAT), e.g. GERAN, UTRA or CDMA2000 systems. The mobility from E-UTRA procedure covers both:

-
handover, i.e. the MobilityFromEUTRACommand message includes radio resources that have been allocated for the UE in the target cell and

-
cell change order, i.e. the MobilityFromEUTRACommand message may include information facilitating access of and/ or connection establishment in the target cell, e.g. system information. Cell change order is applicable only to GERAN.
The mobility from E-UTRA procedure applies when SRBs are established, possibly in combination with DRBs.

5.4.3.2
Initiation

E-UTRAN initiates the mobility from E-UTRA procedure to a UE in RRC_CONNECTED, possibly in response to a MeasurementReport message by sending a MobilityFromEUTRACommand message. E-UTRA initiates the procedure only when security has been activated.

5.4.3.3
Reception of the MobilityFromEUTRACommand by the UE

The UE shall be able to receive a MobilityFromEUTRACommand message and perform a cell change order to another RAT, even if no prior UE measurements have been performed on the target cell.

The UE shall:

1>
stop timer T310 and T312, if running

1>
start timer T304 with the timer value set to t304, as included in the MobilityFromEUTRACommand message;


1>
If the MobilityFromEUTRACommand message includes the purpose set to ‘handover’:

2> consider inter-RAT mobility as initiated towards the RAT indicated by the targetRAT-Type included in the MobilityFromEUTRACommand message;

2>
access the target cell indicated in the inter-RAT message in accordance with the specifications of the target RAT;

2>
If the MobilityFromEUTRACommand message includes a subset of the established DRBs (FFS):

3>
inform upper layers about the failure to continue the DRBs not included in the MobilityFromEUTRACommand message;

1>
else (if the MobilityFromEUTRACommand message includes the purpose set to ‘cellChangeOrder’):

2>
If the CellChangeOrder is set to ‘geran’:

3>
if networkControlOrder is included in the MobilityFromEUTRACommand message:

4>
apply the value as specified in TS 44.060 [36];

3>
else:

4>
acquire networkControlOrder and apply the value as specified in TS 44.060 [36].
NOTE:
The GERAN-SystemInformation is constructed in the same way as in 2G to 2G NACC, i.e. the PSI messages are encoded as such, whereas the SI messages exclude 2 octets of headers, see TS 44.060[36].

2>
establish the connection to the target cell indicated in the CellChangeOrder;
5.4.3.4
Successful completion of the mobility from E-UTRA

Upon successfully completing the handover or the cell change order, the UE shall:

1>
perform the actions applicable upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12.
1>
stop timer T304, if running
5.4.3.5
Mobility from E-UTRA failure

The UE shall:

1>
If T304 expires (mobility from E-UTRA failure); or

1>
If the UE does not succeed in establishing the connection to the target radio access technology:

2>
If the MobilityFromEUTRACommand message included the csFallbackIndicator:

3>
 indicate to upper layers that the CS Fallback procedure has failed;

2>
revert back to the configuration used in the source cell, excluding the physical layer configuration;

NOTE:
The UE reverts to the RRC configuration as well as to the layer 2 configuration (PDCP/RLC/MAC) used in the source cell.

2>
initiate the connection re-establishment procedure as specified in 5.3.7.

End of 2nd Text Proposal

Beginning of 3rd Text Proposal

–
MobilityFromEUTRACommand
The MobilityFromEUTRACommand message is used to command handover or a cell change from E‑UTRA to another RAT (3GPP or non-3GPP).

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

MobilityFromEUTRACommand message
-- ASN1START

MobilityFromEUTRACommand ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




mobilityFromEUTRACommand-r8


MobilityFromEUTRACommand-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

MobilityFromEUTRACommand-r8-IEs ::=
SEQUENCE {


t304







ENUMERATED {











ms100, ms200, ms500, ms1000,












ms2000, ms4000, ms8000, spare},





csFallbackIndicator




ENUMERATED {true}




OPTIONAL,
-- Need OP

purpose







CHOICE{



handover






Handover,



cellChangeOrder





CellChangeOrder


},

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

Handover ::=

SEQUENCE {


targetRAT-Type





ENUMERATED {












utra, geran, cdma2000-1XRTT, cdma2000-HRPD, spare4,












spare3, spare2, spare1, ...},


targetRAT-MessageContainer


OCTET STRING,

}
CellChangeOrder ::=





CHOICE {


geran








SEQUENCE {



bsic








BSIC,


geran-CarrierFreq





GERAN-CarrierFreq,



networkControlOrder





BIT STRING (SIZE (2)) 

OPTIONAL,
-- Need OP


geran-SystemInformation




CHOICE {




si









GERAN-SystemInformation,




psi









GERAN-SystemInformation



} 
OPTIONAL,
-- Need OP

},

...

}

BSIC ::=







SEQUENCE {

networkColourCode





BIT STRING (SIZE (3));


baseStationColourCode




BIT STRING (SIZE (3));
}
GERAN-SystemInformation ::=


SEQUENCE (1..maxGERAN-SI) OF










OCTET STRING (SIZE (1..23))

-- ASN1STOP

	MobilityFromEUTRACommand field descriptions

	t304

Timer T304 as described in section 7.3. Value ms100 corresponds with 100 ms, ms200 corresponds with 200 ms and so on.

	csFallbackIndicator
Indicates that the CS Fallback procedure is triggered.

	targetRAT-Type

Indicates the target RAT type.

	targetRAT-MessageContainer

Used to carry messages corresponding to specifications from the target RAT.

	


	bsic
contains the network colour code and the base station colour code of the target GERAN cell.

	geran-CarrierFreq
contains the carrier frequency of the target GERAN cell

	networkControlOrder
Parameter NETWORK_CONTROL_ORDER in TS 44.060 [36].

	geran-SystemInformation
as aspecified in TS 44.060 [36]. The first octet contains octet 1 of the GERAN system information block, the second octet contains octet 2 of the GERAN system information block and so on.


End of 3rd Text Proposal

Beginning of 4th Text Proposal

6.4
RRC multiplicity and type constraints values

–
Multiplicity and type constraints definitions

A brief descriptive text to be added here (FFS).
-- ASN1START

maxAC





INTEGER ::= 5
-- 

maxBands




INTEGER ::= 1
-- Maximum number of bands listed in EUTRA UE caps
FFS
maxCDMA-BandClass


INTEGER ::= 31
-- Maximum value of the CDMA band classes
maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted cells

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellMeas




INTEGER ::= 1
-- Maximum number of neighbouring cells within a












-- measurement object







FFS
maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxCellUTRA




INTEGER ::= 1
-- Maximum number of neighbouring UTRA cells

FFS
maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 32767
-- Maximum value of EUTRA carrier fequency

maxFreq





INTEGER ::= 8
-- Maximum number of EUTRA carrier frequencies

maxGERAN-Carrier


INTEGER ::= 32
-- Maximum number of GERAN carrier fequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be 












-- provided as part of NACC information
maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups
FFS
maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMCS-1




INTEGER ::= 16
-- Maximim number of PUCCH formats (MCS)

maxMeasId




INTEGER ::= 1
-- 












FFS
maxObjectId




INTEGER ::= 1
-- 












FFS
maxPageRec




INTEGER ::= 16
-- 

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 1
-- 












FFS
maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier fequencies
FFS
maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier fequencies
FFS
-- ASN1STOP

Editor’s note: The value of maxDRB was selected to align with SA2. 

Editor's note:
A table with parameter descriptions should be considered as an alternative to the inline comments above. If there are more than a few words of comment, the code above gets rather messy.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

End of 4th Text Proposal
3GPP
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