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1. Introduction

This document adapts part of the contents of [1], which was treated at a previous RAN2 meeting.  At that time, the “outage problem” that motivated some of the proposals was an open issue, and the meeting determined that the detailed proposals should be revisited after that question was resolved.  That decision has now been taken, and this document reexamines the proposals of [1] in light of the current status.

2. UE handling of system information updates
At RAN2#63, the group determined that the UE is permitted to use system information from before the modification until the updated information is received; that is, there is no actual outage period.

The aspect of the outage problem that was considered in [1] is the need for a UE to determine which SIBs were modified, so that a change to a single SIB could not extend the outage unnecessarily.  Since the UE does not now need to suspend operations while waiting for the updated system information, this concern no longer exists.
However, it is still the case that any SIB modification requires a “silly walk” through all SIBs (that are applicable to the UE’s current state), since the UE has no way to determine which SIB changed; and in particular, since the same mechanism is used for notifications of system information change to idle and connected UEs, any change to any SIB forces all UEs to receive “their” SIBs.  Finally, within each SIB, the UE actually may need to traverse a significant amount of the structure of the message to determine which fields have changed.
As noted in [1], the simple solution of overwriting all SIBs blindly and treating all parameters as new values is not really satisfactory, since the UE needs to know if a change should be understood to disrupt an ongoing operation..  Rather, it seems clear that at least for some parameters the UE would need to take specific action to determine whether they had changed, to prevent gratuitous service disruption.  Unfortunately, it is not obvious what parameters would be affected by this implied requirement, and it seems relatively easy for implementation teams to make different assumptions about which parameters were “critical” in this sense.  While the problem cannot in itself be said to “break” the system, we consider that the risk of such divergences in implementations justifies a modest amount of effort to prevent the problem from occurring.  However, given the limited time available for work on Rel-8, we emphasise that only low-impact solutions are acceptable!
The analysis in [1] identified several possible approaches:

1. Use separate SI-RNTIs for idle/connected UEs.

2. Use multiple value tags.  (There need not be one value tag per SIB; e.g., there could be one tag for all the connected-mode SIBs, which would prevent connected UEs from disruption due to changes affecting only idle UEs.  In addition, the value tags could be shorter than the “master” value tag; at 1 bit, they would essentially become the same as “changed at last update” flags.)
3. Signal which SIBs have changed, either in an early SIB or in the body of the paging message that indicates the modification.
4. Signal within each SIB whether it has changed, e.g., with an “internal value tag” that is used after reception of the SIB to determine whether the UE needs to look for changed values.
In the following sections, we give brief consideration to each of these alternatives.

2.1.
Separate SI-RNTIs

Solution 1 (separate SI-RNTIs for SIBs applicable in idle and connected mode) was considered and not adopted in RAN2, and the group may prefer not to reopen the question.  It is a technically adequate solution, but does not have clear advantages over the signalling solutions described below, and does have some cross-layer impact in implementations.  In general, solution 1 seems not to be a preferred alternative, and it does not receive further consideration in this contribution. 
2.2.
Multiple value tags

The simplest version of solution 2 would maintain a separate value tag for each SIB.  However, this would have obvious signalling impact on the scheduling data in SIB1, where the bits are quite expensive and already in high demand.  A less extreme version, in which SIBs were grouped and one value tag was sent per group, would have less impact.

Unfortunately, if the value tags are not of the same size as the existing value tag in SIB1, it becomes difficult to specify exactly when the UE can and cannot consider the “secondary” value tags reliable.  For simplicity, we suggest that solution 2 should be considered only with the assumption that all value tags are of the same size as the existing one, and managed according to the same mechanism.  Since this assumption forces any implementation of Solution 2 to have nontrivial signalling impact, and since it seems not to offer any real advantage over Solution 3, we suggest that it does not need to be considered further.
2.3.
Indication of changes

In some sense, solution 3 is a more generalised version of solution 2.  Here, the (single) value tag would still be used to confirm that some SIB had changed, but the additional indication, e.g., a bitmap showing which SIBs had changed in the most recent update, would allow the UE to limit which SIBs it had to read.
The obvious place for this indication would be in SIB1, creating the same sort of signalling impact as Solution 2.  However, since Solution 3 does not use the existing value-tag mechanism, it is easier to limit the signalling impact.  In an extreme case, Solution 3 could be implemented by adding a single bit to SIB1, indicating if any of the idle-mode-only SIBs had changed with the most recent modification—this would allow connected-mode UEs to disregard, with reasonable efficiency, modifications that only affect UEs in idle mode.  (Since it seems likely that most changes would in fact be to the neighbour lists, the benefit of this “minimal” solution could in fact be significant.)
On the other hand, a similar bitmap could actually be carried in the paging message that indicates the change, avoiding the signalling limitations of SIB1.
The attached text proposals include two versions of Solution 3, using a single bit in SIB1 or a bitmap in the paging message.
2.4.
Internal signalling per SIB

Solution 4 is inelegant but clearly has the lowest impact, as it requires only adding a single field to each SIB.

The most obvious solution would essentially be a “distributed” version of Solution 2, in which a value tag similar to the current tag in SIB1 would be included in each SIB, and the UE could consider these value tags to be as reliable and managed in the same way as the “real” value tag.  However, unlike Solution 2, there is no particular reason to force this symmetry; indeed, the internal fields could be as short as a single bit, indicating whether the SIB containing that field has or has not changed in the most recent modification.

The attached text proposals include a version of Solution 4, in which all SIBs use a field of the same size, whose length is left open.
3. Conclusion

We propose that RAN2 discuss the potential solutions described above and agree upon either Solution 3 or Solution 4 as a way forward.  Three draft text proposals (all against v8.3.0 of TS 36.331) are attached showing how these solutions could be implemented.
4. References

[1]
R2-083263: “Various issues at system-information update” (Qualcomm Europe, RAN2#62bis)
Annex A: Text proposal for Solution 3 (SIB1)
5.2.1.3
System information validity and notification of changes

Change of system information (other than for ETWS) only occurs at specific radio frames i.e. the concept of a modification period is used. SI messages may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod modificationPeriod= 0. The modificationPeriod is configured by system information.

When the network changes (some of the) system information, it first notifies the UEs about this change i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE knows that the current system information is valid until the next modification period boundary. After this boundary, the UE acquires the new system information. There is a (short) period during which the UE does not have valid system information.
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Figure 5.2.1.3-1: Change of system Information

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE receives a Paging message including the systemInfoModification, it knows that the system information changes at the next modification period boundary.  A flag in SIB1 indicates if any of the changed SIBs are in the set of SIBs that need to be read by a UE in RRC_CONNECTED.
SystemInformationBlockType1 includes a value tag that indicates if a change has occurred in the SI messages. UEs may use this value tag e.g. upon return from out of coverage, to verify if the previously acquired system information is still valid. The UE considers system information to be valid for at most 3 hours from the moment it was received.

The UE verifies that acquired system information remains valid either by checking the value tag in SystemInformationBlockType1 after the modification period boundary or, by attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during a modificationPeriod in case no paging is received. If no paging message is received by the UE during a modificationPeriod, the UE may assume that no change of system information will occur in the next modificationPeriod. If UE in RRC_CONNECTED, during a modification period, receives one paging message it may deduce from the presence/absence of systemInfoModification whether a change of system information will occur in the next modificationPeriod or not.
Editor's note:
The UE requirements corresponding with the above descriptive text are still to be captured elsewhere, e.g. within the paging procedure which may trigger the BCCH acquisition procedure.

[...]
5.2.2.4
System information acquisition by the UE

The UE shall

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
2>
if the UE is in RRC_CONNECTED state:

3> if the IE connectedSIBsChanged in SystemInformationBlockType1 is set to FALSE:

4> the UE may consider that it has a valid version of the system information required in RRC_CONNECTED without reading any further SIBs.
1>
if the procedure is triggered by an ETWS primary notification:
2>
start acquiring the ETWS primary notification immediately, i.e., without waiting until the beginning of the next modification period;
1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>
acquire the system information required in RRC_IDLE, as defined in 5.2.3.

1>
following successful handover completion to a cell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire the system information required in RRC_CONNECTED, as defined in 5.2.3;
Editor's note:
It has been agreed that the time critical information, i.e. the information required to continue the user plane in the target cell, shall be included in the handover command. The UE obtains the other information, e.g. the modification period, from system information.

1>
following a request from CDMA upper layers: 
2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
Editor's note:
It is FFS if there is a need to explicitly specify which operations the UE is not required to perform prior to receiving the required system information i.e. this may be implied from the other, not time critical, configuration information. 

1>
not initiate the RRC connection establishment or RRC connection re-establishment procedure if it does not have a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3. 

The UE may apply the received SIBs immediately i.e. the UE does not need to delay using a SIB until all SI messages have been received.

 [...]
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

Editor's note
RAN1 has agreed (R2-080475) that DL RX Tx power should be indicated on BCCH mapped to DL-SCH. FFS in which SIB and SI this should be provided

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInformation

SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFrequencyCellReselection

BOOLEAN




OPTIONAL,
-- Cond CellBarred



cellReservationExtension


ENUMERATED {reserved, notReserved},



csg-Indication





BOOLEAN


},


cellSelectionInfo




SEQUENCE {



q-Rxlevmin






INTEGER (-70..-22),



q-Rxlevminoffset




INTEGER (1..8)


OPTIONAL
-- value range FFS

},



















   -- need FFS

frequencyBandIndicator



INTEGER (1..64),


schedulingInformation



SchedulingInformation,

connectedSIBsChanged



BOOLEAN,

tdd-Configuration




TDD-Configuration


OPTIONAL,


si-WindowLength





ENUMERATED {











ms1, ms2, ms5, ms10, ms15, ms20, 












ms40, spare1},

systemInformationValueTag


INTEGER (0..31),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..6)) OF SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInformation  ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512,












spare1, ...},


sib-MappingInfo





SIB-MappingInfo

}

SIB-MappingInfo  ::= SEQUENCE (SIZE (1..maxSIB)) OF SIB-Type

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4]

	trackingAreaCode

Common TAC for all the PLMNs listed

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4]

	intraFrequencyCellReselection

FFS if needed

	cellReservationExtension

As defined in TS 36.304 [4]

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the tracking area identity matches an entry in the ‘white list’ that the UE has stored

	q-Rxlevmin

Actual value Qrxlevmin = IE value * 2   

RSRP [dBm]

FFS within cellSelectionInfo

	q-Rxlevminoffset

Actual value Qrxlevminoffset = IE value * 2   [dB]

FFS within cellSelectionInfo

	frequencyBandIndicator

Defined in [36.101].

	schedulingInformation



	connectedSIBsChanged

Set tp TRUE if the most recently indicated change to system information included a change to any SIB that must be read by a UE in RRC_CONNECTED state.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInformation list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. 

	systemInformationValueTag

Common for all SIs


	Conditional presence
	Explanation

	CellBarred
	The IE is mandatory present if the IE cellBarred is set to TRUE; otherwise the IE is not needed.


Annex B: Text proposal for Solution 3 (Paging)

5.2.2.4
System information acquisition by the UE

The UE shall

1>
if the procedure is triggered by a system information change notification:
2>
start acquiring those portions of the required system information, as defined in 5.2.2.3, that are indicated in the IE si-ChangeBitmap as having changed, from the beginning of the modification period following the one in which the change notification was received;
1>
if the procedure is triggered by an ETWS primary notification:
2>
start acquiring the ETWS primary notification immediately, i.e., without waiting until the beginning of the next modification period;
1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:
2>
acquire the system information required in RRC_IDLE, as defined in 5.2.3.

1>
following successful handover completion to a cell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire the system information required in RRC_CONNECTED, as defined in 5.2.3;
Editor's note:
It has been agreed that the time critical information, i.e. the information required to continue the user plane in the target cell, shall be included in the handover command. The UE obtains the other information, e.g. the modification period, from system information.

1>
following a request from CDMA upper layers: 
2>
acquire SystemInformationBlockType8, as defined in 5.2.3;
Editor's note:
It is FFS if there is a need to explicitly specify which operations the UE is not required to perform prior to receiving the required system information i.e. this may be implied from the other, not time critical, configuration information. 

1>
not initiate the RRC connection establishment or RRC connection re-establishment procedure if it does not have a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3. 

The UE may apply the received SIBs immediately i.e. the UE does not need to delay using a SIB until all SI messages have been received.

 [...]
–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList




PagingRecordList 




OPTIONAL,
-- Need OP


systemInfoModification



ENUMERATED {true}




OPTIONAL,
-- Need OP


etws-PrimaryNotificationIndication
ENUMERATED {true}




OPTIONAL,
-- Need OP

si-ChangeBitmap





SI-ChangeBitmap





OPTIONAL,
-- Cond SI-Change

nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {



ue-Identity





PagingUE-Identity,



cn-Domain





ENUMERATED
{ps, cs},



pagingCause





PagingCause,



...


}

-- ASN1STOP

	Paging field descriptions

	ue-Identity

Field description is FFS.

	cn-Domain

Indicates the origin of paging.

	pagingCause

Field description is FFS.

	systemInfoModification

If present: indication of a BCCH modification.

	etws-PrimaryNotificationIndication

If present: indication of an ETWS primary notification.

	si-ChangeBitmap

If included, indicates which SIBs have been changed.


	Conditional presence
	Explanation

	SI-Change
	The IE is mandatory present in case the paging message indicates a change to system information; otherwise it is not needed.


[...]
–
SI-ChangeBitmap
The IE SI-ChangeBitmap is used to indicate which SIBs are changed in a particular system information modification..

SI-ChangeBitmap information element
-- ASN1START

SI-ChangeBitmap ::=
BIT STRING (SIZE(maxSIB))
-- ASN1STOP

Annex C: Text proposal for Solution 4

5.2.1.3
System information validity and notification of changes

Change of system information (other than for ETWS) only occurs at specific radio frames i.e. the concept of a modification period is used. SI messages may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod modificationPeriod= 0. The modificationPeriod is configured by system information.

When the network changes (some of the) system information, it first notifies the UEs about this change i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE knows that the current system information is valid until the next modification period boundary. After this boundary, the UE acquires the new system information. There is a (short) period during which the UE does not have valid system information.
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Figure 5.2.1.3-1: Change of system Information

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE receives a Paging message including the systemInfoModification, it knows that the system information changes at the next modification period boundary. Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which SI message has changed.

SystemInformationBlockType1 includes a value tag that indicates if a change has occurred in the SI messages. UEs may use this value tag e.g. upon return from out of coverage, to verify if the previously acquired system information is still valid. The UE considers system information to be valid for at most 3 hours from the moment it was received.

The UE verifies that acquired system information remains valid either by checking the value tag in SystemInformationBlockType1 after the modification period boundary or, by attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during a modificationPeriod in case no paging is received. If no paging message is received by the UE during a modificationPeriod, the UE may assume that no change of system information will occur in the next modificationPeriod. If UE in RRC_CONNECTED, during a modification period, receives one paging message it may deduce from the presence/absence of systemInfoModification whether a change of system information will occur in the next modificationPeriod or not.
Each SIB other than SystemInformationBlockType1, SystemInformationBlockType10, and SystemInformationBlockType11 contains an internal value tag.  The value of this tag is incremented each time the SIB is modified.
Editor's note:
The UE requirements corresponding with the above descriptive text are still to be captured elsewhere, e.g. within the paging procedure which may trigger the BCCH acquisition procedure.

 [...]
–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE 1:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

NOTE 2:
It is FFS whether Uplink EARFCN should be moved to SIB 1. This relates to the discussion on UE capability for variable TX-RX frequency separation.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {

sib-InternalValueTag



SIB-InternalValueTag,

accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OD



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OD


}

OPTIONAL,
















-- Need OD


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwitdh





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1},



additionalSpectrumEmission


INTEGER (0..31)


},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL,

...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




INTEGER (1..7)

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

Default value determined from default TX-RX frequency separation defined in [36.101]

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on

	additionalSpectrumEmission

Defined in [36.101]

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on 

	subframeAllocation

Number of MBSFN subframes within a radio frame carrying MBSFN. The MBSFN subframes are allocated from the beginning of the radio-frame in consequtive order with the restriction that only those subframes that may carry MBSFN are allocated: subframes 0 and 5 are not allocated; subframe 4 is not allocated (FDD); subframes 1, 6 and uplink subframes are not allocated (TDD)


–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START

SystemInformationBlockType3 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



t-ReselectionEUTRAN




INTEGER (0..7),



speedDependentReselection


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




speedDependentScalingParameters

SEQUENCE {





q-HystSF-Medium





ENUMERATED {















db-6, dB-4, db-2, db0,















db2, db4, db6, spare},





q-HystSF-High





ENUMERATED {















db-6, dB-4, db-2, db0, db2,















db4, db6, spare},





t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 





t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}




}








OPTIONAL







-- Need OP



}









OPTIONAL,







-- Need OP



sameRefSignalsInNeighbour


BOOLEAN,



neighbourCellConfiguration


BIT STRING (SIZE (2))


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




INTEGER (0..56)


OPTIONAL,



threshServingLow




INTEGER (0..56),



cellReselectionPriority



INTEGER (0..7)


OPTIONAL


},




















-- need FFS

intraFreqCellReselectionInfo

SEQUENCE {



s-IntraSearch





INTEGER (0..56)


OPTIONAL,



measurementBandwidth



MeasurementBandwidth
OPTIONAL

-- Need OP


},


...

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType3 field descriptions

	cellReselectionInfoCommon

Cell re-selection information common for cells, e.g. Ssearch

	q-Hyst

Value q-Hyst in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	q-HystSF-Medium

Additional hysteresis apllied in Medium Mobility state to q-Hyst. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	q-HystSF-High

Additional hysteresis apllied in High Mobility state to q-Hyst. In db. Value db-6 corresponds to -6dB, db-4 corresponds to -4dB and so on.

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	s-IntraSearch 

Actual value s-IntraSearch = IE value * 2  

In dB

	sameRefSignalsInNeighbour

Valid only in TDD operation [RAN1 spec; FFS].

If TRUE: the UE may assume that the same reference signals are available in neighbour cells as in serving cell.

	neighbourCellConfiguration

Provides information related to MBSFN and TDD UL:DL configuration of neighbour cells

00: Not all neighbour cells have the same MBSFN subframe allocation as serving cell

10: All neighbour cells have same MBSFN subframe allocation as the serving cell

01: No MBSFN subframes are present in all neighbour cells

11: Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell

	servingFreqCellReselectionInfo 



	s-NonIntraSearch 

Actual value s-NonIntraSearch = IE value * 2

In dB

	threshServingLow 

Actual value threshServingLow = IE value * 2

In dB

	cellReselectionPriority 

Absolute priority of the serving layer (0 means: lowest priority)

	intraFreqcellReselectionInfo



	s-IntraSearch 

Actual value s-IntraSearch = IE value * 2  

In dB

	measurementBandwidth

Measurement bandwidth information common for all neighbouring cells. If absent, the value represented by the dl-SystemBandwidth included in MasterInformationBlock applies (FFS) 


–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

intraFreqNeighbouringCellList

IntraFreqNeighbouringCellList

OPTIONAL,


intraFreqBlacklistedCellList

IntraFreqBlacklistedCellList

OPTIONAL,


...

}

IntraFreqNeighbouringCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {


physicalCellIdentity




PhysicalCellIdentity,


q-OffsetCell






ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24, spare1},


...

}

IntraFreqBlacklistedCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {



physicalCellIdentity



PhysicalCellIdentity

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbouringCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell 

The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	intraFreqBlacklistedCellList 

List of blacklisted intra-frequency neighbouring cells


–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START

SystemInformationBlockType5 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

interFreqCarrierFreqList


InterFreqCarrierFreqList,


...

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {


eutra-CarrierFreq




EUTRA-DL-CarrierFreq,


t-ReselectionEUTRAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionEUTRAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionEUTRAN-SF-High 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,

-- need OP


threshX-High





INTEGER (0..56),


threshX-Low






INTEGER (0..56),


measurementBandwidth



MeasurementBandwidth,


cellReselectionPriority



INTEGER (0..7)





OPTIONAL,


q-OffsetFreq





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare1}




DEFAULT dB0,


interFreqNeighbouringCellList

InterFreqNeighbouringCellList
OPTIONAL,


interFreqBlacklistedCellList

InterFreqBlacklistedCellList
OPTIONAL,


...

}

InterFreqNeighbouringCellList ::=
SEQUENCE (SIZE (1..maxCellInter)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


q-OffsetCell





ENUMERATED {












dB-24, dB-22, dB-20, dB-18, dB-16, dB-14, 












dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3, 












dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5, 












dB6, dB8, dB10, dB12, dB14, dB16, dB18, 












dB20, dB22, dB24, spare}

}

InterFreqBlacklistedCellList ::=
SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType5 field descriptions

	threshX-High 

Parameter "Thresx,high" [36.304]. Actual value in dB = IE value * 2.

	threshX-Low 

Parameter "Thresx,low" [36.304]. Actual value in dB = IE value * 2.

	t-ReselectionEUTRAN

Cell reselection timer value TreselectionRAT for E-UTRAN. In seconds

	t-ReselectionEUTRAN-SF-Medium
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in Medium Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on. 

	t-ReselectionEUTRAN-SF-High
The IE t-ReselectionEUTRAN is multiplied with this factor if the UE is in High Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	measurementBandwidth

Measurement bandwidth common for all neighbouring cells on the frequency.

	cellReselectionPriority

Absolute priority of the E-UTRA carrier frequency (0 means: lowest priority)

	q-OffsetFreq 

The value q-OffsetFreq in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqNeighbouringCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters. 

	q-OffsetCell 

The value q-OffsetCell in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	interFreqBlacklistedCellList 

List of blacklisted inter-frequency neighbouring cells


–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL,


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL,


t-ReselectionUTRA




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionUTRA-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionUTRA-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,


-- need OP

...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

q-Qualmin






INTEGER (-24..0),


-- need and value range FFS

...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,


threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

...

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Cell reselection timer value TreselectionRAT for UTRA. In seconds

	t-ReselectionUTRA-SF-Medium
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in Medium Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	t-ReselectionUTRA-SF-High
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in High Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	utra-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	utra-CarrierFreqList 

List of carrier frequencies

	threshX-High 

Actual value threshHigh = IE value * 2

In dBm

	threshX-Low 

Actual value threshLow = IE value * 2

In dBm

	q-Rxlevmin 

Actual value = IE value * 2+1

In dBm

	maximumAllowedTxPower 

In dBm

	q-Qualmin 

In dBm


–
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

t-ReselectionGERAN




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionGERAN-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionGERAN-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}

















OPTIONAL,
-- need OP

geran-NeigbourFreqList



GERAN-NeigbourFreqList



OPTIONAL,
-- Need OD


...

}

GERAN-NeigbourFreqList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-BCCH-Group

GERAN-BCCH-Group ::=



SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-BCCH-Configuration


SEQUENCE {



geran-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,
-- Need OP



ncc-Permitted





BIT STRING (SIZE (8))


OPTIONAL,
-- Need OP



q-Rxlevmin






INTEGER (0..31)




OPTIONAL,
-- Need OP



threshX-High





INTEGER (0..31)




OPTIONAL,
-- Need OP



threshX-Low






INTEGER (0..31)




OPTIONAL
-- Need OP


},


...

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

Editor's note
RAN2 has agreed not to provide cell specific re-selection parameters for GSM/ GERAN neighbours. To be confirmed by GERAN/ RAN4

	SystemInformationBlockType7 field descriptions

	geran-NeigbourFreqList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	geran-BCCH-FrequencyGroup

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	geran-BCCH-Configuration

Defines the set of cell reselection parameters for the group of GERAN carrier frequencies. In the first element of the geran-NeigbourFreqList field, a complete set of cell reselection parameters shall be provided in the geran-BCCH-Configuration field. In subsequent elements of the geran-NeigbourFreqList field, value(s) from the presiding element is used as default, if one or more of the cell reselection parameters in the geran-BCCH-Configuration field are absent.

	geran-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	t-ReselectionGERAN

Cell reselection timer value TreselectionRAT for GERAN. In seconds

	t-ReselectionGERAN-SF-Medium
The IE t-ReselectionGERAN is multiplied with this factor if the UE is in Medium Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75, 1 corresponds to 1.

	t-ReselectionGERAN-SF-High
The IE t-ReselectionGERAN is multiplied with this factor if the UE is in High Mobility state. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	ncc-Permitted 

Field encoded as a bit map, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if the BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	q-Rxlevmin

The actual value of q-Rxlevmin in dBm = (IE value * 2) ( 119.

	threshX-High

The actual value of threshX-High ("Threshx,high", [36.304]) in dBm = (IE value * 2) ( 119.

	threshX-Low

The actual value of threshX-Low ("Threshx,low", [36.304]) in dBm = (IE value * 2) ( 119.


–
SystemInformationBlockType8

The IE SystemInformationBlockType8 contains information relevant only for inter-RAT cell re-selection i.e. information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

SystemInformationBlockType8 information element
-- ASN1START

SystemInformationBlockType8 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

cdma2000-SystemTimeInfo



CDMA2000-SystemTimeInfo

OPTIONAL,


searchWindowSize




INTEGER (0..15)




OPTIONAL,


hrpd-Parameters





SEQUENCE {



hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo,



hrpd-CellReselectionParameters

SEQUENCE {




hrpd-BandClassList




HRPD-BandClassList,




hrpd-NeighborCellList



HRPD-NeighborCellList



}

OPTIONAL


}

OPTIONAL,


oneXRTT-Parameters




SEQUENCE {



oneXRTT-CSFB-RegistrationInfo

OneXRTT-CSFB-RegistrationInfo
OPTIONAL,
-- Need OP



oneXRTT-LongCodeState



BIT STRING (SIZE (42))
OPTIONAL,

-- Need OP



oneXRTT-CellReselectionParameters
SEQUENCE {




oneXRTT-BandClassList



OneXRTT-BandClassList,




oneXRTT-NeighborCellList


OneXRTT-NeighborCellList



}

OPTIONAL


}

OPTIONAL,


...

}

HRPD-NeighborCellList ::=



SEQUENCE (SIZE (1..16)) OF SEQUENCE {


hrpd-NeighborCellInfo




CDMA2000-NeighbourCellInformation

}

OneXRTT-NeighborCellList ::=


SEQUENCE (SIZE (1..16)) OF SEQUENCE {


oneXRTT-NeighborCellInfo



CDMA2000-NeighbourCellInformation

}

HRPD-BandClassList ::=



SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


hrpd-BandClass





CDMA2000-Bandclass,


hrpd-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


tReselectionHRPD




INTEGER (0..7),


...

}

OneXRTT-BandClassList ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF SEQUENCE {


oneXRTT-BandClass




CDMA2000-Bandclass,


oneXRTT-CellReselectionPriority

INTEGER (0..7),


threshX-High





INTEGER (0..63),


threshX-Low






INTEGER (0..63),


tReselectionOneXRTT




INTEGER (0..7),


...

}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.

	SystemInformationBlockType8 field descriptions

	cdma2000-SystemTimeInfo

Information on CDMA2000 system time

	searchWindowSize 

The search window size is a CDMA parameter to be used to assist in searching for the neighboring pilots. For values see [25, Table 2.6.6.2.1-1] and [26, Table 8.7.6.2-4].

	hrpd-Parameters
The cell reselection parameters applicable only to HRPD systems

	hrpd-PreRegistrationInfo 

The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE

	hrpd-CellReselectionParameters 

cell reselection parameters applicable only to HRPD system

	hrpd-BandClassList

List of CDMA2000 frequency bands

	hrpd-BandClass
Identifies the HRPD Frequency Band in which the HRPD Carrier can be found. Details can be found in [24, Table 1.5]

	hrpd-CellReselectionPriority
Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to [-2 x 10 x log10 Ec/Io] in units of 0.5 db, as defined in [25]

	ThreshX-Low

This specifies the low threshold used in reselection towards this CDMA2000 HRPD band class expressed as an unsigned binary number equal to [-2 x 10 x log10 Ec/Io] in units of 0.5 db, as defined in [25]

	tReselectionHRPD

The HRPD cell reselection timer value in seconds

	hrpd-NeighborCellList

List of HRPD neighbouring cells

	hrpd-NeighborCellInfo

Describes one HRPD cell

	oneX-RTT-Parameters

cell reselection parameters applicable only to 1XRTT system

	oneXRTT-CSFB-RegistrationInfo 

The CSFB to 1xRTT Registration Information tells the mobile if it should register with the 1xRTT network and identifies the 1xRTT System ID to the UE

	oneXRTT-LongCodeState

The state of long code generation registers in 1XRTT system as defined in [C.S0002-A, Section 1.3] at 
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ms, where t equals to the cdma-SystemTime. This information is required by the UE to perform SRVCC handover to 1xRTT.

	oneXRTT-CellReselectionParameters 

Cell reselection parameters applicable only to 1xRTT system

	oneXRTT-BandClassList

List of CDMA2000 frequency bands

	oneXRTT-BandClass

Identifies the 1xRTT Frequency Band in which the 1xRTT Carrier can be found. Details can be found in [24, Table 1.5]

	oneXRTT-CellReselectionPriority

Absolute priority of the RAT (0 means: lowest priority)

	threshX-High

This specifies the high threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to [-2 x 10 x log10 Ec/Io] in units of 0.5 db, as defined in [25]

	threshX-Low

This specifies the low threshold used in reselection towards CDMA2000 1xRTT band class expressed as an unsigned binary number equal to [-2 x 10 x log10 Ec/Io] in units of 0.5 db, as defined in [25]

	tReselectionOneXRTT

The 1XRTT cell reselection timer value in seconds

	oneXRTT-NeighborCellList

List of 1xRTT neighbouring cells

	oneXRTT-NeighborCellInfo

Describes one 1xRTT cell


–
SystemInformationBlockType9

The IE SystemInformationBlockType9 contains a home eNB identifier (HNBID).

SystemInformationBlockType9 information element
-- ASN1START

SystemInformationBlockType9 ::=

SEQUENCE {


sib-InternalValueTag



SIB-InternalValueTag,

hnbid







OCTET STRING (SIZE(48)),


...

}

-- ASN1STOP

	SystemInformationBlockType9 field descriptions

	HNBID

Carries the identifier of the home eNB, coded in UTF-8 with variable number of bytes per character, see TS 22.011 [10].


[...]
–
SIB-InternalValueTag
The IE SIB-InternalValueTag is a counter that is incremented each time a particular SIB is modified.

SIB-InternalValueTag information element
-- ASN1START

SIB-InternalValueTag ::= INTEGER (0..7)
-- ASN1STOP
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