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8.1.6
Transmission of UE capability information
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Figure 8.1.6-1: Transmission of UE capability information, normal flow

8.1.6.1
General
The UE capability update procedure is used by the UE to convey UE specific capability information to the UTRAN.

8.1.6.2
Initiation
The UE shall initiate the UE capability update procedure in the following situations:

1>
the UE receives a UE CAPABILITY ENQUIRY message from the UTRAN;

1>
while in CELL_DCH or CELL_FACH state, the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED, and the variable RNC_CAPABILITY_CHANGE_SUPPORT is set to TRUE.

If the UE CAPABILITY INFORMATION message is sent in response to a UE CAPABILITY ENQUIRY message, the UE shall:

1>
include the IE "RRC transaction identifier"; and

1>
set it to the value of "RRC transaction identifier" in the entry for the UE CAPABILITY ENQUIRY message in the table "Accepted transactions" in the variable TRANSACTIONS; 

1>
for the UE capabilities defined prior to REL-6:

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE radio access capability" and in IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and

2>
include this in IE "UE system specific capability".

1>
for the UE capabilities defined in REL-6 or later:

2>
include the information elements associated with the capabilities included in the variable UE_CAPABILITY_REQUESTED and the variable UE_CAPABILITY_TRANSFERRED.
If the UE CAPABILITY INFORMATION message is sent because one or more of the UE capabilities change compared to those stored in the variable UE_CAPABILITY_TRANSFERRED while in connected state, the UE shall:

1>
for the UE capabilities defined prior to REL-6, include the information elements associated with the capabilities that have changed in the UE CAPABILITY INFORMATION message; and

1>
for the UE capabilities defined in REL-6 or later, include the information elements associated with the capabilities included in the variable UE_CAPABILITY_TRANSFERRED.

If the UE is in CELL_PCH or URA_PCH state:

1>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

2>
move to CELL_FACH state as per sub-clause 8.5.47.
1>
else:
2>
if variable H_RNTI and variable C_RNTI are set:
3> move to CELL_FACH state as per sub-clause 8.5.40.

2> else:
3>
it shall first perform a cell update procedure using the cause "uplink data transmission", see subclause 8.3.1.

The UE RRC shall submit the UE CAPABILITY INFORMATION message to the lower layers for transmission on the uplink DCCH using AM RLC. When the message has been delivered to lower layers for transmission the UE RRC shall start timer T304 and set counter V304 to 1.

A UE in connected mode should only indicate changes of capability in the IEs "DL capability with simultaneous HS-DSCH configuration", "Transport channel capability", "Physical channel capability", "Device type", and the IE "UE power class extension" within "RF capability extension".

The UE should not request a changed capability that would render an existing CS configuration invalid.

A UE with HS-PDSCH configured should not request a changed capability that removes support for HSDPA or HSUPA entirely; it may request reduction of its capabilities to the lowest category, but not to "DCH only".

/**********End of first change     ********/
8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE
The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
For FDD:

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message:

it shall:

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:

2>
if COMMON_E_DCH_TRANSMISSION is set to FALSE before entering CELL_DCH state or IE "E-DCH info" is not included in the reconfiguration message:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The ASN.1 "r3" version of the RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

In case the UE receives a RADIO BEARER RECONFIGURATION message with the IE "Specification mode" set to "Preconfiguration" while the message is not sent through GERAN Iu mode, the UE behaviour is unspecified.

In case the UE receives a RADIO BEARER SETUP message with the IE "Specification mode" not set to "Complete Specification", the UE behaviour is unspecified.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "E-DCH info" was not included in the response message:

2>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

2>
stop any E-DPCCH and E-DPDCH transmission procedures;

2>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

2>
release all E-DCH HARQ resources;

2>
no longer consider any radio link to be the serving E-DCH radio link.

If after state transition the UE leaves CELL_DCH state, the UE shall, before state transition:

1>
clear any stored IE "E-DCH info";

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
if any IEs related to HS-DSCH are stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.

1>
if the IE "UE Mobility State Indicator" was present in the reconfiguration message:

2>
consider the High-mobility state to have being detected.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New H-RNTI" is not specified:

3>
remove any H-RNTI from MAC;

3>
clear the variable H_RNTI;

3>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the reconfiguration message caused a change from FDD mode to 3.84/7.68 Mcps TDD mode and provides for E-DCH/HS-DSCH operation without an uplink DPCH:

3>
the UE shall obtain timing advance for the 3.84/7.68 Mcps TDD cell according to [15].

1>
if "DPCH frame offset" is included for one or more RLs in the active set, and the reconfiguration procedure does not request a timing reinitialized hard handover (see subclause 8.3.5.1):

2>
use its value to determine the beginning of the DPCH or F-DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH or F-DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

6>
else:
7>
if variable H_RNTI and variable C_RNTI are set:
8> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

7> else:
8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.
2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

6>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

5>
else:
6>
if variable H_RNTI and variable C_RNTI are set:
7> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

6> else:
7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4];

2>
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

7>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

6>
else:
7>
if variable H_RNTI and variable C_RNTI are set:
8> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

7> else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

6>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

5>
else:
6>
if variable H_RNTI and variable C_RNTI are set:
7> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

6> else:
7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

2>
select PRACH according to subclause 8.5.17;

1>
else:

2>
configure the Enhanced Uplink in CELL_FACH state and Idle mode as specified in subclause 8.5.45.
1>
for TDD; or 

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
use the transport format set given in system information;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
if variable READY_FOR_COMMON_EDCH is set to FALSE:

3>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "RACH" in the UL; and

3>
if variable H_RNTI and variable C_RNTI are set:

4>
start to receive HS-DSCH according to the procedure in subclause 8.5.36.

3>
else:

4>
clear variable C_RNTI and delete any stored C-RNTI value;

4>
clear variable H_RNTI and delete any stored H-RNTI value;

4>
clear any stored IE "HARQ Info".

2>
else:

3>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type "E-DCH" in the UL; and

3>
if the IEs "new Primary E-RNTI", "new H-RNTI" and "new C-RNTI" are included:

4>
store the "new Primary E-RNTI" according to subclause 8.6.3.14;

4>
store the "new H-RNTI" according to subclause 8.6.3.1b;

4>
store the "new C-RNTI" according to subclause 8.6.3.9;

4>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

3>
else:

4>
clear variable C_RNTI and delete any stored C-RNTI value;

4>
clear variable H_RNTI and delete any stored H-RNTI value;

4>
clear variable E_RNTI and delete any stored E-RNTI value; 

4>
clear any stored IE "HARQ Info";

4>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
ignore that IE and stop using DRX.

1>
if the contents of the variable C_RNTI is empty:

2>
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

2>
when the cell update procedure completed successfully:

3>
if the UE is in CELL_PCH or URA_PCH state:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

4>
proceed as below.

If the UE was in CELL_FACH state upon reception of the reconfiguration message and remains in CELL_FACH state, the UE shall:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency;

2>
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

7>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:
8> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

7> else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
when the cell update procedure completed successfully:

4>
if the UE is in CELL_PCH or URA_PCH state:

5>
if variable READY_FOR_COMMON_EDCH is set to TRUE:

6>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

5>
else:

6>
if variable H_RNTI and variable C_RNTI are set:
7> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

6> else:

7>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2>
or:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
when the cell update procedure completed successfully:

5>
if the UE is in CELL_PCH or URA_PCH state:

6>
if variable READY_FOR_COMMON_EDCH is set to TRUE: 

7>
move to CELL_FACH state as per subclause 8.5.47 and proceed as below.

6>
else:

7>
if variable H_RNTI and variable C_RNTI are set:
8> move to CELL_FACH state as per sub-clause 8.5.40 and proceed as below.

7> else:

8>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission" and proceed as below.

If after state transition the UE leaves CELL_FACH state, the UE shall:

1>
stop timer T305.

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall:

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;
1>
if the IE "UTRAN DRX cycle length coefficient" is not included in the same message:

2>
set the variable INVALID_CONFIGURATION to TRUE.

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
if the received reconfiguration message included the IE "Downlink counter synchronisation info"; or

1>
if the received reconfiguration message is a RADIO BEARER RECONFIGURATION and the IE "New U-RNTI" is included:

2>
if the variable PDCP_SN_INFO is empty:

3>
configure the corresponding RLC entity for all AM and UM radio bearers and AM and UM signalling radio bearers except RB2 to "stop".

2>
else:

3>
configure the RLC entity for signalling radio bearers RB1, RB3 and RB4 to "stop";

3>
configure the RLC entity for UM and AM radio bearers for which the IE "PDCP SN Info" is not included to "stop".

2>
re-establish the RLC entity for RB2;

2>
for the downlink and the uplink, apply the ciphering configuration as follows:

3>
if the received re-configuation message included the IE "Ciphering Mode Info":

4> use the ciphering configuration in the received message when transmitting the response message.

3>
if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because the activation times not having been reached:

4>
if the previous SECURITY MODE COMMAND was received due to new keys being received:

5>
consider the new ciphering configuration to include the received new keys;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 as indicated in subclause 8.1.12.3.1.

4>
else if the ciphering configuration for RB2 from a previously received SECURITY MODE COMMAND has not yet been applied because of the corresponding activation times not having been reached and the previous SECURITY MODE COMMAND caused a change in LATEST_CONFIGURED_CN_DOMAIN:

5>
consider the new ciphering configuration to include the keys associated with the LATEST_CONFIGURED_CN_DOMAIN;

5>
initialise the HFN component of the uplink COUNT-C and downlink COUNT-C of SRB2 to the most recently transmitted IE "START list" or IE "START" for the LATEST_CONFIGURED_CN_DOMAIN at the reception of the previous SECURITY MODE COMMAND.

4>
apply the new ciphering configuration immediately following RLC re-establishment.

3>
else:

4>
continue using the current ciphering configuration.
2>
set the new uplink and downlink HFN component of COUNT-C of RB2 to MAX(uplink HFN component of COUNT-C of RB2, downlink HFN component of COUNT-C of RB2);

2>
increment by one the downlink and uplink values of the HFN of COUNT-C for RB2;

2>
calculate the START value according to subclause 8.5.9;

2>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

2>
if the variable START_VALUE_TO_TRANSMIT is set:

3>
include and set the IE "START" to the value of that variable.

2>
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info".

2>
if the received reconfiguration message caused a change in the RLC PDU size, a change from flexible to fixed RLC PDU size or a change of the RLC LI size for any RB using RLC-AM:

3>
calculate the START value according to subclause 8.5.9;

3>
include the calculated START values for the CN domain associated with the corresponding RB identity in the IE "START list" in the IE "Uplink counter synchronisation info".

1>
if the received reconfiguration message contained the IE "Ciphering mode info" or contained the IE "Integrity protection mode info":

2>
set the IE "Status" in the variable SECURITY_MODIFICATION for all the CN domains in the variable SECURITY_MODIFICATION to "Affected".
1>
if the received reconfiguration message contained the IE "Ciphering mode info":

2>
if the reconfiguration message is not used to perform SRNS relocation or a handover from GERAN Iu mode with change of ciphering algorithm:

3>
the UE behaviour is not specified.
2>
if the message is used to perform a timing re-initialised hard handover:

3>
if IE "Ciphering activation time for DPCH" is included:

4>
the UE behaviour is not specified.

2>
else:

3>
if the reconfiguration message is used to setup radio bearer(s) using RLC-TM; or

3>
if radio bearer(s) using RLC-TM already exist:
4>
if IE "Ciphering activation time for DPCH" is not included:

5>
the UE behaviour is not specified.

1>
if the received reconfiguration message contained the IE "Integrity Protection mode info":

2>
if the reconfiguration message is not used to perform SRNS relocation or a handover from GERAN Iu mode:

3>
the UE behaviour is not specified.
1>
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

2>
if prior to this procedure there exist no transparent mode RLC radio bearers:

3>
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

3>
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

4>
include the IE "COUNT-C activation time" and specify a CFN value for this IE that is a multiple of 8 frames (CFN mod 8 = 0) and lies at least 200 frames ahead of the CFN in which the response message is first transmitted.

NOTE:
UTRAN should not include the IE "Ciphering mode info" in any reconfiguration message unless it is also used to perform an SRNS relocation with change of ciphering algorithm.

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
if the variable PDCP_SN_INFO is not empty:

2>
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO.

1>
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

2>
set the IE "Uplink Timing Advance" according or the IE "Extended UL Timing Advance" to subclause 8.6.6.26.

1>
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

2>
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message.

1>
if IE "RRC state indicator" is set to "CELL_DCH":

2>

if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

2>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

2>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

3>
include IE "Deferred measurement control reading".

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
if the IE "Deferred measurement control reading" was included in the response message:

2>
clear the variable CELL_INFO_LIST.
If after state transition the UE enters URA_PCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2>
if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
proceed as below.
1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

1>
prohibit periodical status transmission in RLC;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI;

2>
remove any H-RNTI from MAC;

2>
clear the variable H_RNTI;

2>
clear any stored IEs "HARQ Info".

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included:

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
clear variable C_RNTI and delete any stored C-RNTI value;

2>
clear variable H_RNTI and delete any stored H-RNTI value;

2>
clear any stored IE "HARQ Info";

2>
reset the MAC-ehs entity [15];

2>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive paging on the HS-DSCH mapped on the HS-PDSCH selected by the UE according to the procedures in subclause 8.5.40.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
if the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 are fulfilled after cell selection:

2>
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

2>
when the URA update procedure is successfully completed:

3>
the procedure ends.

If after state transition the UE enters CELL_PCH state from CELL_DCH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2>
else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4].

2> 
if the UE finds a suitable UTRA cell on the current frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on the current frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
if IE "New C-RNTI" is not included:

3>
clear variable H_RNTI and delete any stored H-RNTI value;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15].

2>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive PCCH or DCCH and DTCH on the HS-DSCH according to the procedures in subclause 8.5.40.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

If after state transition the UE enters CELL_DCH state from CELL_FACH or from CELL_PCH state:

1>
if the IE "Default DPCH Offset Value" is not included:

2>
the UE behaviour is not specified.

If after state transition the UE enters CELL_PCH state from CELL_FACH state, the UE shall, after the state transition and transmission of the response message:

1>
if the IE "Frequency info" is included in the received reconfiguration message:

2>
select a suitable UTRA cell according to [4] on that frequency.

2> 
if the UE finds a suitable UTRA cell on that frequency:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

4>
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

4>
proceed as below.

2> else, if the UE can not find a suitable UTRA cell on that frequency but it finds a suitable UTRA cell on another frequency:

3>
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

3>
proceed as below.

1>
if the IE "Frequency info" is not included in the received reconfiguration message:

2>
if the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) is included the UE shall either:

3>
ignore the content of the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD) and proceed as below;

2>
or:

3>
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CPCH info" (for TDD), and it is different from the current cell:

4> initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

4> proceed as below.

1>
prohibit periodical status transmission in RLC;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS;

1>
for TDD; or

1>
for FDD, if the UE does not support HS-DSCH reception; or

1>
if the IE "HS-DSCH paging system information" is not included in System Information Block type 5 or System Information Block type 5bis:

2>
select Secondary CCPCH according to subclause 8.5.19;

2>
take the actions related to the HS_DSCH_RECEPTION_GENERAL variable as described in subclause 8.5.37a.

1>
else:

2>
if IE "New C-RNTI" is not included:

3>
clear variable C_RNTI and delete any stored C-RNTI value;

3>
clear variable H_RNTI and delete any stored H-RNTI value;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15].

2>
monitor its paging occasions on the selected PICH determined according to subclauses 8.6.3.1a, 8.6.3.2 and 8.5.39 and receive PCCH or DCCH and DTCH on the HS-DSCH according to the procedures in subclause 8.5.40.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

2>
use the values in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2.

1>
the procedure ends.

/********** end of second change     ********/
8.5.40
HS_DSCH Reception in CELL_PCH and URA_PCH (FDD only)
When the IE "HS-DSCH paging system information" is included in System Information Block type 5 or System Information Block type 5bis and the UE is in CELL_PCH or URA_PCH state, the UE shall:

1>
set the variable HS_DSCH_RECEPTION_GENERAL to TRUE;

1>
if variable H_RNTI and variable C_RNTI are set:
2>
if the UE is in CELL_PCH state:

3>
use the value of the variable H_RNTI as UE identity in the HS-SCCH reception procedure in the physical layer for DCCH or DTCH reception; and
3>
for BCCH reception perform HS-DSCH reception procedures by listening to the first indexed HS-SCCH code listed in the IE "HS-SCCH channelisation code" with "BCCH specific H-RNTI" as received in IE "HS-DSCH common system information" from System Information Block type 5 or System Information Block type 5bis.

3>
if the UE detects the value of the variable H_RNTI in the HS-SCCH reception procedure:

4>
initiate the measurement report procedure as specified in subclause 8.4.2;

4>
move to CELL_FACH;

4>
stop timer T319 if it is running.
3>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

4>
initiate the measurement report procedure as specified in subclause 8.4.2;
4>
move to CELL_FACH state;

4>
stop timer T319 if it is running.
2>
if the UE is in URA_PCH state:

3>
clear the variable H_RNTI;

3>
clear the variable C_RNTI;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15];

3>
perform the HS-DSCH reception procedure according to IE "HS-DSCH paging system information" as received in System Information Block type 5 or System Information Block type 5bis:

4>
receive the HS-PDSCH applying scrambling code as received in the IE "DL Scrambling code" and channelisation code selected according to 8.5.41 in "Number of PCCH transmissions" consecutive TTIs and use the Transport block sizes indexed in the IE "Transport Block Size List" for demultiplexing of upper layer PDUs from transport blocks delivered from the physical layer on HS-DSCH, as described in [29].

1>
else:

2>
if variable H_RNTI or variable C_RNTI are set:

3>
clear the variable H_RNTI;

3>
clear the variable C_RNTI;

3>
clear any stored IE "HARQ Info";

3>
reset the MAC-ehs entity [15].

2>
perform the HS-DSCH reception procedure according to IE "HS-DSCH paging system information" as received in System Information Block type 5 or System Information Block type 5bis, receive the HS-PDSCH applying:

3>
a scrambling code as received in the IE "DL Scrambling code";

3>
a channelisation code selected according to 8.5.41 in "Number of PCCH transmissions" consecutive TTIs;

3>
the Transport block sizes indexed in the IE "Transport Block Size List" for demultiplexing of upper layer PDUs from transport blocks delivered from the physical layer on HS-DSCH, as described in [29]; and

3>
configure the physical layer to use a virtual IR buffer size of at least 1608 bits for HS-DSCH transmissions.

8.5.47
Actions related to READY_FOR_COMMON_EDCH variable (FDD only)
The variable READY_FOR_COMMON_EDCH shall be set to TRUE only when all the following conditions are met: 

1>
if the UE is in CELL_FACH state or in Idle mode:

2>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode;

2>
the IE "HS-DSCH common system information" is included in system information block type 5 or 5bis;

2>
the IE "Common E-DCH system info" is included system information block type 5 or 5bis.

1>
if the UE is in CELL_PCH state: 

2>
the UE supports E-DCH transmission in CELL_FACH state and Idle mode; 

2>
the IE "HS-DSCH paging system information" is included in system information block type 5 or 5bis;

2>
the IE "Common E-DCH system info" is included system information block type 5 or 5bis;

2>
variable H-RNTI is set;

2>
variable E_RNTI is set;

2>
variable C_RNTI is set.

If any of the above conditions is not met and the variable READY_FOR_COMMON_EDCH is set to TRUE, the UE shall:

1>
set the variable READY_FOR_COMMON_EDCH to FALSE;

1>
if in CELL_FACH, CELL_PCH, URA_PCH state or in Idle mode:

2>
clear variable E-RNTI;

2>
reset the MAC-is/i entity [15];

2>
if in connected mode and System Information Block type 6 is indicated in System Information Block type 5 or 5bis as used in the cell:

3>
replace the TFS of the RACH with the one stored in the UE if any;

3>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink if UE is in CELL_FACH state. If the IE "PRACH info" is not included in System Information Block type 6, the UE shall read the corresponding IE(s) in System Information Block type 5 or System Information Block type 5bis and use that information to configure the PRACH;

3>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" when associated PRACH is used. If the IE "AICH info" is not included in System Information Block type 6, the UE shall read the corresponding IE in System Information Block type 5 or System Information Block type 5bis and use that information (FDD only);
3>
if the IE "Additional Dynamic Transport Format Information for CCCH" is included for the selected RACH:
4>
use this transport format for transmission of the CCCH (FDD only).

3>
else:

4>
use the first instance of the list of transport formats as in the IE "RACH TFS" for the used RACH received in the IE "PRACH system information list" when using the CCCH (FDD only).
2>
else:

3>
replace the TFS of the RACH with the one stored in the UE if any;

3>
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" in System Information Block type 5 or 5bis be the default in uplink for the PRACH if UE is in CELL_FACH state;

3>
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" in System Information Block type 5 or 5bis when given allocated PRACH is used;

3>
if the IE "Additional Dynamic Transport Format Information for CCCH" is included in System Information Block type 5 or 5bis for the selected PRACH:

4>
use this transport format for transmission of the CCCH.

3>
else:

4>
use the first instance of the list of transport formats as in the IE "RACH TFS" in System Information Block type 5 or 5bis for the used RACH received in the IE "PRACH system information list" in System Information Block type 5 or 5bis when using the CCCH.

If variable READY_FOR_COMMON_EDCH is set to TRUE:

1>
if the UE is in CELL_PCH state; and

1>
if the UE has uplink RLC data PDU or uplink RLC control PDU on RB1 or upwards to transmit:

2>
move the UE to CELL_FACH state.
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