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10.3.6.9a
Common E-DCH system info

· NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PRACH preamble control parameters (for Enhanced Uplink)
	MP
	
	PRACH preamble control parameters (for Enhanced Uplink) 10.3.6.54a
	Control parameters of the physical signal. 
	REL-8

	Common E-DCH MAC-d flows
	MP
	
	Common E-DCH MAC-d flows 10.3.5.3b
	
	REL-8

	Initial Serving grant value
	MP
	
	Integer (0..37)
	(0..37) indicates E-DCH serving grant index as defined in [15].
	REL-8

	E-DCH Transmission Time Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-8

	E-AGCH Info
	MP
	
	E-AGCH Info 10.3.6.100
	
	REL-8

	HARQ info for E-DCH
	MP
	
	HARQ info for E-DCH 10.3.5.7d
	
	REL-8

	Uplink DPCH power control info
	MP
	
	Uplink DPCH power control info for Common E-DCH 10.3.6.91a
	
	REL-8

	E-DPCCH info
	MP
	
	E-DPCCH Info 10.3.6.98
	
	REL-8

	E-DPDCH info
	MP
	
	E-DPDCH info 10.3.6.99
	
	REL-8

	Maximum E-DCH resource allocation for CCCH
	MP
	
	Enumerated (8, 12, 16, 24, 32, 40, 80, 120)
	In terms of TTIs.
	REL-8

	Additional E-DCH transmission back off 
	MP
	
	Integer (0..7)
	In terms of TTIs.
	REL-8

	Maximum period for collision resolution phase
	MP
	
	Integer (8..24)
	In terms of TTIs.
	REL-8

	E-DCH transmission continuation back off
	MP
	
	Enumerated (0, 8, 16, 24, 40, 80, 120, infinity)
	In terms of TTIs. If set to "infinity", implicit common E-DCH resource release is disabled.
	REL-8

	Measurement Feedback Info
	OP
	
	Measurement Feedback Info 10.3.6.40a
	
	REL-8

	Common E-DCH Resource Configuration information list
	MP
	1 to <maxEDCHs>
	
	
	REL-8

	>Soffset
	MP
	
	Integer(0..9)
	(0..9) indicates symbol offset as defined in [26]
	REL-8

	> Initial Serving grant value
	MP
	
	Integer (0..37)
	(0..37) indicates E-DCH serving grant index as defined in [15].
	REL-8

	>F-DPCH Code number
	MP
	
	Integer (0..255)
	
	REL-8

	>E-RGCH Information
	OP
	
	E-RGCH Info

10.3.6.102
	
	REL-8

	>E-HICH info
	MP
	
	E-HICH info 10.3.6.101
	
	REL-8

	>Uplink DPCH code info
	MP
	
	Uplink DPCH code info for Common E-DCH 10.3.6.87b
	
	REL-8


--------------ASN.1--------------
<< snip-snap: extract from Common E-DCH system info(10.3.6.9a), 


Move of initialServingGrantValue from CommonEDCHSystemInfo to Common-E-DCH_ResourceInfoList >>
Common-E-DCH-ResourceInfoList ::=
SEQUENCE {


s-offset






INTEGER (0..9),


initialServingGrantValue


INTEGER (0..37),

    f-dpch-ChannelisationCodeNumber

INTEGER (0..255),


e-RGCH-Information




E-RGCH-Information




OPTIONAL,


e-hich-Info






E-HICH-Information,


ul-DPCH-CodeInfoForCommonEDCH

UL-DPCH-CodeInfoForCommonEDCH

}

CommonEDCHSystemInfo ::=


SEQUENCE {


prach-PreambleForEnhancedUplink


PRACH-PreambleForEnhancedUplink,


common-E-DCH-MAC-d-Flows



Common-E-DCH-MAC-d-Flows,


initialServingGrantValue



INTEGER (0..37),


e-dch-TTI







E-DCH-TTI,


e-agch-Information





E-AGCH-Information,


harq-Info







ENUMERATED { rv0, rvtable },


ul-DPCHpowerControlInfoForCommonEDCH
UL-DPCHpowerControlInfoForCommonEDCH,


e-dpcch-Info






E-DPCCH-Info-r7,


e-dpdch-Info






E-DPDCH-Info-r7,

additional-E-DCH-TransmitBackoff

INTEGER (0..15),


max-CCCH-ResourceAllocation



ENUMERATED { 













tti8, tti12, tti16, tti24, tti32, tti40,













tti80, tti120 },


max-PeriodForCollisionResolution

INTEGER (4..24),


e-dch-TransmitContinuationOffset

ENUMERATED {













tti0, tti8, tti16, tti24, tti40, tti80,













tti120, infinity },


measurement-Feedback-Info



Measurement-Feedback-Info



OPTIONAL,


common-E-DCH-ResourceInfoList


SEQUENCE (SIZE (1..maxEDCHs)) OF













Common-E-DCH-ResourceInfoList

}

<< end of Move of initialServingGrantValue from CommonEDCHSystemInfo to Common-E-DCH_ResourceInfoList >>
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