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Introduction

The attached TP correct the definition to csg-Indication in  the spec 36.331.
References

[1]  36.331 V8.3.0
Text Proposal for TS 36.331

The proposed changes are relative to TS36.331 v8.3.0.
1st Change begin

5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

	SystemInformationBlockType1 field descriptions

	cellReservedForOperatorUse

As defined in TS 36.304 [4]

	trackingAreaCode

Common TAC for all the PLMNs listed

	cellBarred

‘Barred’ means barred for all calls, as defined in TS 36.304 [4]

	intraFrequencyCellReselection

FFS if needed

	cellReservationExtension

As defined in TS 36.304 [4]

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if the CSG identity matches an entry in the ‘white list’ that the UE has stored

	q-Rxlevmin

Actual value Qrxlevmin = IE value * 2   

RSRP [dBm]

FFS within cellSelectionInfo

	q-Rxlevminoffset

Actual value Qrxlevminoffset = IE value * 2   [dB]

FFS within cellSelectionInfo

	frequencyBandIndicator

Defined in [36.101].

	schedulingInformation



	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInformation list.

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. 

	systemInformationValueTag

Common for all SIs


	Conditional presence
	Explanation

	CellBarred
	The IE is mandatory present if the IE cellBarred is set to TRUE; otherwise the IE is not needed.


1st Change End
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