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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1 Scope

Editor’s Note:  This section will describe the scope of the document:  Stage 2 descriptions that capture Release 8 agreements for UTRA Home Node B, and, where appropriate, the reasons behind those agreements.   
2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications"
[2]
3GPP TS 25.304:  “UE procedures in idle mode and procedures for cell reselection in connected mode”
[3]
3GPP TS 25.331:  “Radio Resource Control (RRC) protocol specification”
3 Definitions, symbols and abbreviations

3.1 Definitions

Editor’s Note:  This section will list the terms and definitions used in this document. 

3.2 Abbreviations
Editor’s Note:  This section will list the abbreviations used in this document. 

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

AS
Access Stratum

BCCH
Broadcast Control Channel

CM
Connection Management

CN
Core Network

CSG
Closed Subscriber Group 
DRX
Discontinuous Reception

DSCH
Downlink Shared Channel

FDD
Frequency Division Duplex

GC
General Control (SAP)

GPRS
General Packet Radio Service

GSM
Global System for Mobile Communications

HCS
Hierarchical Cell Structure
HNB
Home NodeB
IMSI
International Mobile Subscriber Identity 

MBMS
Multimedia Broadcast-Multicast Service
MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code 

MCCH
MBMS point-to-multipoint Control Channel

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code 

MSCH
MBMS point-to-multipoint Scheduling Channel

MTCH
MBMS point-to-multipoint Traffic Channel

NAS
Non-Access Stratum 

NI
(MBMS) Notification Indicator

PCH
Paging Channel

PI

Page Indicator

PICH
Page Indication Channel

PLMN
Public Land Mobile Network

RAT
Radio Access Technology

RRC
Radio Resource Control

SAP
Service Access Point

TDD
Time Division Duplex 

TMGI
Temporary Mobile Group Identity

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

4 Overview
Editor’s Note:  This section will provide an overview of the CSG mobility procedures, including an introduction to the CSG concept and a high level description of UE access control. 
Editor’s Note:  Does this section need to specify AS – NAS functional division?   For a Stage 2 TS, it may be more appropriate to leave the description high level, and not duplicate 25.304 regarding the AS – NAS functional specification?  
5 CSG Identification  
 Editor’s Note:  This section will describe the identifiers associated with CSG, such as CSG-ID and HNB-ID, their usage and how they are signalled.
6 Selection of CSG Identity
Editor’s Note:  This section will describe the CSG selection procedure.
6.1 Manual Selection of CSG Identity
Editor’s Note:  This sub-section will describe manual selection of the CSG. 

Editor’s Note:  Do we need a section 6.2 to cover Automatic Selection of CSG Cell?  The procedure would be the same as Initial Cell Selection and Stored Information Cell Selection in 25.304, but with the caveat that the UE only selects to a CSG cell whose Cell ID is in its CSG List.
7 CSG Cell Reselection 
Editor’s Note:  This section will describe the CSG cell reselection procedures.   This section will capture any agreements for CSG cell reselection in Idle Mode and the following states in RRC Connected Mode: Cell_PCH, URA_PCH, and Cell_FACH.
7.1 Measurement Rules for CSG Cells
Editor’s Note:  This sub-section will provide the measurement rules for CSG cells.  
7.2 Reselection to CSG Cell
Editor’s Note:  This sub-section will describe the cell reselection procedures to a CSG cell from a non-CSG cell.
7.2.1 Criteria for Intra-frequency Cell Reselection
 Editor’s Note:  This sub-section will describe the evaluation criteria for intra-frequency reselection to a CSG cell from a non-CSG cell.
7.2.2 Criteria for Inter-frequency Cell Reselection

 Editor’s Note:   This sub-section will describe the evaluation criteria for inter-frequency reselection to a CSG cell from a non-CSG cell.

7.3 Reselection from CSG Cell
 Editor’s Note:  This sub-section will describe the cell reselection procedures from a CSG Cell to a non-CSG cell.
7.3.1 Criteria for Intra-frequency Cell Reselection
 Editor’s Note:  This sub-section will describe the evaluation criteria for intra-frequency reselection from a CSG cell to a non-CSG cell.

7.3.2 Criteria for Inter-frequency Cell Reselection
Editor’s Note:   This sub-section will describe the evaluation criteria for inter-frequency reselection from a CSG cell to a non-CSG cell. 
.  
7.3.3 Criteria for Inter-RAT Cell Reselection
 Editor’s Note:  This sub-section will describe the evaluation criteria for reselection from a CSG cell to a GSM cell.

7.4 Reselection from CSG Cell to CSG Cell
 Editor’s Note:  This sub-section will describe the cell reselection procedure from a CSG Cell to a CSG cell within the same CSG.
7.5 Parameters for CSG Cell Reselection
 Editor’s Note:  This sub-section will describe the CSG cell reselection parameters and where they are signalled.  
8 CSG Cell Handover 
Editor’s Note:  This section will describe the handover procedures in the Cell_DCH state of the RRC Connected Mode.  
8.1 Handover to CSG Cell
Editor’s Note:  This sub-section will state handover to a CSG cell is not within the scope of R8.  

8.2 Handover from CSG Cell
Editor’s Note:  This sub-section will describe the handover procedure from a CSG cell to a non-CSG cell.
8.3 Handover from CSG Cell to CSG Cell
Editor’s Note:  This sub-section will state handover from a CSG cell to another CSG cell is not within the scope of R8.
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