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	1. Compile a PDCP status report only if there is at least one out-of-sequence PDCP SDU received from lower layers.
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FIRST MODIFIED SECTION

5.3
PDCP Status Report

5.3.1
Transmit operation

When upper layers indicate that a handover has occurred, for radio bearers that are mapped on RLC AM, the UE shall:

-
if the radio bearer is configured by upper layers to send a PDCP status report in the uplink, and if the Flush_Timer is running and if there is at least one out-of-sequence PDCP SDU received from lower layers, compile a status report as indicated below after processing the PDCP Data PDUs that are received from lower layers due to the re-establishment of the lower layers as specified in the subclause 5.2.2.1, and submit it to lower layers as the first PDCP PDU for the transmission, by:

-
setting the FMS field to the PDCP SN of the first missing PDCP SDU;

-
allocating a Bitmap field of length in bits equal to the number of PDCP SNs from and not including the first missing PDCP SDU up to and including the last out-of-sequence PDCP SDUs, rounded up to the next multiple of 8;

-
setting as ‘0’ in the corresponding position in the bitmap field for all PDCP SDUs that have not been received as indicated by lower layers, and optionally PDCP SDUs for which decompression have failed;

-
indicating in the bitmap field as ‘1’ for all other PDCP SDUs.

SECOND MODIFIED SECTION

6.2.6
PDCP Control PDU for PDCP status report 

Figure 6.2.6.1 shows the format of the PDCP Control PDU carrying data from the user plane for PDCP status report with a 12 bits SN.
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Figure 6.2.6.1: PDCP Data PDU format for PDCP status report

END OF SECOND MODIFIED SECTION
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