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1.
Introduction
It has been discovered that the measurement report mapping of RSRQ in TS 36.133 is erroneous. The value range after mapping should be 0 to 34 instead of 0 to 33 as currently specified. A CR has been written in RAN4 to correct this, see ‎[3].TS 36.331 needs to be updated accordingly.
The value ranges for the parameters s-Measure, timeToTrigger and reportInterval are currently not defined in TS 36.331. 
For s-Measure the same range as the reporting range of RSRP as defined in TS 36.133 is proposed, since s-Measure is only checked against RSRP.
For timeToTrigger the same range as for UTRAN, as specified in TS 25.331, with a few exceptions, is proposed to be used. The exceptions are the following substitutions made, 60 ms to 64 ms, 120 ms to 128 ms, 240 ms to 256 ms and 5000 ms to 5120 ms, to be more aligned with the DRX cycle values. 
For reportInterval the lower values proposed are multiples of 40ms (important for delay sensitive services, VoIP) while the higher values are suitable for PM statistics for UEs with long DRX and inactive UEs. 
A text proposal on the proposed changes follows.
2. Text proposal  
MeasuredResults information element
-- ASN1START

MeasuredResults ::=




SEQUENCE {


measId







MeasId,


measResultServing




SEQUENCE {



rsrpResult






INTEGER (0..96),



rsrqResult






INTEGER (0..34)


},

neighbouringMeasResults



CHOICE {



measResultListEUTRA




MeasResultListEUTRA,



measResultListUTRA




MeasResultListUTRA,



measResultListGERAN




MeasResultListGERAN,



measResultsCDMA2000




MeasResultsCDMA2000,



...


}

















OPTIONAL,


...

}

MeasResultListEUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


physicalCellIdentity



PhysicalCellIdentity,


globalCellIdentity




GlobalCellId-EUTRA


 

OPTIONAL,
measResultEUTRA





SEQUENCE {



rsrpResult






INTEGER (0..97)




OPTIONAL,



rsrqResult






INTEGER (0..34)




OPTIONAL,



...


}

}

MeasResultListUTRA ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


utra-CellIdentity




CHOICE {



cellIentityFDD





UTRA-FDD-CellIdentity,



cellIentityTDD





UTRA-TDD-CellIdentity


},


globalCellIdentity




GlobalCellId-UTRA


 

OPTIONAL,


measResultUTRA





SEQUENCE {



mode







CHOICE {




fdd 







SEQUENCE {




cpich-RSCP






INTEGER (-5..91)


OPTIONAL,




cpich-EcN0






INTEGER (0..49)


OPTIONAL,




...




},




tdd 







SEQUENCE {




pccpch-RSCP






INTEGER (0..91),




...




}








-- FFS


}

}

}

MeasResultListGERAN ::=



SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


geran-CarrierInfo




SEQUENCE {},









-- FFS


geran-CellIdentity




GERAN-CellIdentity,


globalCellIdentity




GlobalCellId-GERAN


 

OPTIONAL,


measResultGERAN





SEQUENCE {



rssi







BIT STRING (SIZE (6)),



...


}

}

MeasResultsCDMA2000 ::=



SEQUENCE {


hrpdPreRegistrationStatus


BOOLEAN,


measResultListCDMA2000



MeasResultListCDMA2000

}

MeasResultListCDMA2000 ::=


SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {


cdma2000-CellIdentity



CDMA2000-CellIdentity,


globalCellIdentity




GlobalCellId-CDMA2000

 

OPTIONAL,


measResultCDMA2000




SEQUENCE {



pilotPnPhase





INTEGER
(0..32767)



OPTIONAL,



pilotStrength





INTEGER (0..63),



...


}

}

-- ASN1STOP

MeasurementConfiguration information element
-- ASN1START

MeasurementConfiguration ::=

SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need OC


measObjectToAddModifyList


MeasObjectToAddModifyList


OPTIONAL,
-- Need OC


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need OC


reportConfigToAddModifyList


ReportConfigToAddModifyList


OPTIONAL,
-- Need OC


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need OC


measIdToAddModifyList



MeasIdToAddModifyList



OPTIONAL,
-- Need OC


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need OC


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need OC


s-Measure






INTEGER (-140..-44)




OPTIONAL,   -- Need OC

hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo


OPTIONAL, 
-- Need OP


mbsfn-NeighbourCellConfig


SEQUENCE {}





OPTIONAL, -- 2-bit field FFS

speedDependentParameters


SEQUENCE {



mobilityStateParameters



MobilityStateParameters,



speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters

}

















OPTIONAL,
-- Need OC


...

}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId

}

MeasIdToAddModifyList ::=


SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId

}

MeasObjectToAddModifyList ::=

SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId

}

ReportConfigToAddModifyList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigEUTRA




ReportConfigEUTRA,



reportConfigInterRAT



ReportConfigInterRAT


}

}

-- ASN1STOP

	MeasurementConfiguration field descriptions

	measObjectToRemoveList

List of measurement objects to remove.

	measObjectToAddModifyList

List of measurement objects to add/ modify.

	measObjectId

Used to identify a measurement object configuration.

	measObject

Specifies measurement object configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	reportConfigToAddModifyList

List of measurement reporting configurations to add/ modify.

	reportConfigId

Used to identify a measurement reporting configuration.

	reportConfig

Specifies measurement reporting configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	measIdToRemoveList

List of measurement identities to remove.

	measIdToAddModifyList

List of measurement identities to add/ modify.

	measId

Used to link a measurement object to a reporting configuration.

	quantityConfig

Specifies measurement quantities for UTRA, GERAN, or CDMA2000 and L3 filtering coefficients for E‑UTRA, UTRA or GERAN measurements.

	measGapConfig

Used to configure measurement gap pattern and control activation/ deactivation of measurement gaps.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value in dBm.

	hrpd-PreRegistrationInfo
The HRPD Pre-Registration Information tells the UE if it should pre-register with the HRPD network and identifies the Pre-registration zone to the UE.

	mbsfn-NeighbourCellConfig

Parameter: Neighbour-cell configuration [RAN1 spec; cf. RAN2-59: R2-073598; FFS]


VarMeasurementConfiguration UE variable
-- ASN1START

VarMeasurementConfiguration ::=

SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModifyList



OPTIONAL,


-- Measurement objects


measObjectList





MeasObjectToAddModifyList


OPTIONAL,


-- Reporting configurations


reportConfigList




ReportConfigToAddModifyList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,


s-Measure






INTEGER (-140..-44)




OPTIONAL,


cdma2000-SystemTimeInfo



CDMA2000-SystemTimeInfo



OPTIONAL,


mbsfn-NeighbourCellConfig


SEQUENCE {}





OPTIONAL, -- 2-bit field FFS

speedDependentParameters


SEQUENCE {



mobilityStateParameters



MobilityStateParameters,



speedDependentScalingParameters

ConnectedModeSpeedDependentScalingParameters


}

}

-- ASN1STOP

ReportConfigEUTRA
The IE ReportConfigEUTRA specifies criteria for triggering of an E‑UTRA measurement reporting event. The E‑UTRA measurement reporting events are labelled AN with N equal to 1, 2 and so on.

Event A1:
Serving becomes better than absolute threshold;

Event A2:
Serving becomes worse than absolute threshold;

Event A3:
Neighbour becomes amount of offset better than serving;

Event A4:
Neighbour becomes better than absolute threshold;

Event A5:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

ReportConfigEUTRA information element
-- ASN1START

ReportConfigEUTRA ::=



SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventA1







SEQUENCE {






a1-Threshold





ThresholdEUTRA





},





eventA2







SEQUENCE {






a2-Threshold





ThresholdEUTRA





},





eventA3







SEQUENCE {






a3-Offset






INTEGER (-30..30)





},





eventA4







SEQUENCE {






a4-Threshold





ThresholdEUTRA





},





eventA5







SEQUENCE {






a5-Threshold1





ThresholdEUTRA,






a5-Threshold2





ThresholdEUTRA





},





...




},




hysteresis






INTEGER (0..30),

timeToTrigger








ENUMERATED {ttt0, ttt10, ttt20, ttt40, ttt64, 














ttt80, ttt100, ttt128, ttt160, ttt200, ttt256,














ttt320, ttt640, ttt1280, ttt2560, 














ttt5120}


},



periodical







SEQUENCE {



purpose








CHOICE {




reportStrongestCells




NULL,





reportCGI







NULL



}



}


},


triggerQuantity





ENUMERATED {rsrp, rsrq},


reportQuantity





ENUMERATED {sameAsTriggerQuantity, both},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ENUMERATED {












ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120,












ms10240}




OPTIONAL,
-- Cond Periodic


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

...

}

ThresholdEUTRA ::=




CHOICE{


threshold-RSRP





INTEGER(0..97),


threshold-RSRQ





INTEGER(0..34)

}

-- ASN1STOP

	ReportConfigEUTRA field descriptions

	eventId

Choice of E‑UTRA event triggered reporting criteria.

	aN-ThresholdM

Threshold to be used in EUTRA measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M.

	a3-Offset

Offset value to be used in EUTRA measurement report triggering condition for event a3. The actual value is IE value * 0.5 dB.

	triggerQuantity 
The quantities used to evaluate the triggering condition for the event. The values rsrp and rsrq correspond to Reference Signal Received Power (RSRP) and Reference Signal Received Quality (RSRQ) [36.214].

	hysteresis

Hysteresis parameter for entering/ leaving measurement report triggering condition. The actual value is IE value * 0.5 dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value ttt0 corresponds to 0 ms, ttt10 corresponds to 10 ms, and so on.

	reportQuantity 
The quantities to be included in the measurement report. The value both means that both the rsrp and rsrq quantities are to be included in the measurement report

	maxReportCells
Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value ms120 corresponds to 120 ms, ms240 to 240 ms and so on.

	reportAmount
Number of measurement reports applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case reportCGI is set to ‘TRUE’ only value 1 applies.

	ThresholdEUTRA

For RSRP: The actual threshold value is IE value – 140 dBm. Integer value according to mapping table in [16]

For RSRQ: The actual threshold value is (IE value – 39)/2. Integer value according to mapping table in [16]


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case triggerType is set to ‘periodical’; otherwise it is optional, 


ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events are labelled BN with N equal to 1, 2 and so on.

Event B1:
Neighbour becomes better than absolute threshold;

Event B2:
Serving becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.

The b1 and b2 event thresholds for CDMA are the CDMA pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5db, see [25] for details.

–
ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=


SEQUENCE {


triggerType






CHOICE {



event







SEQUENCE {




eventId







CHOICE {





eventB1







SEQUENCE {






b1-Threshold





CHOICE {







b1-Threshold-CDMA2000



INTEGER (0..63),







b1-Threshold-UTRA




ThresholdUTRA,






b1-Threshold-GERAN




ThresholdGERAN





}





},





eventB2







SEQUENCE {






b2-Threshold1





ThresholdEUTRA,






b2-Threshold2





CHOICE { 











b2-Threshold2-CDMA2000



INTEGER (0..63),







b2-Threshold2-UTRA




ThresholdUTRA,






b2-Threshold2-GERAN




ThresholdGERAN






}





},





...




},




hysteresis





INTEGER(0..30),

timeToTrigger







ENUMERATED {ttt0, ttt10, ttt20, ttt40, ttt64, 













ttt80, ttt100, ttt128, ttt160, ttt200, ttt256,













ttt320, ttt640, ttt1280, ttt2560, 













ttt5120}







},



periodical







SEQUENCE {




purpose








CHOICE {





reportStrongestCells




NULL,





reportStrongestCellsForSON



NULL,





reportCGI







NULL



}



}


},


maxReportCells





INTEGER (1..maxCellReport),


reportInterval





ENUMERATED {












ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120,












ms10240}




OPTIONAL,
-- Cond Periodic


reportAmount





ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},


...

}

ThresholdUTRA ::=




CHOICE{


thresholdUTRA-RSCP




INTEGER(-5..91),


thresholdUTRA-EcNO




INTEGER(0..49)

}

ThresholdGERAN ::= 



INTEGER (0..63)
-- ASN1STOP

	ReportConfigInterRAT field descriptions

	eventId

Choice of inter-RAT event triggered reporting criteria.

	bN-ThresholdM
Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	hysteresis

Hysteresis parameter for entering/leaving measurement report triggering condition. The actural value is IE value * 0.5 dB.

	timeToTrigger

Time during which specific criteria for the event needs to be met in order to trigger a measurement report. Value ttt0 corresponds to 0 ms, ttt10 corresponds to 10 ms, and so on.

	purpose

reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to ‘measObjectUTRA’ or ‘measObjectCDMA2000’

	maxReportCells

Max number of cells to include in the measurement report.

	reportInterval
If included, the UE performs periodical reporting with the indicated interval. Applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. Value ms120 corresponds to 120 ms, ms240 to 240 ms and so on.

	reportAmount
Number of measurement reports applicable for triggerType ‘event’ as well as for triggerType ‘periodical’. In case purpose is set to ‘reportCGI’ or ‘reportStrongestCellsForSON’ only value 1 applies. 

	ThresholdUTRA
For RSCP: The actual value is IE value – 115 dBm. Integer value according to mapping table in [29].

For EcNO: The actual value is (IE value – 49)/2 dB. Integer value according to mapping table in [29].

	ThresholdGERAN
The actual value is IE value – 110 dBm. . Integer value according to mapping table in [28].


	Conditional presence
	Explanation

	Periodic
	This IE is mandatory in case type is set to ‘periodical’; otherwise it is optional.
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