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1 Introduction

In current TS 36.331[1], the procedual description of access classes barred for emergency call is not entirely correct. So we propose to modify it.
2 Discussion
As specified in [2], the access classes barred is an optional function, which can be found as below:
4.1
Purpose

Under certain circumstances, it will be desirable to prevent UE users from making access attempts (including emergency call attempts) or responding to pages in specified areas of a  PLMN. Such situations may arise during states of emergency, or where 1 of 2 or more co-located PLMNs has failed.

Broadcast messages should be available on a cell by cell basis indicating the class(es) of subscribers barred from network access.

The use of this facility allows the network operator to prevent overload of the access channel under critical conditions.

It is not intended that access control be used under normal operating conditions.

It should be possible to differentiate access control between CS and PS domains. Details are specified in TS23.122[3] and TS25.304 [10]. Not all RATs need to support this functionality.

So if accessBarringInformation in SystemInformationBlockType2 is not present, all the kinds of calls are not barred (including emergency call). But in current TS 36.331[1], this is not specified for emergency call. So we propose to modify the procedual description.
Proposal: Correct the procedual description of access classes barred for emergency call in 36.331.
3 Conclusion
As discussed above, our proposals are shown below:
Proposal: Correct the procedual description of access classes barred for emergency call in 36.331.
The corresponding text proposal is provided in chapter 5.
4 Reference
[1] R2-085979, Latest updated CR to 36.331.
[2] 3GPP TS 22.011 v8.4.1.
5 Text Proposal to 36.331
Start of 1st modification:
5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE state.

Upon initiation of the procedure, the UE shall:

1>
If the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the accessBarringInformation:

3> if the accessClassBarringForEmergencyCalls is set to FALSE:

4> consider access to the cell as not barred;

3>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:
NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN

4> if the accessBarringInformation includes accessBarringForOriginatingCalls, and for all of the valid Access Classes for the UE, the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to TRUE:
5>
consider access to the cell as barred;

4> else:

5>
consider access to the cell as not barred;
3>
else:

4> consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;
1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForOriginatingCalls is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForOriginatingCalls:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForSignalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForSignalling is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForSignalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4, until explicitly receiving a configuration;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3, until explicitly receiving a configuration;

2> apply the default transport channel configuration as specified in 9.2.2, until explicitly receiving a configuration;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:
3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T303 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForOriginatingCalls:

T303= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends.
2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T305 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForSignalling:

T305= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends.
End of 1st modification
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