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1 Introduction

In current 36.331, there are some TDD IEs which need more clarification. In this contribution, some proposals are given to clarify these TDD IEs clear.
2 Proposals
2.1 Clarify IEs in SIB6

In SIB6, the utra-CarrierFreqList IE has been broken into two lists, one for FDD and one for TDD. So the field description should be corrected accordingly.

Proposal 1: Correct the field description of utra-CarrierFreqList IE.
2.2 Correct the editorial error in field description of PUCCH-Configuration IE

There are some places in the field descrioption of tddAckNackFeedbackMode IE which should be corrected.
Proposal 2: Correct the editorial errors in field description of tddAckNackFeedbackMode IE in PUCCH-Configuration IE.
2.3 Delete the need note in TDD-Configuration IE
There is a text note “-- need FFS” for parameter specialSubframePatterns. This note should be deleted as the parameter is mandatory present for TDD mode.
Proposal 3: Delete the need note for parameter specialSubframePatterns.

2.4 Correct the definitions and descriptions of parameters dl-Bandwidth and ul-Bandwidth in MobilityControlInformation IE
The enumerated values for parameters dl-Bandwidth and ul-Bandwidth are still FFS. They could be corrected according the definitions in MIB and SIB2. Also the field descriptions of them can be clarified accordingly.
Proposal 4: Correct the definitions and field descriptions of parameters dl-Bandwidth and ul-Bandwidth in MobilityControlInformation IE.

2.5 Clarify the parameter in UTRA-DL-CarrierFreq IE
The modes FDD and TDD described in the field description of uarfcn-DL IE should be clarified that they are UTRA FDD and UTRA TDD.
Proposal 5: Clarify the FDD and TDD in the field description of uarfcn-DL IE are UTRA FDD and UTRA TDD.

2.6 Correct the field descriptions of parameters in MeasObjectUTRA IE

The CellsToAddModifyList IE has been broken into two lists, one for UTRA FDD and one for UTRA TDD. The field descriptions about them should be added accordingly.

Proposal 6: Correct the field descriptions of parameters in MeasObjectUTRA IE.
2.7 Correct the editorial errors in the field descriptions of UE-EUTRA-Capability IE
Some of the parameters are related to UTRA, but in current specification, the descriptions about them are indicated for E-UTRA. These errors should be corrected.

Proposal 7: Correct the editorial errors in the field descriptions of UE-EUTRA-Capability IE.

3 Conclusion
This contribution gives following proposals:

Proposal 1: Correct the field description of utra-CarrierFreqList IE.
Proposal 2: Correct the editorial errors in field description of tddAckNackFeedbackMode IE in PUCCH-Configuration IE.
Proposal 3: Delete the need note for parameter specialSubframePatterns.

Proposal 4: Correct the definitions and field descriptions of parameters dl-Bandwidth and ul-Bandwidth in MobilityControlInformation IE.

Proposal 5: Clarify the FDD and TDD in the field description of uarfcn-DL IE are UTRA FDD and UTRA TDD.

Proposal 6: Correct the field descriptions of parameters in MeasObjectUTRA IE.
Proposal 7: Correct the editorial errors in the field descriptions of UE-EUTRA-Capability IE.

A text proposal is attached below according to these proposals above.
4 Reference
[1] R2-085979 Latest updated CR to 36.331
5 Text Proposal to 36.331 [1]
*************************************** Text Proposal1 begin **********************************
6.3.1
System information blocks
–
SystemInformationBlockType6

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.

Editor's note:
In accordance with TS 36.300, cell specific parameters are not included in this SIB.

SystemInformationBlockType6 information element
-- ASN1START

SystemInformationBlockType6 ::=

SEQUENCE {


utra-FDD-CarrierFreqList


UTRA-FDD-CarrierFreqList
OPTIONAL, 


-- Need OD


utra-TDD-CarrierFreqList


UTRA-TDD-CarrierFreqList
OPTIONAL, 


-- Need OD


t-ReselectionUTRA




INTEGER (0..7),


speedDependentScalingParameters 
SEQUENCE {



t-ReselectionUTRA-SF-Medium 

ENUMERATED {oDot25, oDot5, oDot75, lDot0}, 



t-ReselectionUTRA-SF-High 


ENUMERATED {oDot25, oDot5, oDot75, lDot0}


}















OPTIONAL,


-- need OD

...

}

UTRA-FDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL, -- Need FFS

threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

q-Qualmin






INTEGER (-24..0),


-- need and value range FFS

...

}

UTRA-TDD-CarrierFreqList ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


utra-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,
-- Need FFS

threshX-High





INTEGER (-70..-22),


threshX-Low






INTEGER (-70..-22),


q-Rxlevmin






INTEGER (-70..-22),


-- need FFS

maxAllowedTxPower




INTEGER (-50..33),


-- need and value range FFS

...

}

-- ASN1STOP

	SystemInformationBlockType6 field descriptions

	t-ReselectionUTRA

Cell reselection timer value TreselectionRAT for UTRA. In seconds

	speedDependentScalingParameters
Speed dependent scaling parameters. If the IE is not present, the UE behaviour is specified in [4]

	t-ReselectionUTRA-SF-Medium
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in Medium Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	t-ReselectionUTRA-SF-High
The IE t-ReselectionUTRA is multiplied with this factor if the UE is in High Mobility state as defined in [4]. Value oDot25 corresponds to 0.25, oDot5 corresponds to 0.5 , oDot75 corresponds to 0.75 and so on.

	utra-CellReselectionPriority 

Absolute priority of the RAT (0 means: lowest priority)

	UTRA-FDD-CarrierFreqList
List of carrier frequencies of UTRA FDD.

	UTRA-TDD-CarrierFreqList
List of carrier frequencies of UTRA TDD.

	threshX-High 

Actual value threshHigh = IE value * 2
In dBm

	threshX-Low 

Actual value threshLow = IE value * 2

In dBm

	q-Rxlevmin 

Actual value = IE value * 2+1

In dBm

	maximumAllowedTxPower 

In dBm

	q-Qualmin 

In dBm


************************************** Text Proposal1 end ************************************

*************************************** Text Proposal2 begin **********************************

6.3.2
Radio resource control information elements

–
PUCCH-Configuration
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Configuration information elements
-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3, spare1},


deltaPUCCH-Offset




ENUMERATED {do0, do1, do2, spare1},


nRB-CQI







INTEGER (0..63),

nCS-AN







INTEGER (0..7),

n1PUCCH-AN






INTEGER (0..2047)
}

PUCCH-ConfigDedicated ::=


SEQUENCE {


tddAckNackFeedbackMode



ENUMERATED {bundling, multiplexing}

}

-- ASN1STOP

	PUCCH-Configuration field descriptions

	deltaPUCCH-Shift

Parameter: shift, see 36.211, 5.4.1, where ds1 corresponds to value 1 ds2 to 2 etc.

	deltaPUCCH-Offset

Parameter: offset shift see TS 36.211, 5.4.1, where do0 corresponds to value 0, do1 to1 and do2 corresponds to value 2. Maximum deltaOffset = deltaShift

	nRB-CQI

Parameter: NCQIRB, see TS 36.211 [21, 5.4]

	nCS-An

Parameter: 
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see TS 36.211 [21, 5.4], where ncs0 corresponds to value 0; ncs1 corresponds to value 1 etc.

	n1Pucch-AN

Parameter: 
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see TS 36.213 [23, 10.1]

	tddAckNackFeedbackMode

Used for TDD only. Parameter indicates one of the two TDD ACK/NACK feedback modes used, see TS 36.213 [23, 7.3], bundling corresponds to use of ACK/NACK bundling, whereas, multiplexing corresponds to ACK/NACK multiplexing.

The same value applies to both ACK/NACK feedback modes on PUCCH as well as PUSCH.


************************************** Text Proposal2 end ************************************

*************************************** Text Proposal3 begin **********************************

6.3.2
Radio resource control information elements

–
TDD-Configuration

The IE TDD-Configuration is used to specify the TDD specific physical channel configuration.
TDD-Configuration information element
-- ASN1START

TDD-Configuration ::=



SEQUENCE {


subframeAssignment




ENUMERATED {












sa0, sa1, sa2, sa3, sa4, sa5, sa6},


specialSubframePatterns



ENUMERATED {












ssp0, ssp1, ssp2, ssp3, ssp4,ssp5, ssp6, ssp7,












ssp8}










}

-- ASN1STOP

	TDD-Configuration field descriptions

	subframeAssignment

Indicates DL/UL subframe configuration where sa0 point to Configuration 0, sa1 to Configuration 1 etc. as specified in the 36.211, table 4.2.2.

	specialSubframePatterns

Indicates Configuration as in Ref 36.211, table 4.2.1 where ssp0 point to Configuration 0, ssp1 to Configuration 1 etc


************************************** Text Proposal3 end ************************************

*************************************** Text Proposal4 begin **********************************

6.3.4
Mobility control information elements

–
MobilityControlInformation
The IE MobilityControlInformation includes parameters relevant for network controlled mobility to/within E‑UTRA.

Editor's note
The UE is not aware if the handover involves a change of eNB, i.e. no UE behaviour is defined specific for the intra-eNB and the inter-eNB cases

Editor's note
It is FFS if other system information may be provided in the message used to trigger handover, e.g. Semi-static shared channel configuration information, UE timers and constants

MobilityControlInformation information element
-- ASN1START

MobilityControlInformation ::=

SEQUENCE {


targetCellIdentity




PhysicalCellIdentity,


eutra-CarrierFreq




EUTRA-CarrierFreq




OPTIONAL,
-- Need OP


eutra-CarrierBandwidth



EUTRA-CarrierBandwidth



OPTIONAL,
-- Need OP


additionalSpectrumEmission


INTEGER (0..31)





OPTIONAL,
-- Need OC


pmax







Pmax







OPTIONAL,
-- Need FFS


t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need FFS


...

}

EUTRA-CarrierBandwidth ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {











n6, n15, n25, n50, n75, n100, spare10, 












spare9, spare8, spare7, spare6, spare5, 












spare4, spare3, spare2, spare1










}
OPTIONAL,
-- Need OP

ul-Bandwidth





ENUMERATED {











n6, n15, n25, n50, n75, n100, spare10, 












spare9, spare8, spare7, spare6, spare5, 












spare4, spare3, spare2, spare1










}
OPTIONAL
-- Need OP
}

-- ASN1STOP

	MobilityControlInformation field descriptions

	additionalSpectrumEmission

Defined in [36.101]

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	dl-Bandwidth

Parameter: Downlink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. For TDD, the parameter is absent and it is equal to downlink bandwidth.

	Pmax

Pmax to be used in the target cell.

	EUTRA-CarrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth [36.101].  When this IE is not included, the values as captured in the case of absence of the individual IEs apply.


************************************** Text Proposal4 end ************************************

*************************************** Text Proposal5 begin **********************************

6.3.4
Mobility control information elements

–
UTRA-DL-CarrierFreq
The IE UTRA-CarrierFreq is used %% 

UTRA-DL-CarrierFreq information element
-- ASN1START

UTRA-DL-CarrierFreq ::=



SEQUENCE {


uarfcn-DL






INTEGER (0..16383)

}

-- ASN1STOP

	UTRA-DL-CarrierFreq field descriptions

	uarfcn-DL 

For UTRA FDD: the IE contains the downlink frequency (Nd)

For UTRA TDD: the IE contains the (Nt)


************************************** Text Proposal5 end ************************************

*************************************** Text Proposal6 begin **********************************

6.3.5
Measurement information elements

–
MeasObjectUTRA
The IE MeasObjectUTRA specifies information applicable for inter-RAT UTRA neighbouring cells.
Editor's note:
Use of cell individual offset is FFS.

MeasObjectUTRA information element
-- ASN1START

MeasObjectUTRA ::=




SEQUENCE {


utra-CarrierFreq




UTRA-DL-CarrierFreq,


offsetFreq






INTEGER (-15..15)


DEFAULT 0,
-- value range FFS

cellsToRemoveList




CellIndexList



OPTIONAL,


-- Need OC


cellsToAddModifyList



CHOICE {



cellsToAddModifyListUTRA-FDD

UTRA-FDD-CellsToAddModifyList,


cellsToAddModifyListUTRA-TDD

UTRA-TDD-CellsToAddModifyList


}















OPTIONAL,


-- Need OC


cellForWhichToReportCGI



CHOICE {



utra-FDD






UTRA-FDD-CellIdentity,



utra-TDD






UTRA-TDD-CellIdentity


}















OPTIONAL, 
-- Need OC


...

}

UTRA-FDD-CellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),





-- FFS

cellIdentity





UTRA-FDD-CellIdentity

}
UTRA-TDD-CellsToAddModifyList ::=
SEQUENCE (SIZE (1..maxCellMeas)) OF SEQUENCE {


cellIndex






INTEGER (1..maxCellMeas),





-- FFS

utra-TDD-CellIdentity



UTRA-TDD-CellIdentity

}

-- ASN1STOP

	MeasObjectUTRA field descriptions

	utra-CarrierFreq

Identifies UTRA carrier frequency for which this configuration is valid.

	offsetFreq

Offset value applicable to the UTRA carrier frequency. Value in dB.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	CellsToAddModifyListUTRA-FDD
List of UTRA FDD cells to add/ modify in the neighbouring cell list.

	CellsToAddModifyListUTRA-TDD

List of UTRA TDD cells to add/modify in the neighbouring cell list.

	cellIndex

Entry index in the neighbouring cell list.

	cellIdentity

UTRA cell identity of a cell in neighbouring cell list.

	utra-TDD-CellIdentity

UTRA TDD cell identity of a cell in neighbouring cell list.


************************************** Text Proposal6 end ************************************

*************************************** Text Proposal7 begin **********************************

6.3.6
Other information elements

–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used %%

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=



SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..16),





-- value range FFS

pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measurementParameters



MeasurementParameters,


interRAT-Parameters




SEQUENCE {



utraFDD







IRAT-UTRA-FDD-Parameters



OPTIONAL,



utraTDD128






IRAT-UTRA-TDD128-Parameters



OPTIONAL,



utraTDD384






IRAT-UTRA-TDD384-Parameters



OPTIONAL,



utraTDD768






IRAT-UTRA-TDD768-Parameters



OPTIONAL,



geran







IRAT-GERAN-Parameters




OPTIONAL,



cdma2000-HRPD





IRAT-CDMA2000-HRPD-Parameters


OPTIONAL,



cdma2000-1xRTT





IRAT-CDMA2000-1xRTT-Parameters


OPTIONAL


},


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, spare7, spare6, spare5, spare4, spare3,











spare2, spare1, ...}

PDCP-Parameters ::=




SEQUENCE {


supportedROHCprofiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24,












cs32, cs48, cs64, cs128, cs256,












cs512, cs1024, cs16384}




DEFAULT cs16,


...

}

PhyLayerParameters ::=



SEQUENCE {


ul-TxDiversitySupported



BOOLEAN,


ue-SpecificRefSigsSupported


BOOLEAN

}

RF-Parameters ::=




SEQUENCE {


supportedEUTRA-BandList



SupportedEUTRA-BandList

}

SupportedEUTRA-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


eutra-Band






INTEGER (1..64),


halfDuplex






BOOLEAN

}

MeasurementParameters ::=


SEQUENCE {


eutra-BandList





EUTRA-BandList

}

EUTRA-BandList ::=




SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


interFreqEUTRA-BandList



InterFreqEUTRA-BandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqEUTRA-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-UTRA-FDD-Parameters ::=

SEQUENCE {


supportedUTRA-FDD-BandList


SupportedUTRA-FDD-BandList

}

SupportedUTRA-FDD-BandList ::=

SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


utra-FDD-Band





ENUMERATED {












bandI, bandII, bandIII, bandIV, bandV, bandVI,












bandVII, bandVIII, bandIX, bandX, bandXI,












bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...}

}

IRAT-UTRA-TDD128-Parameters ::=

SEQUENCE {


supportedUTRA-TDD128BandList

SupportedUTRA-TDD128BandList

}

SupportedUTRA-TDD128BandList ::=
SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


utra-TDD128Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-UTRA-TDD384-Parameters ::=

SEQUENCE {


supportedUTRA-TDD384BandList

SupportedUTRA-TDD384BandList

}

SupportedUTRA-TDD384BandList ::=

SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


utra-TDD384Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-UTRA-TDD768-Parameters ::=

SEQUENCE {


supportedUTRA-TDD768BandList

SupportedUTRA-TDD768BandList

}

SupportedUTRA-TDD768BandList ::=
SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


utra-TDD768Band





ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

}

IRAT-GERAN-Parameters ::=


SEQUENCE {


supportedGERAN-BandList



SupportedGERAN-BandList,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

SupportedGERAN-BandList ::=


SEQUENCE (SIZE (1..maxBands)) OF SEQUENCE {


geran-Band






ENUMERATED {












gsm450, gsm480, gsm850, gsm900P, gsm900E, gsm1800,












gsm1900, spare1, ...}

}

IRAT-CDMA2000-HRPD-Parameters ::=
SEQUENCE {


supportedHRPD-BandList



SupportedHRPD-BandList,


cdma2000-HRPD-TxConfig



ENUMERATED {single, dual},


cdma2000-HRPD-RxConfig



ENUMERATED {single, dual}

}

SupportedHRPD-BandList ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF SEQUENCE {


cdma2000-HRPD-Band




CDMA2000-Bandclass

}

IRAT-CDMA2000-1xRTT-Parameters ::=
SEQUENCE {


supported1xRTT-BandList



Supported1xRTT-BandList,


cdma2000-1xRTT-TxConfig



ENUMERATED {single, dual},


cdma2000-1xRTT-RxConfig



ENUMERATED {single, dual}

}

Supported1xRTT-BandList ::=


SEQUENCE (SIZE (0..maxCDMA-BandClass)) OF SEQUENCE {


cdma2000-1xRTT-Band




CDMA2000-Bandclass

}

-- ASN1STOP

Editor's note:
The extension mechanisms for this IE need to be considered.

Editor's note:
The following GSM band seem to be missing: GSM 710, GSM 750, GSM 810, GSM 900R.

	UE-EUTRA-Capability field descriptions

	accessStratumRelease

Set to rel8 in this version of the specification.

	maxNumberROHC-ContextSessions

cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on.

	ue-Category

UE category as defined in [5]. Set to values 1 to 5 in this version of the specification.

	eutra-Band

E‑UTRA band as defined in [36.101].

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.

	eutra-BandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqEUTRA-BandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedEUTRA-BandList.

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the E‑UTRA band given by the entry in interFreqEUTRA-BandList.

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.

	interRATNeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in eutraBandList and measuring on the inter-RAT band given by the entry in the interRAT-Parameters.

	utra-FDD-Band

UTRA band as defined in TS 25.101 [17].

	utra-TDD128Band

UTRA band as defined in TS 25.102 [18].

	utra-TDD384Band

UTRA band as defined in TS 25.102 [18].

	utra-TDD768Band

UTRA band as defined in TS 25.102 [18].

	geran-Band

GERAN band as defined in TS 45.005 [20].

	cdma2000-HRPD-Band

CDMA2000 HRPD band class.

	cdma2000-1xRTT-Band

CDMA2000 1xRTT band class.


Editor's note:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are assumed to be the same as the NAS-security capabilities. Consequently it is also assumed that AS need not provide "man-in-the-middle" protection for the security capabilities, i.e., it is assumed that NAS provides this functionality.

************************************** Text Proposal7 end ************************************
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