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1 Introduction
The IEs for UE UTRA and GERAN capabilities are still FFS in UECapabilityInformation message. This document proposes what IEs are included.
2 Discussion
In GSM, UE provides UTRA capabilities by sending a UTRAN CLASSMARK CHANGE message including an INTER RAT HANDOVER INFO message. It would be good to use a similar way to GSM. Therefore we propose:
Proposal 1: INTER RAT HANDOVER INFO message defined in TS 25.331 is included in UECapabilityInformation message for UE UTRA capabilities.
In UTRA, UE provides GREAN capabilities (Annex) including:
Mobile Station Classmark 2
Mobile Station Classmark 3

MS Radio Access Capability
The capability information in MS Radio Access Capability almost covers the capability information in Mobile Station Classmark 2 and Mobile Station Classmark 3. For the sake of performing handover from EUTRA to GERAN, it should be sufficient to include MS Radio Access Capability in UECapabilityInformation message. Therefore we propose:
Proposal 2: MS Radio Access Capability IE defined in TS 24.008 is included in UECapabilityInformation message for UE GERAN capabilities.
Text Proposal
Text proposal to 36.331:
Beginning of text proposal
–
UECapabilityInformation
The UECapabilityInformation message is used to transfer of UE radio access capabilities requested by the E‑UTRAN.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UECapabilityInformation message
-- ASN1START

UECapabilityInformation ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




ueCapabilityInformation-r8


UECapabilityInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

UECapabilityInformation-r8-IEs ::=
SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {


rat-Type






RAT-Type,


ueCapabilitiesRAT-Container


OCTET STRING,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	UECapabilityInformation field descriptions

	ueCapabilitesRAT-Container

Container for the UE capabilities of the indicated RAT. The encoding is defined in the specification of each RAT:

For E‑UTRA: the encoding of UE capabilities is defined in IE UE-EUTRA-Capability.

For UTRA: the encoding of UE capabilities is defined in message INTER RAT HANDOVER INFO in TS 25.331 [19].

For GERAN: the encoding of UE capabilities is defined in IE MS Radio Access Capability in TS 24.008 [x].
For CDMA2000-1xRTT Bandclass: the encoding of UE capabilities is defined in IE [A.S.0008;  FFS]


Editor's note:
The structure of the CDMA2000-1xRTT Bandclass is specified in A.S.0008 but the information to be included will be captured in FFS PP2 spec.

End of text proposal
Annex
The following is quoted form TS 25.331 v8.4.0.
10.3.8.7
Inter-RAT UE radio access capability
This Information Element contains the inter-RAT UE radio access capability that is structured and coded according to the specification used for the corresponding system type.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	MP
	
	
	
	

	>GSM
	
	
	
	
	

	>>Mobile Station Classmark 2
	MP
	
	Octet string (5)
	This IE is formatted as 'TLV' and is coded in the same way as the Mobile Station Classmark 2 information element in [5]. The first octet is the Mobile station classmark 2 IEI and its value shall be set to 33H (except in the case of NOTE 2). The second octet is the Length of mobile station classmark 2 and its value shall be set to 3.

The octet 3 contains the first octet of the value part of the Mobile Station Classmark 2 information element, the octet 4 contains the second octet of the value part of the Mobile Station Classmark 2 information element and so on. For each of these octets, the first/ leftmost/ most significant bit of the octet contains b8 of the corresponding octet of the Mobile Station Classmark 2.
See NOTE 2.
	

	>>Mobile Station Classmark 3
	MP
	
	Octet string (1..32)
	 This IE is formatted as 'V' and is coded in the same way as the value part in the Mobile station classmark 3 information element in [5].

The first octet contains octet 1 of the value part of Mobile station classmark 3, the second octet contains octet 2 of the value part of Mobile station classmark 3 and so on.
See NOTE 1, NOTE 2.
	

	>>MS Radio Access Capability
	OP
	
	Octet string (1..64)
	This IE is formatted as 'V' and is coded in the same way as the value part in the MS Radio Access Capability information element in [5].
	REL-6

	>GERAN Iu
	
	
	
	
	REL-5

	>>MS GERAN Iu mode Radio Access Capability
	MP
	
	Bit string (1..170)
	Formatted and coded according to [53]. The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the IE.
	REL-5

	>cdma2000
	
	
	
	
	

	>>cdma2000Message
	MP
	1.to.<maxInterSysMessages>
	
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bit string (8)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains bit 7 of the MSG_TYPE.
	

	>>>cdma2000Messagepayload(s)
	MP
	
	Bit string (1..512)
	Formatted and coded according to cdma2000 specifications. The first/leftmost/most significant bit of the bit string contains bit 7 of the first octet of the cdma2000 message.
	

	>E-UTRA
	
	
	
	
	REL-8

	>>UECapabilityInformation
	MP
	
	Octet string
	Formatted and coded according to the UECapabilityInformation in [36.331]. The first/leftmost/most significant bit of the bit string contains bit 8 of the first octet of the IE.
	REL-8

	NOTE 1:
The value part is specified by means of CSN.1, which encoding results in a bit string, to which final padding may be appended upto the next octet boundary [5]. The first/ leftmost bit of the CSN.1 bit string is placed in the first/ leftmost/ most significant bit of the first octet. This continues until the last bit of the CSN.1 bit string, which is placed in the last/ rightmost/ least significant bit of the last octet.

	NOTE 2:
The information in these IEs is optionally present in the INTER RAT HANDOVER INFO WITH INTER RAT CAPABILITIES message, otherwise it is mandatory present. If the information in the IEs "Mobile Station Classmark 2" and "Mobile Station Classmark 3" is not included, it is indicated by setting the first octet (IEI) of the IE "Mobile Station Classmark 2" to 00H. In this case, the receiver should ignore the value parts of the Mobile Station Classmark 2 and the Mobile Station Classmark 3. The contents of those are set to zero.
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