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1. Introduction

A change of RB mapping will always require a new logical channel configuration.  This document contains a text proposal capturing this dependency.
2. Discussion

It is clear in principle that a change of RB mapping will always require the affected logical channel to be configured, since the logical channel is formally a new object.  However, the conditions available in ASN.1 are not sufficient to capture this restriction.
In the attached text proposal, we have added a note to indicate the dependency.  A more formal approach (“the UE behaviour is undefined”) could also be considered.  While it would be technically feasible to restructure the ASN.1 to make violation of the dependency physically impossible, the extra layer of structure would tend to reduce clarity; we are therefore proposing a note as the least invasive solution.
In addition, some minor issues of clarity and wording, which were discovered in adding the note, are corrected in the attached proposal.

3. Conclusion
A text proposal is attached.
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL,


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL,


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL,


mac-MainConfig





CHOICE {




explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need OC


...

}

DTCH-LogicalChannelIdentity ::=


INTEGER (3..10)

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15),


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rb-MappingInfo





DTCH-LogicalChannelIdentity
OPTIONAL,

-- Cond Setup-HO

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,

-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default transport channel configuration is specified in 9.2.2. 

	logicalChannelConfig [in SRB-ToAddModifyList]
For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	rb-MappingInfo
The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	Setup
	The IE is mandatory present if the corresponding SRB/DRB is being setup; otherwise the IE is optionally present, continue.

	Setup-HO
	The IE is mandatory present if the corresponding DRB is being setup and optionally present in case of handover, continue; otherwise the IE is not needed and the current configuration is maintained.

	Misc
	The IE is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the IE is optionally present, continue.


NOTE: The IE logicalChannelConfig is mandatory whenever the IE rb-MappingInfo is included.
