Page 1



3GPP TSG-RAN2 Meeting #64
(R2-086597

Prague, Czech Republic, 10th - 14th Nov, 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(
	36.321
	CR
	-
	(
rev
	
	(
Current version:
	8.3.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(
	HARQ operation for SPS

	
	

	Source to WG:
(
	ASUSTeK

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	LTE-L23
	
	Date: (
	19/10/2008

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(
	If a DL/UL assignment for this TTI has been configured, UE will consider the NDI bit to have been toggled so that the assignment can be considered for a new transmission in the HARQ process. 

However, if there is a following DL/UL assignment received for the same HARQ process on the PDCCH for C-RNTI and this is the first time to receive a ‘real’ NDI on PDCCH, UE would not know how to judge whether the NDI is toggled or not and then cannot determine if this a new transmission or retransmission. So it is proposed that if a DL/UL assignment for this TTI has been configured, UE consider the following assignment for the HARQ process on the PDCCH for C-RNTI as a very first transmission.

Besides, we understand that the following C-RNTI transmission must be new after each timing of the pre-configured assignment so the proposal is also applicable.



	
	

	Summary of change:
(
	If a DL/UL assignment for this TTI has been configured, UE would consider the following assignment for the HARQ process on the PDCCH for the UE’s C-RNTI as a very first transmission.



	
	

	Consequences if 
(
not approved:
	UE cannot determine whether the first received C-RNTI transmission for a HARQ process is new or not if the HARQ process has been used in the pre-configured DL/UL assignment.



	
	

	Clauses affected:
(
	5.3.1, 5.4.1

	
	

	
	Y
	N
	
	

	Other specs
(
	
	x
	 Other core specifications
(
	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(
	


5.3.1
DL Assignment reception

Downlink assignments transmitted on the PDCCH indicate if there is a transmission on the DL-SCH for a particular UE and provide the relevant HARQ information.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI during Active Time, for each TTI when a Random Access Response or Contention Resolution is expected and for each TTI for which a DL assignment has been configured:

-
if a downlink assignment for this TTI has been received on the PDCCH for the UE’s C-RNTI, or Temporary C‑RNTI:

-
indicate the presence of a downlink assignment and deliver the associated HARQ information to the HARQ entity for this TTI.

-
else, if a downlink assignment for this TTI has been received on the PDCCH for the UE’s Semi-Persistent Scheduling C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate a downlink assignment and the associated HARQ information to the HARQ entity for this TTI.

-
else, if the NDI in the received HARQ information is 0:

-
store the downlink assignment and the associated HARQ information as configured downlink assignment;

-
initialise (if not active) or re-initialise (if already active) the configured downlink assignment to start in this TTI and to recur with the periodicity configured via RRC;

-
set the HARQ Process ID to [the HARQ Process ID associated with this TTI]; 

-
consider the NDI bit to have been toggled;
-
consider the following downlink assignment for the HARQ process on the PDCCH for the UE’s C-RNTI as a very first transmission;
-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

-
else, if [PDCCH condition for deactivation of SPS]:

-
clear the configured downlink assignment (if any).

-
else, if a downlink assignment for this TTI has been configured:

-
instruct the physical layer to receive, in this TTI, transport(s) block on the DL-SCH according to the configured downlink assignment and to deliver it to the HARQ entity;

-
set the HARQ Process ID to [the HARQ Process ID associated with this TTI]; 

-
consider the NDI bit to have been toggled;
-
consider the following downlink assignment for the HARQ process on the PDCCH for the UE’s C-RNTI as a very first transmission;
-
indicate the presence of a configured downlink assignment and deliver the stored HARQ information to the HARQ entity for this TTI.

When the UE needs to read BCCH, the UE shall:

-
if a downlink assignment for this TTI has been received on the PDCCH for the SI-RNTI; 

-
indicate a downlink assignment for the dedicated broadcast HARQ process to the HARQ entity for this TTI.

NOTE:
Downlink assignments for both C-RNTI and SI-RNTI can be received in the same TTI.

Editor’s note:
L1 is configured, as needed, by upper layers or MAC [FFS] to monitor PDCCH for C-RNTI, and by MAC to monitor PDCCH for Temporary C-RNTI and RA-RNTI.

[…]

5.4.1
UL Grant reception

In order to transmit on the UL-SCH the UE must have a valid uplink grant (except for non-adaptive HARQ retransmissions) which it may receive dynamically on the PDCCH or in a Random Access Response or which may be configured semi-persistently. To perform requested transmissions, the MAC layer receives HARQ information from lower layers.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, or Temporary C-RNTI, the UE shall for each TTI:

-
if an uplink grant for this TTI has been received on the PDCCH for the UE’s C-RNTI or Temporary C-RNTI; or

-
if an uplink grant for this TTI has been received in a Random Access Response:

-
deliver the uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else, if an uplink grant for this TTI has been received on the PDCCH for the UE’s Semi-Persistent C-RNTI:

-
if the NDI in the received HARQ information is 1:

-
consider the NDI not to have been toggled;

-
indicate a valid uplink grant and the associated HARQ information to the HARQ entity for this TTI.

-
else if the NDI in the received HARQ information is 0:

-
store the uplink grant and the associated HARQ information as configured uplink grant;

-
initialise (if not active) or re-initialise (if already active) the configured uplink grant to start in this TTI and to recur with the periodicity configured via RRC;

-
consider the NDI bit to have been toggled;
-
consider the following downlink assignment for the HARQ process on the PDCCH for the UE’s C-RNTI as a very first transmission;
-
indicate a configured uplink grant, valid for new transmission, and the associated HARQ information to the HARQ entity for this TTI.

-
else, if [PDCCH condition for deactivation of SPS]:

-
clear the configured uplink grant (if any).

-
else, if an uplink grant for this TTI has been configured:

-
consider the NDI bit to have been toggled;
-
consider the following downlink assignment for the HARQ process on the PDCCH for the UE’s C-RNTI as a very first transmission;
-
deliver the configured uplink grant, and the associated HARQ information to the HARQ entity for this TTI.

NOTE:
The period of configured uplink grants is expressed in TTIs.

NOTE:
If the UE receives both a grant for its RA-RNTI and a grant for its C-RNTI, the UE may choose to continue with either the grant for its RA-RNTI or the grant for its C-RNTI.










































































































































































































































































































































































































































































































































