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11.8
Control of E-DCH transmission and reception (FDD)

11.8.1
UE operation

11.8.1.1
HARQ Operation

11.8.1.1.1
HARQ entity

There is one HARQ entity at the UE. A number of parallel HARQ processes are used in the UE to support the HARQ entity, allowing transmissions to take place continuously while waiting for the feedback on the successful or unsuccessful reception of previous transmissions.

At a given TTI, the HARQ entity identifies the HARQ process for which a transmission should take place. Also, based on the timing, it routes the receiver feedback (ACK/NACK information), relayed by the physical layer, to the appropriate HARQ process.

The number of HARQ processes is equal to the HARQ round-trip-time (HARQ_RTT). The HARQ_RTT is equal to 4 for 10ms TTI and 8 for 2ms TTI. The TTI duration shall be configured by the higher layers. Each process is associated with a number from 0 to HARQ_RTT-1. 

After each TTI, the HARQ entity shall:

-
if the buffer of the HARQ process corresponding to the next TTI is empty:

-
notify the E-TFC selection entity that the next TTI is available for a new transmission;

-
if the "E-TFC Selection" entity indicates the need for a new transmission:

-
obtain the transmission information (i.e. HARQ profile, whether triggered Scheduling Information is included and whether it is sent alone) from the "E-TFC Selection" entity;

-
obtain the MAC-e or MAC-i PDU to transmit from the "Multiplexing and TSN setting" entity;

-
instruct the HARQ process corresponding to this TTI to trigger the transmission of this new payload using the identified HARQ profile parameters.

-
else:

-
instruct the HARQ process to generate a re-transmission.
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