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<Start of modified section>
4.3
RLC and MAC-hs parameters

Total RLC AM and MAC-hs buffer size

When HS-DSCH is not configured this is defined as the maximum total buffer size across all RLC AM entities supported by the UE. When HS-DSCH is configured this is defined as the maximum total buffer size across all MAC-hs reordering entities and all RLC AM entities supported by the UE. The memory signalled in this capability is  dynamically shared by RLC AM entities and MAC-hs reordering entities at any time.


In order to evaluate memory consumption in the UE, it shall be assumed that:

· a stored AMD PDU of N octets requires a memory equal to N octets;

· a stored MAC-hs PDU of N bits requires a memory equal to (N – 10) bits. 

The UE shall only consider itself in a memory shortage situation as defined in [9] [10] when the amount of stored AM RLC PDUs and MAC-hs PDUs exceeds its capability. 

Maximum number of AM entities

This is defined as the maximum number of RLC AM entities supported by the UE.
Maximum RLC AM Window Size

This is defined as the maximum transmission and receiving window size of RLC AM entities supported by the UE.
Support of MAC-ehs

Defines whether the UE supports reception of MAC-ehs operation. If the UE supports MAC-ehs operation then the UE shall also support HS-PDSCH in CELL_DCH and flexible RLC AM PDU size in downlink.
Support of Two Logical Channels
Defines whether the UE supports an AM RLC entity configurationed with two logical channels.
Support of MAC-is/i
Defines whether the UE supports MAC-is/i operation. If the UE supports MAC-is/i operation then the UE shall also support E-DPDCH in CELL_DCH state and flexible RLC AM PDU size in uplink.
<End of modified section>
<Start of modified section>
4.5.3
FDD Physical channel parameters in downlink

Maximum number of DPCH codes to be simultaneously received

Defines the number of codes the UE is capable of receiving in parallel. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability. The capability does not include codes used for S-CCPCH.

Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)

Defines the number of physical channel bits the UE is capable of receiving. For DPCH in soft/softer handover, each DPCH is only calculated once in this capability.

The number of DPCH channel bits indicates the capability of the UE when operating in non-compressed mode.

The parameter also indicates the capability of the UE to support compressed mode by spreading factor reduction as follows. The UE shall:
-
for parameter values up to and including 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the reported capability.
-
for parameter values greater than 9600 bits:
-
support compressed mode by spreading factor reduction when operating at any value up to the greater of:
-
half the reported capability; or

-
9600bits.
NOTE:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

Support for SF 512 and 80 ms TTI for DPCH

Defines whether the UE supports spreading factor 512 and 80 ms TTI in downlink DPCH or not.

Support of HS-PDSCH

Defines whether the UE supports HS-PDSCH in CELL_DCH state or not. If the UE supports HS-PDSCH in CELL_DCH state then the UE shall support also F-DPCH.

Support of HS-SCCHless HS-DSCH

Defines whether the UE supports HS-PDSCH reception in CELL_DCH without prior reception of HS-SCCH. If the UE supports HS-SCCHless HS-DSCH then the UE shall support HS-PDSCH in CELL_DCH and E-DPDCH.

Support of HS-PDSCH in CELL_FACH

Defines whether the UE supports HS-PDSCH in CELL_FACH state or not. If the UE supports HS-PDSCH in CELL_FACH then the UE shall support also HS-PDSCH in CELL_DCH and MAC-ehs.
Support of HS-PDSCH in CELL_PCH and URA_PCH
Defines whether the UE supports HS-PDSCH in CELL_PCH and URA_PCH states or not. If the UE supports HS-PDSCH in CELL_PCH then the UE shall support also HS-PDSCH in CELL_FACH.

Support of Enhanced F-DPCH

Defines whether the UE supports enhanced F-DPCH operation. If the UE supports Enhanced F-DPCH then the UE shall also support HS-PDSCH in CELL_DCH and E-DPDCH.

Maximum number of HS-DSCH codes received

Defines the maximum number of HS-DSCH codes the UE is capable of receiving.

Total number of soft channel bits in HS-DSCH

Defines the maximum number of soft channel bits over all HARQ processes. When explicit signalling is used, UTRAN configures Process Memory Size for each HARQ process so that the following criterion must be fulfilled in the configuration:

Total number of soft channel bits in HS-DSCH ( sum of Process Memory Size of all the HARQ processes.
Minimum inter-TTI interval in HS-DSCH

Defines the distance from the beginning of a TTI to the beginning of the next TTI that can be assigned to the UE.

HS-DSCH Serving Cell Change Enhancements
Defines if the UE supports a HS-DSCH Cell configuration provided to UE in Active Set Update for which HS-DSCH serving Cell Change may be initiated by HS-SCCH order sent from target cell. If the UE supports HS-DSCH Serving Cell Change Enhancements then the UE shall also support 2ms TTI for E-DCH.
<End of modified section>
<Start of modified section>
4.5.4
FDD physical channel parameters in uplink

Maximum number of DPDCH bits per 10 ms

Defines the maximum number of the DPDCH bits the UE is capable to transmit per 10 ms.

If the reported capability is lower than 9600, the number of DPDCH channel bits indicates the capability of the UE when operating in non-compressed mode; if the reported capability is equal to or greater than 9600 it indicates the maximum capability of the UE considering both compressed and non compressed mode operation.
NOTE 1:
This capability combines the 'Max number of DPDCH' and 'Minimum SF' capabilities into one capability. Note that no flexibility is lost due to this, as multiple DPDCH is only used for SF = 4, i.e. when the number of DPDCH bits exceed a certain value.

NOTE 2:
Compressed mode by spreading factor reduction is not applicable when operating at spreading factor 4.

Support of E-DPDCH

Defines whether the UE supports E-DPDCH in CELL_DCH state or not.

Maximum number of E-DCH codes transmitted

Defines the maximum number of E-DCH codes and spreading factors the UE is capable of transmitting. The UE can support 1, 2 or 4 E-DPDCHs using either SF=2 or/and SF=4.

Support of 2ms TTI for E-DCH
Defines whether the UE supports 2ms TTI or not.

Support of DPCCH Discontinuous Transmission

Defines whether the UE supports DPCCH Discontinuous Transmission in CELL_DCH. If the UE supports DPCCH Discontinuous Transmission then the UE shall also support 
· HS-PDSCH in CELL_DCH
· E-DPDCH in CELL-DCH
· Uplink DRX with E-DCH start time restriction in CELL-DCH as definied in [13]
· The configuration of the Downlink DRX as definied in [13].

Support of Slot Format #4
Defines whether the UE supports slot format #4.
Support of common E-DPDCH
Defines whether the UE supports E-DPDCH in CELL_FACH state or not. If the UE supports common E-DPDCH then the UE shall also support E-DPDCH. 
Support for Enhanced UE DRX

Defines whether the UE supports HS-DSCH DRX operation in CELL_FACH state as defined in Sections 8.5.48 and 8.5.49 in [12]. If the UE supports Enhanced UE DRX then the UE shall also support HS-PDSCH in CELL_FACH and DPCCH Discontinuous Transmission.
<End of modified section>
<Start of modified section>
5.1
Value ranges

Table 5.1: UE radio access capability parameter value ranges

	
	UE radio access capability parameter
	Value range

	PDCP parameters
	Support for RFC 2507
	Yes/No

	
	Support for RFC 3095
	Yes/No

	
	Support for RFC 3095 context relocation
	Yes/No

	
	Support for loss-less SRNS relocation
	Yes/No

	
	Support for loss-less DL RLC PDU size change
	Yes/No

	
	Maximum header compression context space
	 1024, 2048, 4096, 8192, 16384, 32768, 65536, 131072 bytes

	
	Maximum number of ROHC context sessions
	2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384

	
	Support for Reverse Decompression
	Not supported, 1..65535

	
	Support for CS voice over HSPA
	Yes/No

	RLC, MAC-hs, MAC-ehs and MAC-is/i parameters
	Total RLC AM, MAC-hs, MAC-ehs and MAC-is/i buffer size
	2, 10, 50, 100, 150, 200, 300, 400, 500, 750, 1000, 2000 kBytes

	
	Maximum number of AM entities
	3, 4, 5, 6, 8, 16, 30

	
	Maximum RLC AM window size
	2047, 4095

	
	Support for MAC-ehs
	Yes/No

	
	Support for two logical channels
	Yes/No

	
	Support for MAC-is/i
	Yes/No

	PHY parameters
	Transport channel parameters in downlink
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840, 204640

	
	
	Maximum number of simultaneous transport channels
	4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo decoding
	Yes/No

	
	Transport channel parameters in uplink
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant
	640, 1280, 2560, 3840, 5120, 6400, 7680, 8960, 10240, 20480, 40960, 81920, 163840

	
	
	Maximum number of simultaneous transport channels
	2, 4, 8, 16, 32

	
	
	Maximum number of simultaneous CCTrCH of DCH type (TDD only) 
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum total number of transport blocks transmitted within TTIs that start at the same time
	2, 4, 8, 16, 32, 48, 64, 96, 128, 256, 512

	
	
	Maximum number of TFC
	4, 8, 16, 32, 48, 64, 96, 128, 256, 512, 1024

	
	
	Maximum number of TF
	32, 64, 128, 256, 512, 1024

	
	
	Support for turbo encoding
	Yes/No

	
	FDD Physical channel parameters in downlink
	Maximum number of DPCHcodes to be simultaneously received
	1, 2, 3, 4, 5, 6, 7, 8

	
	
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	600, 1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800

	
	
	Support for SF 512 and 80 ms TTI for DPCH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_DCH
	Yes/No

	
	
	Support of HS-SCCHless HS-DSCH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_FACH
	Yes/No

	
	
	Support of HS-PDSCH in CELL_PCH and URA_PCH
	Yes/No

	
	
	Support of Enhanced F-DPCH
	Yes/No

	
	
	HS-DSCH Serving Cell Change Enhancements
	Yes/No

	
	FDD Physical channel parameters in uplink
	Maximum number of DPDCH bits transmitted per 10 ms
	600, 1200, 2400, 4800, 9600, 19200, 28800, 38400, 48000, 57600

	
	
	Support of E-DPDCH 
	Yes/No

	
	
	Support of Discontinuous Transmission in CELL_DCH
	Yes/No

	
	
	Support of Slot Format #4
	Yes/No

	
	
	 Support of common E-DPDCH
	Yes/No

	
	
	 Support for Enhanced UE DRX
	Yes/No

	
	TDD 3.84 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..224

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	TDD 3.84 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	
	TDD 7.68 Mcps physical channel parameters in downlink

TDD 7.68 Mcps physical channel parameters in downlink
	Maximum number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per frame
	1, 2, 3..448

	
	
	Minimum SF
	32, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..32

	
	TDD 7.68 Mcps physical channel parameters in uplink
	Maximum Number of timeslots per frame
	1..14

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	32, 16, 8, 4, 2, 1

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in downlink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per subframe
	1, 2, 3, …, 96

	
	
	Minimum SF
	16, 1

	
	
	Support of PDSCH
	Yes/No

	
	
	Support of HS-PDSCH
	Yes/No

	
	
	Maximum number of physical channels per timeslot
	1..16

	
	
	Support 8PSK
	Yes/No

	
	TDD 1.28 Mcps physical channel parameters in uplink
	Maximum number of timeslots per subframe
	1..6

	
	
	Maximum number of physical channels per timeslot
	1, 2

	
	
	Minimum SF
	16, 8, 4, 2, 1

	
	
	Support of 8PSK
	Yes/No

	
	
	Support of PUSCH
	Yes/No

	
	
	Support of E-PUCH
	Yes/No

	RF parameters
	FDD RF parameters
	UE power class


	3, 4

NOTE:
Only power classes 3 and 4 are part of this release of the specification

	
	
	Radio frequency bands
	The radio frequency bands defined in [4]

	
	
	Tx/Rx frequency separation


	Defined in [4] for the respective supported radio frequency band

	RF parameters
	TDD 3.84 Mcps RF parameters
	UE power class
	2, 3

NOTE:
Only power classes 2 and 3 are part of this release of the specification



	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	
	TDD 1.28 Mcps RF parameters 
	UE power class
	2, 3

	
	
	Radio frequency bands
	a), b), c), a+b), a+c), b+c), a+b+c)

	Multi-mode related parameters
	Support of UTRA FDD
	Yes/No

	
	Support of UTRA TDD 3.84 Mcps
	Yes/No

	
	Support of UTRA TDD 1.28 Mcps
	Yes/No

	Multi-RAT related parameters
	Support of GSM
	Yes/No (per GSM frequency band)

	
	Support of multi-carrier
	Yes/No

	
	Support of UTRAN to GERAN Network Assisted Cell Change
	Yes/No

	
	Support of Handover to GAN
	Yes/No

	
	Support of Inter-RAT PS Handover
	Yes/No

	
	Support of PS Handover to GAN
	Yes/No

	
	Support of E-UTRA FDD
	Yes/No (per E-UTRA frequency band)

	
	Support of Inter-RAT PS Handover to E-UTRA FDD
	Yes/No

	
	Support of E-UTRA TDD
	Yes/No (per E-UTRA frequency band)

	
	Support of Inter-RAT PS Handover to E-UTRA TDD
	Yes/No

	Security parameters
	Support of ciphering algorithm UEA0
	Yes

	
	Support of ciphering algorithm UEA1
	Yes

	
	Support of ciphering algorithm UEA2
	Yes

	
	Support of integrity protection algorithm UIA1
	Yes

	
	Support of integrity protection algorithm UIA2
	Yes

	UE positioning related parameters
	Standalone location method(s) supported
	Yes/No

	
	Network assisted GPS support
	Network based / UE based / Both/ None

	
	GPS reference time capable
	Yes/No

	
	Network assisted GANSS support
	Network based / UE based / Both/ None

	
	GANSS reference time capable
	Yes/No

	
	Support for IPDL
	Yes/No

	
	Support for OTDOA UE based method
	Yes/No

	
	Support for Rx-Tx time difference type 2 measurement
	Yes/No

	
	Support for UE Positioning assisted GPS measurement validity in CELL_PCH and URA_PCH RRC states
	Yes

	
	Support for GANSS Carrier-Phase Measurement
	Yes/No

	
	Support for SFN-SFN observed time difference type 2 measurement
	Yes/No

	Measurement related capabilities 
	Need for downlink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Need for uplink compressed mode
	Yes/No (per frequency band, UTRA mode and RAT)

	
	Support for System Information Block type 11bis
	Yes

	General capabilities
	Access Stratum release indicator
	R99, REL-4, REL-5, REL-6, REL-7, REL-8

	
	Device type
	Benefits from NW-based battery consumption optimisation / Does not benefit from NW-based battery consumption optimisation

	DL capabilities with simultaneous HS-DSCH
	DL capability with simultaneous HS-DSCH configuration
	32 kbps, 64 kbps, 128 kbps, 384 kbps

	UL capabilities with simultaneous E-DCH
	UL capabilities with simultaneous E-DCH
	64 kbps


<End of modified section>
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