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10.3.6.36g
HS-DSCH DRX in CELL_FACH information

These parameters configure the UE in CELL_FACH state to discontinuously receive HS-DSCH.

NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T321
	MP
	
	Enumerated (100, 200,  400, 800)
	Determines the time the UE waits until initiating DRX operation, in ms.
	REL-8

	HS-DSCH DRX cycleFACH
	MP
	
	Enumerated (4, 8, 16, 32)
	Determines the length of the DRX Cycle during DRX operation, in frames
	REL-8

	HS-DSCH Rx burstFACH
	MP
	
	Enumerated (1, 2, 4, 8, 16)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames
	REL-8

	DRX Interruption by HS-DSCH data
	MP
	
	Boolean
	TRUE means that the DRX operation can be interrupted by HS-DSCH data.

FALSE means that the DRX operation cannot be interrupted by HS-DSCH data
	REL-8



[image: image1.emf]Next Section


HS-DSCH-CommonSystemInformation ::=

SEQUENCE {


ccch-MappingInfo





CommonRBMappingInfo,


srb1-MappingInfo





CommonRBMappingInfo





OPTIONAL,


common-MAC-ehs-ReorderingQueueList

Common-MAC-ehs-ReorderingQueueList,


hs-scch-SystemInfo





HS-SCCH-SystemInfo,


harq-SystemInfo






HARQ-Info,


common-H-RNTI-information



SEQUENCE (SIZE (1..maxCommonHRNTI)) OF













H-RNTI,


bcchSpecific-H-RNTI





H-RNTI

}

HS-DSCH-DrxBurstFach ::=



ENUMERATED {












f1, f2, f4, f8, f16, spare3, spare2, spare1 }

HS-DSCH-DrxCellfach-info ::=


SEQUENCE {


t-321








T-321,


hs-dsch-DrxCycleFach




HS-DSCH-DrxCycleFach,


hs-dsch-DrxBurstFach




HS-DSCH-DrxBurstFach,


drxInterruption-hs-dsch




BOOLEAN

}

HS-DSCH-DrxCycleFach ::=



ENUMERATED {












f4, f8, f16, f32 }

