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Introduction

The intention of this contribution is to update the text proposal in [1]. Based on the conclusion and to align the text with other places in the specification, the statement “re-establish RLC for SRB0” has been changed to “re-establish RLC for all RBs that are established”. The updated text proposal is attached in the following.
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[Text proposal to TS 36.331]:
5.3.3.5
Cell re-selection while T300, T302, T303 or T305 is running

The UE shall:

1>
If cell reselection occurs while T300, T302, T303 or T305 is running:

2>
if timer T302, T303 and/ or T305 is running:
3>
stop timer T302, T303 and T305, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7.

2>
if timer T300 is running;

3>
stop timer T300;

3>
reset MAC and re-establish RLC for all RBs that are established;

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

5.3.3.6
T300 expiry

The UE shall:

1>
If timer T300 expires:

2>
reset MAC and re-establish RLC for all RBs that are established;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

*** The next modified section ***
5.3.3.9
Abortion of RRC connection establishment

If upper layers abort the RRC connection establishment procedure while the UE has not yet entered RRC_CONNECTED, the UE shall:

1>
stop timer T300, if running;

1>
reset MAC and re-establish RLC for all RBs that are established.
