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1 Introduction
This document provides an overview of the main open issues in TS 36.336 (E-UTRA RRC) as well as dependencies with other workgroups.

1. System information

· (None)

2. Connection control
· (None)

3. Security configuration

· How to handle UEs with a SIM inserted i.e. is it acceptable to apply a UE based mechanism (the UE ‘disables’ its E-UTRA capabilities i.e. does not report the concerned capabilities). Awaiting SA3 response to R2-086968.
4. Measurement configuration

· Should measurement triggering be dependant on the DRX (awaiting RAN4 response to R2-085865)
· If the DRX cyle exceeds TTT, is the UE allowed to consider TTT to be met based on a single cycle irrespective of eg. the active period?

5. Inter RAT mobility

· UE capability transfer upon handover to E-UTRA i.e. can the target eNB start the connection by using the default configuration. If not, which are the ‘essential capabilities’ required to start the connection, how are they transferred in other RATs and how to specify this (e-mail)
6. Other

· How to inform NAS about DRB release i.e. distinction explicit release and release due to transfer to idle (release of DRB is currently indicated only upon reception of drb-ToReleaseList:).
7. PDUs

· Review of the PDU specification to prepare forASN.1 freeze..
· Detailed issues related to message contents , including the parameters configured by RRC (L1, L2, idle mode):
· Use of cell individual offsets within MeasObjectUTRA

· Value ranges for several parameters needs to be concluded: physical layer failure counters, messagePowerOffsetGroupB (use of values other than infinity), rangePCI (use of value 504), cellIndex (within BlackListedCellsToAddModifyList in measObjectEUTRA, UTRA-FDD-CellsToAddModifyList), offsetFreq (within MeasObjectUTRA, MeasObjectGERAN), ue-Category, t310 (related to DRX impacts on RL failure)
· Need code for several fields is FFS: cellSelectionInfo within SIB1, intraFreqNeighbouringCellList & intraFreqBlacklistedCellList in SIB4, cellReselectionPriority within SIB3, SIB5, SIB6, q-RxLevMin within SIB6

· What is the precise format to be used for the inter-RAT capabilities transferred on the EUTRA radio
· In which SIB should the DL Tx power should be included (see R2-080475)

· The behaviour of Rel-8 UE when one of the two spare values is received for dl-Bandwidth
· Use of sameRefSignalsInNeighbour within SIB3

· E-UTRAN does not provide cell specific re-selection parameters for GSM/ GERAN neighbours. Awaiting confirmation by GERAN/ RAN4??
· Should t-301 be signalled separately or e.g. always uses the same value as t300
· Some constants are marked as FFS: maxGNFG, maxUTRA-FDD-Carrier, maxUTRA-TDD-Carrier          
8. Miscellaneous

· Signalling support for handling lower priority REL-8 features

· Performance requirements for RRC procedures i.e. actual values, how to specify the case with ongoing data, does RRC need to include requirements for system information acquisition
· Bearer terminology i.e are changes needed due to the new RAN3 agreed terminology (E-RAB, await SA2 response to R2-084971)
· Remove aspects that are more appropriately specified elsewhere e.g. detecting an "SI-RNTI" on "PDCCH" (better in MAC)
9. Specification methodology

· Details of the requirements regarding the RRC configuration information to be provided by the source eNB (e-mail)

10. Finally
· ETWS: Change notification requirements for UEs in connected i.e. anything more needed for ETWS?

· Exchange of (UE-specific) RRM information upon inter-RAT handover
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