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1 Discussion 
As proposed by [1], nothing special is needed on SON measurement for E-UTRAN and GERAN. And it is agreed in RAN2#63 meeting. However there is something special (high lighted) for GERAN in current text description in section 5.5.4.1 when considering measurement type is not “event”:

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;
Proposal 1: to remove the high lighted part
There are 2 purposes for  periodical report. And T321 is started when purpose is set to be reportCGI because it is not Boolean value anymore. Procedure text in section 5.5.3 has been changed last meeting. But timer definition for T321 is missed.

Proposal2: to clarify T321 is started when purpose set to ‘reportCGI’
2 Reference

[1]  R2-084506:
Discussion and TP on SON-ANR measurement issues
Samsung
TP
36.331
3 Text proposal for 36.331
3.1.1 5.5.1
Introduction

/*deleted part*/

The measurement procedures distinguish the following types of cells:

1.
The serving cell.
2.
Listed cells - these are cells listed within the measurement object(s).
3.
Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s).
For E-UTRA, the UE measures and reports on the serving cell, listed cells and detected cells. For Inter-RAT UTRA the UE measures and reports on listed cells. For Inter-RAT GERAN the UE measures and reports on detected cells. For Inter-RAT CDMA2000 the UE measures and reports on listed cells.

NOTE 1:
For Inter-RAT UTRA and CDMA2000 the UE measures and reports also on detected cells for the purpose of SON.

NOTE 2:
This specification is based on the assumption that CSG cells of home deployment type are not indicated within the neighbour list. Furthermore, the assumption is that for non-home deployments, the physical layer identity is unique within the area of a large macro cell (i.e. as for UTRAN).

5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’ onsider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency to be applicable as follows:

3>
if the corresponding measObject concerns UTRA or CDMA2000: when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list) or the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’ or to ‘reportCGI’;

3>
if the corresponding measObject concerns GERAN: when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
if the corresponding measObject concerns EUTRA: when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event):

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
Upon expiry of the periodical reporting timer for this:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasurementReports for this measId for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId;

3>
if the cellsTriggeredList defined within the VarMeasurementReports for this measId is empty:

4>
remove the entry within the VarMeasurementReports for this measId;

4>
stop the periodical reporting timer for this event, if running;

7.3 Timers (proposal 2)

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest 
	Reception of RRCConnectionSetup or RRCConnectionReject message, cell re-selection and upon abortion of connection establishment by upper layers
	Go to RRC_IDLE

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon 

cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Information or

reception of MobilityFromEUTRACommand message
	Criterion for successful completion of handover or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	Initiate the RRC connection re-establishment procedure

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T310
	Upon detecting physical layer problems
	Upon recovery from physical layer problems, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311
	Upon initiating the RRC connection re-establishment procedure
	Selection of an E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving IE t320
	Upon entering RRC_CONNECTED
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving IE measurementConfiguration including a measurement purpose of reportCGI’
	Upon receiving IE measurementConfiguration that includes removal of the measurement purpose of reportCGI 
	Stop performing the related measurements
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