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Discussion and decision
1 Introduction

This document includes a number of connection control related clarifications.

2 Discussion
2.1 Time alignment timer
For the Timer aligment timer (TAT), currently the use of the cell specific default value is clarified in SIB2. It is considered more appropriate to specify this as part of the connection establishment procedure, as is done for other parameters initialised during connection establishment. This approach also has the advantage of avoiding negative requirments (i.e. ‘not apply’ as currently in 5.2.2.9). Furthermore, the proposal is to move the IE to the RadioResourceConfigCommonSIB to achieve a more consistent structure.
Proposal 1
Specify use of the cell specific default value of the TAT in the connection establishment section and move the IE to the RadioResourceConfigCommonSIB
2.2 Use of commonConfig upon System information update

In the previous meeting, clarification was added that upon System information update the commonConfig received upon handover is replaced by the updated system information parameters. This behaviour also applies for commonConfig included in the MIB (phich-Configuration, ~antennaInformationCommon) and in SIB1 (tdd-Configuration).

Proposal 2
The note clarifying that information received in a previous HO message that is currently included only for SIB2 is also added to the sections covering the MIB and SIB1
2.3 Radio link failure

Currently it is specified in 5.3.11.1 that while T300, T301, T304 or T311 is running, the UE should not act upon:physical layer failure problems nor upon receiving indications about Random access (RA) problems. However, 5.3.11.3 specifies that the UE shall act upon RA problems unconditionally. The same applies for the UE action upon RLC failure.

The text proposal moves what is specified in 5.3.1.1 to the applicable sections without changing the current behaviour. Some further discussion may be required regarding the action upon RLC failure indication while T300, T301, T304 or T311 is running.

Proposal 3
To avoid ambiguity, move what is specified in 5.3.1.1 to the applicable sections. Further discuss the required action upon RLC failure indication while T300, T301, T304 or T311 is running
2.4 Consistent use of L1/L2 related parameters
Currently the term TransportChannel is still used for some section headings, whereas the corresponding IE name is mac-MainConfig. Furthermore, the order used to specify mac-MainConfig, sps-Config and physicalConfig is not used consistenlty
Proposal 4
To avoid ambiguity, replace all remaining occurances of transportChannel by mac-MainConf. Furthermore, apply a consistent ordering to specify mac-MainConfig, sps-Config and physicalConfig related asepcts
3 Conclusion & recommendation
This paper includes the following proposals, that RAN2 is requested to conclude:

Proposal 1
Specify use of the cell specific default value of the TAT in the connection establishment section and move the IE to the RadioResourceConfigCommonSIB
Proposal 2
The note clarifying that information received in a previous HO message that is currently included only for SIB2 is also added to the sections covering the MIB and SIB1
Proposal 3
To avoid ambiguity, move what is specified in 5.3.1.1 to the applicable sections. Further discuss the required action upon RLC failure indication while T300, T301, T304 or T311 is running
Proposal 4
To avoid ambiguity, replace all remaining occurances of transportChannel by mac-MainConf. Furthermore, apply a consistent ordering to specify mac-MainConfig, sps-Config and physicalConfig related asepcts
4 Text proposal (Annex)
4.1 Time alignment timer
<Firstt modification>
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the lowest of the  (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;
1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>
if the IE mbsfn-SubframeConfiguration is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the IE mbsfn-SubframeConfiguration:

1>
apply the radio resource configuration included in the radioResourceConfigCommon excluding the timeAlignmentTimerCommon;

NOTE
This implies that the UE discards the radio resource configuration included in the radioResourceConfigCommon previously received in a dedicated message, if any.

1>
apply the specified PCCH configuration defined in 9.1.1.3;





<Next modified section>
5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE state.

Upon initiation of the procedure, the UE shall:

1>
If the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the accessBarringInformation and the accessClassBarringForEmergencyCalls is set to FALSE:

3>
consider access to the cell as not barred;

2>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:
NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN

3>
if the accessBarringInformation includes accessBarringForOriginatingCalls, and for all of the valid Access Classes for the UE, the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to TRUE:

4>
consider access to the cell as barred;

3>
else:

4>
consider access to the cell as not barred;

2>
else:

3>
consider access to the cell as barred;

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForOriginatingCalls is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForOriginatingCalls:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForSignalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForSignalling is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForSignalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4, until explicitly receiving a configuration;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3, until explicitly receiving a configuration;

2> apply the default transport channel configuration as specified in 9.2.2, until explicitly receiving a configuration;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;
2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:
3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T303 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForOriginatingCalls:

T303= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends.
2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T305 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForSignalling:

T305= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends.
<Next modified section>
–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE 1:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

NOTE 2:
It is FFS whether Uplink EARFCN should be moved to SIB 1. This relates to the discussion on UE capability for variable TX-RX frequency separation.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


accessBarringInformation


SEQUENCE {



accessBarringForEmergencyCalls

BOOLEAN,



accessBarringForSignalling


AccessClassBarringInformation
OPTIONAL,
-- Need OP



accessBarringForOriginatingCalls
AccessClassBarringInformation
OPTIONAL
-- Need OP


}

OPTIONAL,
















-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


frequencyInformation



SEQUENCE {



ul-EARFCN






INTEGER (0..maxEARFCN)


OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100, spare10, 













spare9, spare8, spare7, spare6, spare5, 













spare4, spare3, spare2, spare1}
OPTIONAL,-- Need OP



additionalSpectrumEmission


INTEGER (0..31)


},


ul-CyclicPrefixLength



ENUMERATED {len1, len2},


mbsfn-SubframeConfiguration


MBSFN-SubframeConfiguration


OPTIONAL, 
-- Need OD


...

}

AccessClassBarringInformation ::=
SEQUENCE {


accessProbabilityFactor



ENUMERATED {











p00, p05, p10, p15, p20, p25, p30, p40,











p50, p60, p70, p75, p80, p85, p90, p95},


accessBarringTime




ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


accessClassBarringList



AccessClassBarringList
}
AccessClassBarringList ::=


SEQUENCE (SIZE (maxAC)) OF SEQUENCE {


accessClassBarring




BOOLEAN

}

MBSFN-SubframeConfiguration ::= 
SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {


radioframeAllocationPeriod


ENUMERATED {n1, n2, n4, n8, n16, n32},


radioframeAllocationOffset


INTEGER (0..7),


subframeAllocation




INTEGER (1..6)

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	accessBarringForEmergencyCalls

Access class barring for AC 10.

	accessBarringForSignalling

Access class barring for mobile originating signalling

	accessBarringForOriginatingCalls

Access class barring for mobile originating calls

	accessProbabilityFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred.

	accessBarringTime

Mean access barring time in seconds.

	accessClassBarringList

Access class barring for AC 11-15. First in the list is for AC 11, second in the list is for AC 12, and so on

	ul-EARFCN

For FDD: Default value determined from default TX-RX frequency separation defined in [36.101]

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-Bandwidth

Parameter: Uplink bandwidth [36.101]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	additionalSpectrumEmission

Defined in [36.101]

	ul-CyclicPrefixLength

Parameter: cyclic prefix length see 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix. 

	mbsfn-SubframeConfiguration

Defines the subframes that are reserved for MBSFN in downlink

	radioFrameAllocation

Radio-frames that contain MBSFN subframes occur when equation SFN mod radioFrameAllocationPeriod
  = radioFrameAllocationOffset is satisfied. n1 denotes value 1, n2 denotes value 2, and so on 

	subframeAllocation

Number of MBSFN subframes within a radio frame carrying MBSFN. The MBSFN subframes are allocated from the beginning of the radio-frame in consequtive order with the restriction that only those subframes that may carry MBSFN are allocated: subframes 0 and 5 are not allocated; subframe 4 and 9 are not allocated (FDD); subframes 1, 6 and uplink subframes are not allocated (TDD)


<Next modified section>
–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element
-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


bcch-Configuration 




BCCH-Configuration,


pcch-Configuration 




PCCH-Configuration,


prach-Configuration




PRACH-ConfigurationSIB,


pdsch-Configuration




PDSCH-ConfigCommon,


pusch-Configuration




PUSCH-ConfigCommon,


timeAlignmentTimerCommon


TimeAlignmentTimer,


pucch-Configuration




PUCCH-ConfigCommon,


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon,


...

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-Configuration




RACH-ConfigCommon,


prach-Configuration




PRACH-Configuration,


pdsch-Configuration




PDSCH-ConfigCommon




OPTIONAL,
-- Need OC


pusch-Configuration




PUSCH-ConfigCommon,


phich-Configuration




PHICH-Configuration




OPTIONAL,
-- Need OC


pucch-Configuration




PUCCH-ConfigCommon




OPTIONAL,
-- Need OC


soundingRsUl-Config




SoundingRsUl-ConfigCommon,


uplinkPowerControl




UplinkPowerControlCommon


OPTIONAL,
-- Need OC


antennaInformationCommon


AntennaInformationCommon


OPTIONAL,
-- Need OC


tdd-Configuration




TDD-Configuration




OPTIONAL,
-- need OC


...

}

BCCH-Configuration ::=



SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, spare}

}

PCCH-Configuration ::=



SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEightT,












onSixteenthT, oneThirtySecondT}

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	


	BCCH-Configuration

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle DIV 10ms. n2 corresponds to value 2, n4 corresponds to value 4 and n8 corresponds to value 8.


	PCCH-Configuration

	defaultPagingCycle

Default paging cycle, referred to as ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	nB

Parameter: Nb is used to derive the number of paging groups according to TS 36.304 [4]


4.2 System information update

<Firstt modification>
5.2.2.6
Actions upon reception of the MasterInformationBlock message

Upon receiving the MasterInformationBlock message the UE shall:

1>
apply the radio resource configuration included in the phich-Configuration
NOTE
The UE discards the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any.

5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 message the UE shall:

1>
forward the IE cellIdentity to upper layers;

1>
forward the IE TrackingAreaCode to upper layers;

1>
if the SystemInformationBlockType1 does not contain the IE q-Rxlevminoffset:
2>
apply value 0 dB for Qrxlevminoffset.
NOTE
The UE discards the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any.

5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
Apply the lowest of the  (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;
1>
else:

2>
Apply the defaultPagingCycle included in the radioResourceConfigCommon;
1>
if the IE mbsfn-SubframeConfiguration is included:

2>
consider that no other DL assignments occur in the MBSFN subframes indicated in the IE mbsfn-SubframeConfiguration:

1>
apply the radio resource configuration included in the radioResourceConfigCommon;

NOTE
The UE discards the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any.

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
if the UE is in RRC_IDLE:

2>
apply the timeAlignmentTimerCommon upon transition to RRC_CONNECTED.

1>

if the UE is in RRC_CONNECTED:

2> 
not apply the timeAlignmentTimerCommon;

4.3 Radio link failure

<Firstt modification>
5.3.11
Radio link failure related actions






5.3.11.1
Detection of physical layer problems
The UE shall:

1>
upon detecting physical layer problems while neither T300, T301, T304 nor T311 is running:

2>
start a timer T310.

The criteria for detecting physical layer problems are FFS i.e. whether RRC considers this condition to be met upon receiving a certain number of physical layer failure indications within a predefined time-period.

It is FFS if a counter will be used instead of timer T310.

5.3.11.3
Recovery of physical layer problems
Upon detecting physical layer recovery while T310 was running, the UE shall:

1>
stop timer T310.

NOTE

In this case, the UE resumes the RRC connection without explicit signalling i.e. the UE resumes the entire radio resource configuration.

The criteria for detecting physical layer recovery are FFS.

5.3.11.3
Detection of radio link failure
The UE shall:

1>
upon T310 expiry; or

1>
upon Random access problem indication from MAC while neither T300, T301, T304 nor T311 is running; or

1>
upon indication from RLC that the maximum number of retransmissions has been reached:

Upon T310 expiry, upon Random access problem indication from MAC, or upon indication from RLC that the maximum number of retransmissions has been reached, the UE detects radio link failure and shall:

2>
detect radio link faiure;

2>
If security is not activated:

3>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.12;

2>
else:

3>
initiate the connection re-establishment procedure as specified in 5.3.7.

4.4 Consistent use of L1/L2 related parameters
<Firstt modification>
5.3.3.2
Initiation

The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE state.

Upon initiation of the procedure, the UE shall:

1>
If the UE is establishing the RRC connection for mobile terminating calls:

2>
if timer T302 is running:

3>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else if the UE is establishing the RRC connection for emergency calls:

2>
if SystemInformationBlockType2 includes the accessBarringInformation and the accessClassBarringForEmergencyCalls is set to FALSE:

3>
consider access to the cell as not barred;

2>
else if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:
NOTE 1:
ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN

3>
if the accessBarringInformation includes accessBarringForOriginatingCalls, and for all of the valid Access Classes for the UE, the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to TRUE:

4>
consider access to the cell as barred;

3>
else:

4>
consider access to the cell as not barred;

2>
else:

3>
consider access to the cell as barred;

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForOriginatingCalls is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForOriginatingCalls is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForOriginatingCalls:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;
2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;
2>
else if SystemInformationBlockType2 includes the accessBarringInformation and the accessBarringForSignalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the accessClassBarring in the accessClassBarringList contained in accessBarringForSignalling is set to FALSE:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number ‘rand’ uniformly distributed in the range: 0 ≤ rand < 1;
4>
if ‘rand’ is lower than the value indicated by accessProbabilityFactor included in accessBarringForSignalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
If access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4, until explicitly receiving a configuration;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3, until explicitly receiving a configuration;

2> apply the default MAC main configuration as specified in 9.2.2, until explicitly receiving a configuration;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:
3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T303 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForOriginatingCalls:

T303= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating calls is applicable, upon which the procedure ends.
2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number ‘rand’ that is uniformly distributed in the range 0 ≤ rand < 1;
3>
start timer T305 with the timer value calculated as follows, using the accessBarringTime included in accessBarringForSignalling:

T305= (0.7+ 0.6 * rand) * accessBarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends.
<Next modification>
5.3.10.4
 MAC main reconfiguration

The UE shall:

1>
if the received radioResourceConfiguration includes the IE mac-MainConfig:

2>
if the mac-MainConfig is set to ‘explicit’:

3>
if the received mac-MainConfig includes the dl-SCH-Configuration:

4>
reconfigure the DL-SCH transport channel in accordance with the received dl-SCH-Configuration;

3>
if the received mac-MainConfig includes the ul-SCH-Configuration:

4>
reconfigure the UL-SCH transport channel in accordance with the received ul-SCH-Configuration;

3>
if the mac-MainConfig includes drx-Configuration:

4>
if the drx-Configuration is set to ‘disable’:

5>
disable the DRX functionality;

5>
release the DRX configuration.

4> else if the drx-Configuration includes shortDRX and shortDRX is set to ‘disable’:

5>
disable the short DRX functionality;

5>
release short DRX configuration;

3>
if the  mac-MainConfig includes timeAlignmentTimerDedicated:

4> apply the timeAlignmentTimerDedicated;

3>
if the mac-MainConfig includes phr-Configuration:

4>
if the phr-Configuration is set to ‘disable’:

5>
disable the power headroom reporting functionality;

2>
else if the mac-MainConfig is set to ‘default’:

3>
reconfigure the mac-MainConfig in accordance with the default configuration as specified in 9.2.2;

<Next modification>
–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, dedicated NAS information, radio resource configuration (including RBs, MAC main  configuration and physical channel configuration), security configuration and UE related information.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measurementConfiguration


MeasurementConfiguration

OPTIONAL,
-- Need OC


mobilityControlInformation


MobilityControlInformation

OPTIONAL,
-- Need OP


nas-DedicatedInformationList

SEQUENCE (SIZE(1..maxDRB)) OF












NAS-DedicatedInformation
OPTIONAL,
-- Cond nonHO


radioResourceConfiguration


RadioResourceConfigDedicated
OPTIONAL,
-- Need OC


securityConfiguration



SecurityConfiguration


OPTIONAL,
-- Cond HOSec


ue-RelatedInformation



UE-RelatedInformation


OPTIONAL,
-- Cond HO


nonCriticalExtension



SEQUENCE {}





OPTIONAL
-- Need OP

}

-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	measurementConfiguration

This IE specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

	mobilityControlInformation

This IE includes parameters relevant for network controlled mobility to/within E‑UTRA.

	nas-DedicatedInformationList

This IE is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	radioResourceConfiguration

This IE is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels.

	securityConfiguration

This IE is used to configure AS integrity protection (CP) and AS ciphering (CP and UP) and to provide the next hop Chaining Count.

	ue-RelatedInformation

This IE is used to convey miscellaneous UE related information.


	Conditional presence
	Explanation

	HO
	The IE is mandatory present if the IE MobilityControlInformation is present in the RRCConnectionReconfiguration message; otherwise the IE is not needed.

	HOSec
	The IE is mandatory present in case of inter-RAT handover to E‑UTRA; it is optionally present in case of handover within E‑UTRA, continue; otherwise it is not needed.

	nonHO
	The IE is not needed in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, continue.


<Next modification>
–
MAC-MainConfiguration
The IE MAC-MainConfiguration is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfiguration information element
-- ASN1START

MAC-MainConfiguration ::=
SEQUENCE {


dl-SCH-Configuration



SEQUENCE {


}

OPTIONAL, 














-- Need OC

ul-SCH-Configuration



SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8, 













n10, n12, n16, n20, n24, n28, 












spare2, spare1}

OPTIONAL,
  -- Cond ConnSU



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,












sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1} OPTIONAL,
-- need OC



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}

OPTIONAL, 














-- Need OC

drx-Configuration




CHOICE {



disable







NULL,



enable







SEQUENCE {




onDurationTimer





ENUMERATED {














psf1, psf2, psf3, psf4, psf5, psf6, 














psf8, psf10, psf20, psf30, psf40, 














psf50, psf60, psf80, psf100, 














psf200},




drx-InactivityTimer




ENUMERATED {














psf1, psf2, psf3, psf4, psf5, psf6, 














psf8, psf10, psf20, psf30, psf40, 














psf50, psf60, psf80, psf100, 














psf200, psf300, psf500, psf750,














psf1280, psf1920, psf2560, spare10,














spare9, spare8, spare7, spare6,














spare5, spare4, spare3, spare2,














spare1},




drx-RetransmissionTimer



ENUMERATED {














sf1, sf2, sf4, sf6, sf8, sf16,














sf24, sf33},




longDRX-CycleStartOffset

CHOICE {





sf10






INTEGER(0..9),





sf20






INTEGER(0..19),





sf32






INTEGER(0..31),





sf40






INTEGER(0..39),





sf64






INTEGER(0..63),





sf80






INTEGER(0..79),





sf128






INTEGER(0..127),





sf160






INTEGER(0..159),





sf256






INTEGER(0..254),





sf320






INTEGER(0..319),





sf512






INTEGER(0..511),





sf640






INTEGER(0..639),





sf1024






INTEGER(0..1023),





sf1280






INTEGER(0..1279),





sf2048






INTEGER(0..2047),





sf2560






INTEGER(0..2559)




},




shortDRX






CHOICE {





disable







NULL,





enable







SEQUENCE {






shortDRX-Cycle





ENUMERATED
{
















sf2, sf5, sf8, sf10, sf16, sf20,
















sf32, sf40, sf64, sf80, sf128, sf160,
















sf256, sf320, sf512, sf640},






drxShortCycleTimer




INTEGER (1..16) -- type,range,default FFS




}




}

OPTIONAL












-- need OC



}


}

OPTIONAL,














-- need OC


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Configuration




CHOICE {



disable







NULL,



enable







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200, 
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}

OPTIONAL,  -- need OC


...

}

-- ASN1STOP

	MAC-MainConfiguration field descriptions

	maxHARQ-Tx

Parameter: max-HARQ-Tx [36.321].

If absent in the RRCConnectionSetup message, the default value as defined in 9.2.2 applies.

	periodicBSR-Timer

Parameter: PERIODIC_BSR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	retxBSR-Timer

Parameter: RETX_BSR_TIMER, see TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	ttiBundling

Configures TTI bundling on and off. Can be configured for FDD and for TDD only for configurations 0, 1 and 6.

	drx-StartOffset

Parameter: DRX Start Offset [36.321]. Value in number of sub-frames. In TDD, this can point to a DL or UL sub-frame

	onDurationTimer

Parameter: On Duration Timer [36.321]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimer

Parameter: DRX Inactivity Timer [36.321]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH subframe, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Parameter: DRX Retransmission Timer [36.321]. Value in number of PDCCH sub-frames.

	longDRX-Cycle

Long DRX cycle in [36.321]. Value in number of sub-frames. If shortDRX-Cycle is configured, the value shall be a multiple of the shortDRX-Cycle value. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 subframes and so on.

	shortDRX-Cycle

Short DRX cycle in [36.321]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on.

	drxShortCycleTimer

Parameter: DRX Short Cycle Timer [36.321]. Value in multiples of shortDRX-Cycle. Default value is [FFS]. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	periodicPHR-Timer

Parameter: PERIODIC_PHR_TIMER [36.321]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Parameter: PROHIBIT PHR TIMER [36.321]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	dl-PathLossChange

Parameter: DL PathlossChange [36.321]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on.


	Conditional presence
	Explanation

	ConnSU
	The IE is mandatory default if the IE is included in RRCConnectionSetup; otherwise it is optionally present, continue.


<Next modification>
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to setup/modifiy transport channel configurations and to setup/modify physical channels

RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL, 

-- need OC


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL, 

-- need OC


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- need OC


mac-MainConfig





CHOICE {




explicit





MAC-MainConfiguration,




default






NULL


}

OPTIONAL,















-- Cond Setup

sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need OC


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc



...

}

DTCH-LogicalChannelIdentity ::=


INTEGER (3..10)

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicit






RLC-Configuration,



default







NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicit






LogicalChannelConfig,



default







NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15),


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

 
-- Cond Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

 
-- Cond Setup

rb-MappingInfo





DTCH-LogicalChannelIdentity
OPTIONAL,

-- Cond Setup-HO

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,

-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	rlc-Configuration

SRB choice indicates whether the RLC configuration is set to the values signalled explicitly or to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. E-UTRAN does not reconfigure the RLC mode of DRBs.

	pdcp-Configuration

E-UTRAN can reconfigure PDCP header compression for DRBs only when the PDCP re-establishment procedure is performed.

	mac-MainConfig

The default MAC main configuration is specified in 9.2.2. 

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the values defined in the default logical channel configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2.

	DTCH-LogicalChannelIdentity

The logical channel identity for both UL and DL.


	Conditional presence
	Explanation

	Setup
	The IE is mandatory present if the corresponding SRB/DRB is being setup; otherwise the IE is optionally present, continue.

	Setup-HO
	The IE is mandatory present if the corresponding DRB is being setup and optionally present in case of handover, continue; otherwise the IE is not needed and the current configuration is maintained.

	Misc
	The IE is mandatory present upon connection establishment, handover within E-UTRA, handover to E-UTRA and connection re-establishment; otherwise the IE is optionally present, continue.


<Next modification>
9.2.2
Default MAC main configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	MAC main configuration
	
	
	

	maxHARQ-tx
	5
	Fast loss detection
	

	periodicBSR-Timer
	Infinity
	
	

	ttiBundling
	FALSE
	
	

	drx-Configuration

>shortDRX
	disable

disable
	
	

	phr-Configuration
	disable
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