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UE-TimersAndConstants
The IE UE-TimersAndConstants contains timers and constants used by the UE in either RRC_CONNECTED or RRC_IDLE.

UE-TimersAndConstants information element
-- ASN1START

UE-TimersAndConstants ::=


SEQUENCE {


t300







ENUMERATED {












ms100, ms200, ms400, ms600, ms1000, ms1500,












ms2000, spare1}, 


t301







ENUMERATED {












ms100, ms200, ms400, ms600, ms1000, ms1500,












ms2000, spare1},



-- FFS, see eNote below


t310







ENUMERATED {












ms0, ms50, ms100, ms200, ms500, ms1000, ms2000,












spare1},

n310







ENUMERATED {












1, 2, 3, 4, 5, 8, 10, 20
},

t311







ENUMERATED {












ms1000, ms3000, ms5000, ms10000, ms15000,












ms20000, ms30000, spare1},

n311







ENUMERATED {













1, 2, 3, 4, 5, 6, 8, 10},

...

}

-- ASN1STOP

Editor's note:
It is FFS if t-301 is signalled separately or e.g. always uses the same value as t300.

Editor's note:
The value range of t310 may be revisited when DRX impacts on physical layer problem monitoring are known.

	UE-TimersAndConstants field descriptions

	t3xy

Timers are described in section 7.3. 0ms corresponds with 0 ms, 50ms corresponds with 50 ms and so on
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