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1
Introduction

In the November RAN2 meeting DRX and TTT was discussed (Copy-paste from RAN2 draft minutes):
R2-087185:    DRX and TTT- Nokia
-    Samsung wonders what it really means ? So the measurement can be sent immediately. Yes.
-    Current formulation seems just to delay the report.
-    QC thinks this allows a UE implementation to only check TTT timer expiry at wakeup.
-    NTT DCM assumed that the UE was required to take next measurement sampels into account when the UE delays the measurement report.
-    Probably the clarification should be more related to triggering than submitting to lower layers.
=>    Defer to next meeting
We try to answer in this contribution to several questions raised during the discussion.
2
Measurement sample inclusion into report
In the R2-087185 it was proposed to capture offline discussion in such a way that it is allowed to delay sending the measurement report to lower layers at the next active time (i.e. when has to read PDCCH), but it is also allowed to send the report immediately the report is constructed. 
NTT DoCoMo was wondering that shouldn’t UE be required to take measurements samples from next Active Time into account in the measurement report sending. Due to the measurement model and how UE performing measurements is defined in RAN4 it is impossible to say when UEs are making measurements i.e. it is impossible to write specification in such a way that UE is mandated to take measurement samples into account from next Active Time
3. 
How to capture

It was also commented in November RAN2 meeting that it could be better to capture TTT handling in case of DRX into triggering of event instead of sending of report to lower layers. We think this could be achieved by following additional text in the chapter 5.5.4.1:

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event). UE may delay following actions until the next Active Time as defined in [6]:
3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

4.
Conclusions
We propose to agree the CR where the DRX and TTT handling is captured by allowing UE to delay triggering the report until next Active Time occasion. 
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5.5.4
Measurement report triggering

5.5.4.1
General

The UE shall:

1>
for each measId included in the measIdList within VarMeasurementConfiguration:
2>
if the triggerType is set to ‘event’:

3>
if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

3>
else if the corresponding measObject concerns EUTRA:

4>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
else consider a neighbouring cell on the associated frequency/ set of frequencies (GERAN) to be applicable as follows:

3>
if the corresponding reportingConfig includes a purpose set to ‘reportStrongestCellsForSON’:

4>
consider any neighbouring cell detected on the associated frequency to be applicable

3>
if the corresponding reportingConfig includes a purpose set to ‘reportCGI’:

4>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which  has a physicalCellIdentity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasurementConfiguration to be applicable

3>
else:

4>
if the corresponding measObject concerns UTRA or CDMA2000:

5>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModifyList defined within the VarMeasurementConfiguration for this measId (i.e. the cell is included in the white-list);

4>
else if the corresponding measObject concerns GERAN:

5>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasurementConfiguration for this measId;

4>
else if the corresponding measObject concerns EUTRA:

5>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackListedCellsToAddModifyList defined within the VarMeasurementConfiguration for this measId;

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration while the VarMeasurementReports does not include an entry for this measId (a first cell triggers the event). UE may delay following actions until the next Active Time as defined in [6]:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to ‘periodical’ and a (first) measurement result is available for one or more applicable cells. UE may delay following actions until the next Active Time as defined in [6]:

3>
include an entry within the VarMeasurementReports for this measId;

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 1:
If the purpose is set to ‘reportStrongestCells’ or to ‘reportStrongestCellsForSON’, the UE initiates a first measurement report immediately after the requested reportQuantity becomes available for at least either serving cell or one of the applicable cells

2>
if the triggerType is set to ‘event’ and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasurementConfiguration, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for a duration exceeding the value of timeToTrigger defined for this event within the VarMeasurementConfiguration (a subsequent cell triggers the event). UE may delay following actions until the next Active Time as defined in [6]:

3>
set the numberOfReportsSent defined within the VarMeasurementReports for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId, if not included;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
Upon expiry of the periodical reporting timer for this measId. UE may delay following actions until the next Active Time as defined in [6]:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId. UE may delay following actions until the next Active Time as defined in [6]:
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to ‘event’ and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasurementReports for this measId for a duration exceeding the value of timeToTrigger defined within the VarMeasurementConfiguration for this event. UE may delay following actions until the next Active Time as defined in [6]:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasurementReports for this measId;

3>
if reportOnLeave is set for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasurementReports for this measId is empty:

4>
remove the entry within the VarMeasurementReports for this measId;

4>
stop the periodical reporting timer for this measId, if running;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to ‘event’ or to ‘periodical’ while the corresponding measurement is not performed due to the serving cell quality being better than s-Measure or due to the measurement gap not being active.
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