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5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 operation and the re-activation of security. 

A UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. If AS security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.
E-UTRAN applies the procedure as follows:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate AS security without changing algorithms.

5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
after having detected radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or
1>
upon the cell to which the UE is connected is barred as specified in TS 36.304 [4]; or
1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5.
Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1> suspend all RBs except SRB0;

1>
reset MAC;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
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