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6.3.2 Radio resource control information elements
….

–
PDCP-Configuration
The IE PDCP-Configuration is used to set the configurable PDCP parameters for data radio bearers.

PDCP-Configuration information element
-- ASN1START

PDCP-Configuration ::=



SEQUENCE {


discardTimer





ENUMERATED {












ms50, ms100, ms150, ms300, ms500,












ms750, ms1500, infinity


}














OPTIONAL,  -- Cond Setup, range FFS

rlc-AM







SEQUENCE {



statusReportRequired



BOOLEAN


}














OPTIONAL,


-- Cond Rlc-AM


rlc-UM







SEQUENCE {



pdcp-SN-Size





ENUMERATED {len7bits, len12bits}


}














OPTIONAL,


-- Cond Rlc-UM


headerCompression




CHOICE {



notUsed







NULL,



rohc







SEQUENCE {




maxCID







INTEGER (1..16383)



DEFAULT 15,




profiles






SEQUENCE {





profile0x0001





BOOLEAN,





profile0x0002





BOOLEAN,





profile0x0003





BOOLEAN,





profile0x0004





BOOLEAN,





profile0x0006





BOOLEAN,





profile0x0101





BOOLEAN,





profile0x0102





BOOLEAN,





profile0x0103





BOOLEAN,





profile0x0104





BOOLEAN




},




...



}


},


...

}

-- ASN1STOP

	PDCP-Configuration field descriptions

	pdcp-SN-Size

Indicates the length of the PDCP Sequence Number as specified in [8].

	maxCID

Indicates the value of the parameter MAX_CID to be used by the UE for both the uplink and the downlink, as specified in [8]. The chosen MAX_CID shall be less than the Maximum number of ROHC context sessions as indicated by the UE in the E-UTRA UE Radio Access Capability Parameters.

	profiles

Profiles used by both compressor and decompressor in both UE and E-UTRAN. List of indices to ROHC profiles specified in [8]. Profile 0x0000 shall always be supported when the use of ROHC is configured. If two ROHC profile identifiers with the same 8 LSB’s are signalled, only the profile corresponding to the highest value should be applied


	Conditional presence
	Explanation

	Setup
	The field is mandatory present in case of radio bearer setup. Otherwise the field is not applicable.

	Rlc-AM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC AM. The field is optional in case of reconfiguration of a PDCP entity at handover for a radio bearer configured with RLC AM, continue. Otherwise the field is not applicable.

	Rlc-UM
	The field is mandatory present upon setup of a PDCP entity for a radio bearer configured with RLC UM, continue. Otherwise the field is not applicable.


….
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