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5.3.3.5
Cell re-selection while T300, T302, T303 or T305 is running

The UE shall:

1>
If cell reselection occurs while T300, T302, T303 or T305 is running:

2>
if timer T302, T303 and/ or T305 is running:
3>
stop timer T302, T303 and T305, whichever ones were running;

3>
perform the actions as specified in 5.3.3.7.

2>
if timer T300 is running;

3>
stop timer T300;

3>
reset MAC, release the MAC configuration and re-establish RLC for SRB0;

3>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.
5.3.3.6
T300 expiry

The UE shall:

1>
If timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for SRB0;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.
5.3.3.9
Abortion of RRC connection establishment

If upper layers abort the RRC connection establishment procedure while the UE has not yet entered RRC_CONNECTED, the UE shall:

1>
stop timer T300, if running;

1>
reset MAC, release the MAC configuration and re-establish RLC for SRB0.
5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC and re-establish RLC for all RBs that are established;

1>
stop all timers that are running except T320;
1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs except SRB0;
1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was not triggered by reception of the MobilityFromEUTRACommand message:

2>
enter RRC_IDLE by performing cell selection in accordance with the cell selection process, defined for the case of leaving RRC_CONNECTED, as specified in TS 36.304 [4].
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