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SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighbouringCellList

IntraFreqNeighbouringCellList

OPTIONAL,
-- Need FFS

intraFreqBlacklistedCellList

IntraFreqBlacklistedCellList

OPTIONAL,
-- Need FFS

csg-PCI-Range





PhysicalCellIdentityAndRange

OPTIONAL,
-- Cond CSG


...

}

IntraFreqNeighbouringCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {


physicalCellIdentity




PhysicalCellIdentity,


q-OffsetCell






ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24},


...

}

IntraFreqBlacklistedCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF SEQUENCE {


physicalCellIdentityAndRange


PhysicalCellIdentityAndRange

}

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbouringCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell 

Parameter “Qoffsets,n” in TS 36.304 [4]. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.

	intraFreqBlacklistedCellList 

List of blacklisted intra-frequency neighbouring cells

	csg-PCI-Range

Set of PCIs reserved for CSG cells. If absent previously received csg-PCI-Range applies if less than 24 hours has elapsed since it was received and it was received in the same PLMN. 


	Conditional presence
	Explanation

	CSG
	This field is optional (need OP) for non-CSG cells, and mandatory for CSG cells.
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