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8.1.3.3
RRC CONNECTION REQUEST message contents to set
The UE shall, in the transmitted RRC CONNECTION REQUEST message:

1>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

1>
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

1>
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR; and

1>
include the IE "Predefined configuration status information" and set this IE to true if  the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated.

1>
if the UE is attempting to establish the signalling connection to PS-domain:

2> include the IE "Domain Indicator" and set it to "PS domain".

1> else if the UE is attempting to establish the signalling connection to CS domain:

2>
include the IE "Domain Indicator" and set it to "CS domain";

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the UE only supports HS-DSCH but not E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH" value.

1>
if the UE supports HS-DSCH and E-DCH:

2>
include the IE "UE capability indication" and set it to the "HS-DSCH+E-DCH" value. 

1>
if, according to [4], the High-mobility state is applicable and it has been detected by the UE:

2>
include the IE "UE Mobility State Indicator" and set it to the "High-MobilityDetected" value.
1>
if the UE performs connection establishment for MBMS ptp radio bearer request as specified in subclause 8.6.9.6; and

1>
if one or more of the MBMS services for which the UE initiates the ptp radio bearer request concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the ptp radio bearer request:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Short" before those selected with a lower priority;

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.
1>
if the UE supports MAC-ehs:

2>
include the IE "MAC-ehs support" and set it to TRUE.

1>
if the UE supports HS-DSCH reception in CELL_FACH state:

2>
include the IE "HS-PDSCH in CELL_FACH" and set it to TRUE.

1>
if the UE supports Enhanced Uplink in CELL_FACH state and Idle mode:

2>
include the IE "Support of common E-DCH" and set it to TRUE.
NOTE:
In 1.28 Mcps TDD, UE supporting HS-DSCH reception in CELL_FACH state always supports Enhanced Uplink in CELL_FACH state and Idle mode, and vice versa.
1>
if the UE supports MAC-i/is:

2>
include the IE "Support of MAC-i/is" and set it to TRUE.

1>
if the UE supports E-UTRA:

2>
if the variable EUTRA_FREQUENCY_INFO_LIST contains no E-UTRA frequencies:
3>
include the IE "Pre-Redirection info";

3>
if the UE supports E-UTRA FDD:

4>
set the IE "Support of E-UTRA FDD" to TRUE.
3>
if the UE supports E-UTRA TDD:

4>
set the IE "Support of E-UTRA TDD" to TRUE.
2>
if the UE supports any of the bands that the E-UTRA frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

3>
include the IE "Pre-Redirection info";
3>
if the UE supports any of the bands that the E-UTRA FDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA FDD" to TRUE.

3>
if the UE supports any of the bands that the E-UTRA TDD frequencies included in the variable EUTRA_FREQUENCY_INFO_LIST belong to:

4>
set the IE "Support of E-UTRA TDD" to TRUE.

1>
if the UE supports multi cell operation

2>
include the IE "Multi cell support" and set it to TRUE.
The UE shall not include the IE "UE Specific Behaviour Information 1 idle".

*** NEXT PART ****
8.5.44
HS-DSCH CQI reporting tables

If the variable HS_DSCH_RECEPTION is set to "TRUE", the UE shall:

1>
if the UE has been configured with at least one MAC-ehs reordering queue:

2>

use the relevant CQI tables, as defined in [29], for the HS-DSCH category indicated by the IE "HS-DSCH physical layer category extension" or "HS-DSCH physical layer category extension2" stored in the variable UE_CAPABILITY_TRANSFERRED.

1>
otherwise:

2>
use the relevant CQI tables, as defined in [29], for the HS-DSCH category indicated by the IE "HS-DSCH physical layer category" stored in the variable UE_CAPABILITY_TRANSFERRED.

*** NEXT PART ****
8.5.51
Actions related to SECONDARY_CELL_HS_DSCH_RECEPTION variable
The variable SECONDARY_CELL_HS_DSCH_RECEPTION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state and operating in FDD;
1>
the variable HS_DSCH_RECEPTION is set to TRUE;
1>
the UE has stored the IE "Downlink Secondary Cell Info FDD";
1> the frequency of secondary cell indicated by the IE “UARFCN downlink (Nd)” in IE “Downlink Secondary Cell Info FDD” is adjacent to UE current frequency.
If any of the above conditions are not met and the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
set the variable SECONDARY_CELL_HS_DSCH_RECEPTION to FALSE.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:

1>
perform HS-DSCH reception procedures for the secondary serving HS-DSCH cell according to the stored HS-PDSCH configuration as stated in:

2>
subclause 8.6.3.1b for the IE "H-RNTI";

2>
subclause 8.6.5.6b for the IE "HARQ info";

2>
subclause 8.6.6.34 for the IE "Measurement Feedback Info";

2>
subclause 8.6.6.45 for the IE "Downlink Secondary Cell Info FDD".

1>
use the relevant CQI reporting table as stated in subclause 8.5.44.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to FALSE, the UE shall:

1>
not perform HS_SCCH reception procedures on the secondary serving HS-DSCH cell;

1>
not perform HS-DSCH reception procedures on the secondary serving HS-DSCH cell.

*** NEXT PART ****
10.2.1
ACTIVE SET UPDATE
NOTE:
Only for FDD.

This message is used by UTRAN to add, replace or delete radio links in the active set of the UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now".
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Phy CH information elements
	
	
	
	
	

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b

	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing "maximum UL TX power.
	

	Downlink radio resources
	
	
	
	
	

	Radio link addition information
	OP
	1 to <maxRL-1>
	
	Radio link addition information required for each RL to add
	

	>Radio link addition information
	MP
	
	Radio link addition information 10.3.6.68
	
	

	>Target cell preconfiguration information
	OP
	
	Target cell preconfiguration information10.3.6.79a
	
	REL-8

	Serving Cell Change MAC reset
	CV-TargetCellPreconf
	
	Boolean
	TRUE means the MAC-hs/ehs entity needs to be reset, FALSE means TPC combination Index is used to determine if MAC-hs/ehs reset is needed, 8.2.2.3
	REL-8

	Serving Cell Change Message Type
	CV-TargetCellPreconf
	
	Enumerated (RadioBearerSetup, RadioBearerReconfiguration, TransportChannelReconfiguration, PhysicalChannelReconfiguration)
	The reconfiguration procedure configuration used for Target cell preconfiguration, 8.2.2.4
	REL-8

	Serving Cell Change Transaction Id
	CV-TargetCellPreconf
	
	Integer (0..3)
	Transaction Id that shall be used as the RRC Transaction Identifier with the corresponding reponse message configured by the IE “Serving Cell Change Message Type” 
	REL-8

	Radio link removal information
	OP
	1 to <maxRL>
	
	Radio link removal information required for each RL to remove
	

	>Radio link removal information
	MP
	
	Radio link removal information 10.3.6.69
	
	

	TX Diversity Mode
	MD
	
	TX Diversity Mode 10.3.6.86
	Default value is the TX diversity mode currently used in all or part of the active set.
	

	DPC Mode
	OP
	
	Enumerated (Single TPC, TPC triplet in soft)
	"Single TPC" is DPC_Mode=0 and "TPC triplet in soft" is DPC_mode=1 in [29].
	REL-5

	Serving HS-DSCH cell information
	OP
	
	Serving HS-DSCH cell information 10.3.6.74a
	
	REL-6

	E-DCH reconfiguration information
	OP
	
	E-DCH reconfiguration information 10.3.6.69a
	
	REL-6

	UL 16QAM configuration
	OP
	
	UL 16QAM configuration 10.3.6.86o
	
	REL-7

	E-DCH reconfiguration information same serving cell
	OP
	
	E-DCH reconfiguration information same serving cell 10.3.6.69b
	This IE is not present if the serving E-DCH cell is changed with this message.


	REL-7

	E-TFC Boost Info
	OP
	
	E-TFC Boost Info 10.3.6.106
	Absence of this IE means that boosting of E-DPCCH is disabled
	REL-7

	E-DPDCH power interpolation
	OP
	
	Boolean
	True means E-DPDCH power interpolation formula is used, False means E-DPDCH power extrapolation formula is used for the computation of the gain factor ed  according to [29]
	REL-7

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8


	Condition
	Explanation

	TargetCellPreconf
	This IE is mandatory present if Radio Links are added and at least one added Radio Link contains the IE Target cell preconfiguration. 


*** NEXT PART ****
10.2.8
CELL UPDATE CONFIRM
This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	U-RNTI
	CV-CCCH
	
	U-RNTI 10.3.3.47
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a cell reselection from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a cell reselection from GERAN Iu mode, and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received, the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Wait time
	OP
	
	Wait time 10.3.3.50
	
	

	RLC re-establish indicator (RB2, RB3 and RB4) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	RLC re-establish indicator (RB5 and upwards) 
	MP
	
	RLC re-establish indicator 10.3.3.35
	Should not be set to TRUE if IE "Downlink counter synchronisation info" is included in message.
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN Information Elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB information elements
	
	
	
	
	

	RAB information for setup
	CV-CS
	
	RAB information for setup 10.3.4.10
	RAB identity shall be identical to the one currently configured and UE behaviour is unspecified otherwise.
	

	RB information to release list
	OP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH 
information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	CCCH
	This IE is mandatory present when CCCH is used and ciphering is not required and not needed otherwise.

	CS
	This IE is optionally present only if CS domain RAB mapping is reconfigured between DCH and E-DCH/HS-DSCH and shall not be present otherwise.


*** NEXT PART ****
10.2.22
PHYSICAL CHANNEL RECONFIGURATION
This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


*** NEXT PART ****
10.2.27
RADIO BEARER RECONFIGURATION
This message is sent from UTRAN to reconfigure parameters related to a change of QoS or to release and setup a radio bearer used for ptp transmission of MBMS services of the broadcast type. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels. This message is also used to perform a handover from GERAN Iu mode to UTRAN.


RLC-SAP: AM or UM or sent through GERAN Iu mode

Logical channel: DCCH or sent through GERAN Iu mode

Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation or a handover from GERAN Iu mode
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing either an SRNS relocation or a handover from GERAN Iu mode and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received The UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN information elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RB information elements
	
	
	
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	>>RAB information for MBMS ptp bearer list
	OP
	1 to < maxMBMSservSelect >
	
	
	REL-6

	>>>RAB information for MBMS ptp bearer
	MP
	
	RAB information for MBMS ptp bearer 10.3.4.9a
	
	REL-6

	>>RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	This value only applies in case the message is sent through GERAN Iu mode
	

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	

	>>>Default configuration
	
	
	
	
	

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in  this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


*** NEXT PART ****
10.2.30
RADIO BEARER RELEASE
This message is used by UTRAN to release a radio bearer. It can also include modifications to the configurations of transport channels and/or physical channels. It can simultaneously indicate release of a signalling connection when UE is connected to more than one CN domain.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation.
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm.
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	Signalling Connection release indication
	OP
	
	CN domain identity 10.3.1.1
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to release list
	MP
	1 to <maxRB>
	
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	

	RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>RB with PDCP context relocation info list
	OP
	1 to <maxRBallRABs>
	
	
	REL-5

	>>PDCP context relocation info
	MP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	MBMS RB list released to change transfer mode
	OP
	1 to <maxRB>
	
	
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


*** NEXT PART ****
10.2.33
RADIO BEARER SETUP
This message is sent by UTRAN to the UE to establish new radio bearer(s). It can also include modifications to the configurations of transport channels and/or physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	RB Information Elements
	
	
	
	
	

	CHOICE specification mode
	MP
	
	
	
	REL-6

	>Complete specification
	
	
	
	In this version of the specification, only this value is specified
	REL-6

	>>Signalling RB information to setup list
	OP
	1 to <maxSRBsetup>
	
	For each signalling radio bearer established
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	>>RAB information to setup list
	OP
	1 to <maxRABsetup>
	
	For each RAB established
	

	>>>RAB information for setup
	MP
	
	RAB information for setup 10.3.4.10
	
	

	>>RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	REL-6

	>>>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	REL-6

	>>RB information to reconfigure list
	OP
	1to <maxRB>
	
	
	REL-6

	>>>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	REL-6

	>>RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>>>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	>>Downlink counter synchronisation info
	OP
	
	
	
	

	>>>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	>>PDCP ROHC target mode
	OP
	
	PDCP ROHC target mode 10.3.4.2a
	
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Deleted TrCH information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	
	

	>>Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


*** NEXT PART ****
10.2.50
TRANSPORT CHANNEL RECONFIGURATION
This message is used by UTRAN to configure the transport channel of a UE. This also includes a possible reconfiguration of physical channels. The message can also be used to assign a TFC subset and reconfigure physical channel.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE should ignore it
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	Added or Reconfigured TrCH
 information list
	OP
	1 to <maxTrCH>
	
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link 
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only. This IE is not present if MIMO parameters are included in this message.
	REL-8

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.


*** NEXT PART ****
10.3.3.25
Physical channel capability
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Downlink physical channel capability information elements
	
	
	
	
	

	FDD downlink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Max no DPCH codes
	MP
	
	Integer

(1..8)
	Maximum number of DPCH codes to be simultaneously received
	

	>Max no physical channel bits received
	MP
	
	Integer

(1200, 2400, 3600, 4800, 7200, 9600, 14400, 19200, 28800, 38400, 48000, 57600, 67200, 76800)
	Maximum number of physical channel bits received in any 10 ms interval (DPCH, S-CCPCH)
	

	>Support for SF 512 and 80 ms TTI for DPCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. 

Values 13...64 are spares.

See Note 5.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6
	REL-7

	>>>HS-DSCH physical layer category extension 2
	OP
	
	Integer

(21..24)
	As defined in [35].

See Note 12. Absence of this IE means that dual cell operation is not supported.
	REL-8

	>>>HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	>>>Enhanced F-DPCH support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	>>>HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	>>>HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	>>>Target Cell Pre-Configuration
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-SCCH reception in target cell
	REL-8

	>>>Support of HS-DSCH DRX operation
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support HS-DSCH DRX operation
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	3.84 Mcps TDD downlink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..224)
	
	

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-5

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (5..16)
	
	

	7.68 Mcps TDD downlink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per frame
	MP
	
	Integer

(1..448)
	
	REL-7

	>Minimum SF
	MP
	
	Integer (1, 32)
	
	REL-7

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..32)
	
	REL-7

	1.28 Mcps TDD downlink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum number of timeslots per subframe
	MP
	
	Integer (1..6)
	
	REL-4

	>Maximum number of physical channels per subframe
	MP
	
	Integer (1..96)
	
	REL-4

	>Minimum SF
	MP
	
	Integer (1, 16)
	
	REL-4

	>Support of PDSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of HS-PDSCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-5

	>>Supported
	
	
	
	
	REL-5

	>>>HS-DSCH physical layer category
	MP
	
	Integer

(1..64)
	As defined in [35]. Values 16...64 are spares.

See Note 8.
	REL-5

	>>>HS-DSCH physical layer category extension
	OP
	
	Integer (1..64)
	As defined in [35].

See Note 9
	REL-8

	>>>Multi-carrier HS-DSCH physical layer category
	OP
	
	Integer

(1..64)
	As defined in [35].

Absent if downlink multiple carrier is not supported. Values 19...64 are spares.

See Note 10.
	REL-7

	>>>Multi-carrier HS-DSCH physical layer category extension
	OP
	
	Integer (1..36)
	As defined in [35].

Absent if downlink multiple carrier is not supported. 

See Note 11.
	REL-8

	>>Unsupported
	
	
	
	(no data)
	REL-5

	>Maximum number of physical channels per timeslot
	MP
	
	Integer (1..16)
	
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	Uplink physical channel capability information elements
	
	
	
	
	

	FDD uplink physical channel capability
	CH-fdd_req_sup
	
	
	
	

	>Maximum number of DPDCH bits transmitted per 10 ms
	MP
	
	Integer (600, 1200, 2400, 4800. 9600, 19200. 28800, 38400, 48000, 57600)
	
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35] in Rel-6

Values 7 to 16 are spares.

See Note 4.
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>>DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	>>>Slot Format #4 support
	OP
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	3.84 Mcps TDD uplink physical channel capability
	CH-3.84_Mcps_tdd_req_sup
	
	
	
	Name changed in REL-4

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	7.68 Mcps TDD uplink physical channel capability
	CH-7.68_Mcps_tdd_req_sup
	
	
	
	REL-7

	>Maximum Number of timeslots per frame
	MP
	
	Integer

(1..14)
	
	REL-7

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8)
	
	REL-7

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-7

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	1.28 Mcps TDD uplink physical channel capability
	CH-1.28_Mcps_tdd_req_sup
	
	
	
	REL-4

	>Maximum Number of timeslots per subframe
	MP
	
	Integer

(1..6)
	
	REL-4

	>Maximum number of physical channels per timeslot
	MP
	
	Integer

(1, 2,
	
	REL-4

	
	
	
	3, 4)
	
	REL-7

	>Minimum SF
	MP
	
	Integer

(1, 2, 4, 8, 16)
	
	REL-4

	>Support of PUSCH
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>Support of 8PSK
	MP
	
	Boolean
	TRUE means supported
	REL-4

	>CHOICE Support of E-DCH
	CV-not_iRAT_HoInfo
	
	
	
	REL-7

	>>Supported
	
	
	
	
	REL-7

	>>>E-DCH physical layer category
	MP
	
	Integer (1..6)
	As defined in [35]
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-7

	NOTE 1: 
Void.

	NOTE 2: 
Void.

	NOTE 3: 
Void.

	NOTE 4: 
All UEs supporting E-DCH should signal a category between 1 and 6 for this IE even if the UE physical capability category is above 6.

	NOTE 5:
All UEs supporting HS-DSCH should signal a category between 1 and 12 for this IE even if the UE physical capability category is above 12. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 6:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 7:
Void

	NOTE 8:
All UEs supporting HS-DSCH should signal a category between 1 and 15 for this IE even if the UE physical capability category is above 15. This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 9:
This IE corresponds to the HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 10:
All UEs supporting multi-carrier HS-DSCH should signal a category between 1 and 18 for this IE even if the UE physical capability category is above 18. This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is not configured.

	NOTE 11:
This IE corresponds to the multi-carrier HS-DSCH category supported by the UE when MAC-ehs is configured.

	NOTE 12:
This IE corresponds to the HS-DSCH category supported by the UE when dual cell operation is configured.


	Condition
	Explanation

	3.84_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "3.84 Mcps" and a 3.84 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	7.68_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "7.68 Mcps" and a 7.68 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	1.28_Mcps_tdd_req_sup
	The IE is mandatory present if the IE "TDD RF capability" is present with the IE "Chip rate capability" set to "1.28 Mcps" and a 1.28 Mcps TDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	fdd_req_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "FDD" or "FDD/TDD" and a FDD capability update has been requested in a previous message. Otherwise this field is not needed in the message.

	not_iRAT_HoInfo
	The CHOICE Support of HS-PDSCH is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo
	The CHOICE Support of E-DCH is not needed in the INTER RAT HANDOVER INFO message. 

Otherwise, it is mandatory present.


*** NEXT PART ****
10.3.6.31a
Downlink secondary cell info FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	New H-RNTI
	MP
	
	H-RNTI 10.3.3.14a
	
	REL-8

	Downlink 64QAM configured
	OP
	
	Enumerated (TRUE)
	Absence of this IE means that the secondary cell HS-SCCH does not use the 64QAM format.
	REL-8

	HS-DSCH TB size table
	CV-Not64QAM
	
	Enumerated (octet aligned)
	If this IE is present, octet aligned table [15] is used, else bit aligned table [15] is used.
	REL-8

	Primary CPICH info
	MP
	
	Primary CPICH Info 10.3.6.60
	
	REL-8

	DL Scrambling Code
	MD
	
	Secondary scrambling code 10.3.6.74
	DL Scrambling code to be applied for HS-DSCH and  HS-SCCH. Default is same scrambling code as for the primary CPICH.
	REL-8

	HS-SCCH Channelisation Code Information
	MP
	1 to <maxHSSCCHs >
	
	Note 1
	REL-8

	>HS-SCCH Channelisation Code
	MP
	
	Integer

(0..127)
	
	REL-8

	Measurement Power Offset
	MP
	
	Real (-6 .. 13 by step of 0.5)
	The measurement power offset, (, in dB, as described in [29].
	REL-8

	UARFCN downlink (Nd)
	MP
	
	Integer(0 .. 16383)
	[21]
	REL-8

	Note 1:
The list of HS-SCCH(s) is assumed to be indexed starting from one.


	Condition
	Explanation

	Not64QAM
	This IE is optionally present if 64QAM is not configured and MAC-ehs is configured. Otherwise it is not needed.


*** NEXT PART ****
13.4.8o
H_RNTI

This variable stores the assigned H-RNTI for this UE when in CELL-DCH, CELL_FACH (FDD and 1.28 Mcps TDD only) or CELL_PCH (FDD and 1.28 Mcps TDD only) state, and when an HS-DSCH transport channel has been allocated. This variable also stores the secondary cell H-RNTI for this UE when in CELL_DCH state in case of Dual cell HSDPA operation
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	H-RNTI
	OP
	
	H-RNTI
10.3.3.14a
	Cleared when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Cleared when leaving UTRA RRC connected mode.
	REL-5

	Secondary Cell H-RNTI
	OP
	
	H-RNTI
10.3.3.14a
	Cleared when entering CELL_DCH when not otherwise stated in the procedure.

Cleared when leaving CELL_DCH.
	REL-8


13.4.8oo
HS_DSCH_RECEPTION
This variable indicates whether HS-SCCH and HS-DSCH reception procedures are ongoing. See subclause 8.5.25 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-DSCH reception
	MP
	
	Boolean
	TRUE: HS-DSCH reception is ongoing.

Set to FALSE when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Set to FALSE when leaving UTRA RRC connected mode.
	REL-5


13.4.8oa
HS_DSCH_RECEPTION_CELL_FACH_STATE
This variable indicates whether HS-SCCH and HS-DSCH reception procedures are ongoing in CELL_FACH for BCCH, DCCH and, if configured, DTCH reception. See subclause 8.5.36 for actions related to the setting of this variable.

NOTE:
FDD and 1.28 Mcps TDD only.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-DSCH reception in CELL_FACH state
	MP
	
	Boolean
	TRUE: HS-DSCH reception in CELL_FACH is ongoing.

Set to FALSE when entering UTRA RRC connected mode, CELL_PCH, URA_PCH and CELL_DCH.

Set to FALSE when leaving UTRA RRC connected mode, 
	REL-7


13.4.8ob
HS_DSCH_RECEPTION_OF_CCCH_ENABLED
This variable indicates whether HS-SCCH and HS-DSCH reception procedures are enabled for CCCH and BCCH, and for SRB1 if the UE is in CELL_FACH state. See subclause 8.5.37 for actions related to the setting of this variable.

NOTE:
For FDD and 1.28 Mcps TDD only.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-DSCH reception of CCCH
	MP
	
	Boolean
	TRUE: HS-DSCH reception for the CCCH is enabled.

Set to FALSE when leaving UTRA RRC connected mode.

Set to FALSE when entering CELL_PCH, URA_PCH and CELL_DCH. 
	REL-7


13.4.8oc
HS_DSCH_RECEPTION_GENERAL

This variable indicates whether HS-SCCH and HS-DSCH reception procedures are ongoing in CELL_DCH, CELL_FACH, CELL_PCH, or URA_PCH. See subclause 8.5.37a for actions related to the setting of this variable.

NOTE:
FDD and 1.28 Mcps TDD only.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HS-DSCH reception in all states
	MP
	
	Boolean
	TRUE: HS-DSCH reception in CELL_DCH, CELL_FACH, CELL_PCH or URA_PCH is ongoing.

Set to FALSE when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Set to FALSE when leaving UTRA RRC connected mode
	REL-7


13.4.8od
SECONDARY_CELL_HS_DSCH_RECEPTION
This variable indicates whether HS-SCCH and HS-DSCH reception procedures are configured for a secondary serving.HS-DSCH cell See subclause 8.5.51 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Secondary Cell HS-DSCH reception
	MP
	
	Boolean
	TRUE: HS-DSCH reception is ongoing for a secondary serving HS-DSCH cell.

Set to FALSE when entering CELL_DCH when not otherwise stated in the procedure.

Set to FALSE when leaving CELL_DCH.
	REL-8
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