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------------------------------------------------------ Unmodified Sections Omitted -------------------------------------------
RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModifyList




SRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToAddModifyList




DRB-ToAddModifyList


OPTIONAL, 

-- need ON


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfiguration,




defaultValue




NULL


}

OPTIONAL,















-- Need ON

sps-Configuration




SPS-Configuration 


OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Cond Misc


...

}

SRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..2)) OF SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Configuration




CHOICE {



explicitValue





RLC-Configuration,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

logicalChannelConfig



CHOICE {


explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup

...

}

DRB-ToAddModifyList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





INTEGER (1..32),


pdcp-Configuration




PDCP-Configuration

OPTIONAL,

-- Cond DRB-Setup


rlc-Configuration




RLC-Configuration

OPTIONAL,

-- Cond Setup

logicalChannelIdentity



INTEGER (3..13)


OPTIONAL,

-- Cond DRB-Setup

logicalChannelConfig



LogicalChannelConfig

OPTIONAL,
-- Cond Setup

...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {


drb-Identity





INTEGER (1..32)

}

-- ASN1STOP


